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EXISTING ZONING:  CC — (CENTRAL CITY DISTRICT)
TOTAL LOT AREA : + 44,201 SF. (£1.01 ACRES)

EXISTING PARCELS:

TA. No. ADDRESS

106.80-1-2 =1 7,538 SF 317 ANDREWS ST.
106.80-1-3 =+ 6,657 SF 325 ANDREWS ST.
106.80-1-25.001 =1 25,290 SF 101-103 FRANKLIN ST.
106.80—1-44.003 =1 4716 SF 106 PLEASANT ST.

EXISTING PARCELS TO BE ADMINISTRATIVELY RE-SUBDIVIDED INTO ONE (1) LOT
PROPOSED USE: MULTI-FAMILY RESIDENTIAL (76 UNITS)
LOT DIMENSIONS ARE AS FOLLOWS:

PROPOSED
MIN. LOT AREA N/A +1.01 ACRES
MIN. LOT WIDTH 45 +77
SETBACKS
FRONT YARD WTHIN 2° OF AVERAGE +.6
SETBACK OF THREE
ADJACENT BUILDINGS
MAXIMUM 15'
SIDE YARD N/A +4
REAR YARD N/A N/A
MAX. BUILDING HEIGHT 6 STORIES 6 STORIES
MAX. BLDG. COVERAGE  N/A +33%
MAX. LOT COVERAGE  N/A +76%

PARKING NOT REQUIRED 49 SPACES (4 ADA SPACES)

ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND
SPECIFICATIONS OF THE CITY OF ROCHESTER AND THE APPROPRIATE MONROE COUNTY AND
NEW YORK STATE AGENCIES, UNLESS OTHERWISE NOTED.

THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL
MONUMENTS. FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE
MONROE COUNTY SURVEY OFFICE.

THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971

REGARDING LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC
SURVEY MONUMENTS.

ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY IS TO BE CONSTRUCTED SUCH THAT THE
OVERALL AREA IS PEDESTRIAN FRIENDLY, FULLY ACCESSIBLE FOR PERSONS WITH DISABILITIES,
AND FULLY COMPLIANT WITH THE PROPOSED GUIDELINES FOR PEDESTRIAN FACILITIES IN THE
PUBLIC RIGHT-OF-WAY (PROWAG)

NEW DRIVEWAY OPENINGS ARE TO BE CONSTRUCTED PER THE CITY'S TRANSITION STYLE
DRIVEWAY OPENING, USING BOTH TRANSITION AND HEADER CURBS (CITY DETAIL R608-5). THE
MAIN SIDEWALK THOROUGHFARE IS TO BE MAINTAINED CONTINUOUS, TRUE TO LINE AND
GRADE ACROSS ALL DRIVEWAY OPENINGS.

SEE DEMOLITION AND UTILITY PLANS FOR EXISTING PAVEMENT AND SIDEWALK REPLACEMENT
LIMITS FOR UTILITY INSTALLATIONS.

ANY PROJECT SIGNAGE IS TO BE SUBMITTED TO THE CITY FOR REVIEW AND APPROVAL.

NOT APPROVED

This plan has not received final
approval of dll reviewing agencies.
This plan is subject to revisions
until all approvals are obtained and
should not be used for construction
purposes.

Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land
surveyor shall aoffix to the item his seal
and the notation “altered by” followed
by his signature and the date of such
alteration, and a specific description
of the dlteration.”
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DEMOLITION NOTES:

1. CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES
AS SHOWN ON THE PLANS AND/OR AS DIRECTED. THE CONTRACTOR SHALL COORDINATE THE WORK
WTH THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH
ABANDONMENTS AND REMOVALS. THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN
ACCORDANCE WITH ALL CURRENT REGULATIONS AND REQUIREMENTS.

2. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR
AVAILABLE UTILTY COMPANY RECORD PLANS. EXISTING UTILITES WHETHER FUNCTIONAL OR ABANDONED
WTHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE
DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES.

3. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES

P:\2744\Drawings\Final\2744 Design Base.dwg '\

CONTRACTOR TO REMOVE AND
REPLACE EXISTING SIDEWALK AREA TO
THE NEAREST CONTROL JOINT AND IN
FULL FLAG SEGMENTS ONLY. SIDEWALK
TO BE REPLACED PER CITY OF

ROCHESTER STANDARDS. IF AREAS OF
THE EXISTING SIDEWALK ARE DAMAGED
DURING THE PROPOSED WORK, AREA

EXISTING NO REVEAL
CURB AT EXISTING
ENTRANCE TO BE
REPLACED WITH FULL
DEPTH GRANITE CURB
(SEE DETAIL)
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5 5
BEFORE COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO TO BE REPLACED (TYP) (SEE DETAL) S o e é A
LOCATE EXISTNG UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT PROTECT
REVISIONS AS REQUIRED TO MEET THE EXISTING CONDITIONS. g
EXISTING LIGHT 5 "
4, ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED POLE AND RGE i = & S
LOCATION. MH (TYP) o
5. CONTRACTOR TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WTH THE
APPLICABLE UTILITY PROVIDERS AS NECESSARY. CONTRACTOR T0 i e
6. ALL NECESSARY UTILITY PERMITS SHALL BE OBTAINED BEFORE STARTING CONSTRUCTION. 'AE;;‘I’_IEAE’T g“Tng MIN. w g’*gg&gan%ﬁ
7. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL ALONG WESTERN . SRIPNG — )
MONUMENTS. FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE SULDING FOR (TvP) Y
COUNTY SURVEY OFFICE. - eSS i | LOCATION MAP )
8. CONSTRUCTION/CONTRACTOR STAGING AREA TO BE COORDINATED WITH THE OWNER. . = ASPHALT E = NOT TO SCALE 2
b sl wn =
9. CONTRACTOR TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL / 30 2& W e [ EXSTNG u L‘T’ Q
REMOVAL & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE . T o L— ASPHALT =t
BACKFILLED AND COMPACTED WTH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S e g =g
REPRESENTATIVE. 0 25 N_— ST NG ¢ 333 A PARKING LLC X z GRAPHIC SCALE
B} == / < LANDSCAPE s T.A. No. 106.80-1-5 =Z< =z |z
10.SEE SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TME AREA W/ S 339 ANDREWS STREET z| 3
DURING CONSTRUCTION. T0P AV OF SANTARY MANHOLE : SHRUBBER & AREA= 7,304 SQ. FT. 333 A PARKING LLC = El 1z 30 o 15 30 60
| oS0 (D a0) (T0 BE REMOVED) - = 7,304 SQ. 1 : — T.A. No. 106.80-1-6 Ef-_ £ |5 |
11 SDEWALKS SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIMITES AS NECESSARY AND Fg X EXISTING BUILDIN 343 ANDREWS STREET 3= |u h!;!;&
APPROPRIATE SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE 2 AND PARKING AREA AREA= 10,931 SQ. FT. s | [®
REPLACEMENT, THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE N/F \ PAVEMENT TO REMAIN AND BE El sl g ( IN FEET )
LEFT WITH A STONE SURFACE WHEN REOPENED. TRUE NORTH ANDREWS REMOVAL PROTECTED. EXISTING o & s
STREET LLC. . PARKING LOT SIGNAGE 2 1 inch =30 ft. ~lololelm! «l -
12.CONTRACTOR TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE ROMW. BY T.A. No. 106.80-1-1.001 TO BE REMOVED AS e \_ Yy,
CONSTRUCTION ACTIVITIES. 305 ANDREWS STREET APPROVED BY 333 2 o
13.RECYCLED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED g ! é vy 2 )
ASPHALT PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES O
WTHIN THE R.O.W. EXISTING w =
PARKING SIGNAGE — = 8,
14.THE DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS T0 BE REMOVED STING BUILDING o tg
WTH DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILTIES ACT (ADA) AND THE AS APPROVED o BTG AND PARKING AREA - < Z OBR
PROPOSED GUIDELINES FOR PEDESTRIAN FACIITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY BY OWNER (TYP)-> N 70 REMAIN AND BE N
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DEMOLITION NOTES: : 1. CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES CONTRACTOR SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES SHALL ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES ABANDON AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES AND/OR REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES REMOVE EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES EXISTING UTILITIES, STRUCTURES, AND APPURTENANCES  UTILITIES, STRUCTURES, AND APPURTENANCES UTILITIES, STRUCTURES, AND APPURTENANCES  STRUCTURES, AND APPURTENANCES STRUCTURES, AND APPURTENANCES  AND APPURTENANCES AND APPURTENANCES  APPURTENANCES APPURTENANCES AS SHOWN ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  SHOWN ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK SHOWN ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK ON THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK THE PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK PLANS AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK AND/OR AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK AS DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK  DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK DIRECTED.  THE CONTRACTOR SHALL COORDINATE THE WORK   THE CONTRACTOR SHALL COORDINATE THE WORK  THE CONTRACTOR SHALL COORDINATE THE WORK THE CONTRACTOR SHALL COORDINATE THE WORK  CONTRACTOR SHALL COORDINATE THE WORK CONTRACTOR SHALL COORDINATE THE WORK  SHALL COORDINATE THE WORK SHALL COORDINATE THE WORK  COORDINATE THE WORK COORDINATE THE WORK  THE WORK THE WORK  WORK WORK WITH THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH THE ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH ENGINEER AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH AND THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH THE AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH AGENCY HAVING JURISDICTION, PRIOR TO COMMENCING WITH  HAVING JURISDICTION, PRIOR TO COMMENCING WITH HAVING JURISDICTION, PRIOR TO COMMENCING WITH  JURISDICTION, PRIOR TO COMMENCING WITH JURISDICTION, PRIOR TO COMMENCING WITH  PRIOR TO COMMENCING WITH PRIOR TO COMMENCING WITH  TO COMMENCING WITH TO COMMENCING WITH  COMMENCING WITH COMMENCING WITH  WITH WITH ABANDONMENTS AND REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  AND REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN AND REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN REMOVALS.  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN   THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN THE CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN CONTRACTOR SHALL DISPOSE OF MATERIALS OFF-SITE IN  SHALL DISPOSE OF MATERIALS OFF-SITE IN SHALL DISPOSE OF MATERIALS OFF-SITE IN  DISPOSE OF MATERIALS OFF-SITE IN DISPOSE OF MATERIALS OFF-SITE IN  OF MATERIALS OFF-SITE IN OF MATERIALS OFF-SITE IN  MATERIALS OFF-SITE IN MATERIALS OFF-SITE IN  OFF-SITE IN OFF-SITE IN  IN IN ACCORDANCE WITH ALL CURRENT REGULATIONS AND REQUIREMENTS. 2. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  WERE PLOTTED FROM FIELD LOCATIONS AND/OR WERE PLOTTED FROM FIELD LOCATIONS AND/OR  PLOTTED FROM FIELD LOCATIONS AND/OR PLOTTED FROM FIELD LOCATIONS AND/OR  FROM FIELD LOCATIONS AND/OR FROM FIELD LOCATIONS AND/OR  FIELD LOCATIONS AND/OR FIELD LOCATIONS AND/OR  LOCATIONS AND/OR LOCATIONS AND/OR  AND/OR AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITIES WHETHER FUNCTIONAL OR ABANDONED  WHETHER FUNCTIONAL OR ABANDONED WHETHER FUNCTIONAL OR ABANDONED  FUNCTIONAL OR ABANDONED FUNCTIONAL OR ABANDONED  OR ABANDONED OR ABANDONED  ABANDONED ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  DRAWINGS. THE CONTRACTOR SHALL CALL THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE CONTRACTOR SHALL CALL THE THE CONTRACTOR SHALL CALL THE  CONTRACTOR SHALL CALL THE CONTRACTOR SHALL CALL THE  SHALL CALL THE SHALL CALL THE  CALL THE CALL THE  THE THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. 3. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  LOCATION AND ELEVATION OF UNDERGROUND UTILITIES LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  AND ELEVATION OF UNDERGROUND UTILITIES AND ELEVATION OF UNDERGROUND UTILITIES  ELEVATION OF UNDERGROUND UTILITIES ELEVATION OF UNDERGROUND UTILITIES  OF UNDERGROUND UTILITIES OF UNDERGROUND UTILITIES  UNDERGROUND UTILITIES UNDERGROUND UTILITIES  UTILITIES UTILITIES BEFORE COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO   CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO  SHALL MAKE EXPLORATION EXCAVATIONS TO SHALL MAKE EXPLORATION EXCAVATIONS TO  MAKE EXPLORATION EXCAVATIONS TO MAKE EXPLORATION EXCAVATIONS TO  EXPLORATION EXCAVATIONS TO EXPLORATION EXCAVATIONS TO  EXCAVATIONS TO EXCAVATIONS TO  TO TO LOCATE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT  AHEAD OF CONSTRUCTION TO PERMIT AHEAD OF CONSTRUCTION TO PERMIT  OF CONSTRUCTION TO PERMIT OF CONSTRUCTION TO PERMIT  CONSTRUCTION TO PERMIT CONSTRUCTION TO PERMIT  TO PERMIT TO PERMIT  PERMIT PERMIT REVISIONS AS REQUIRED TO MEET THE EXISTING CONDITIONS.  4. ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED ALL MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED MATERIALS TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED TO BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED BE REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED REMOVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED FROM THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED THE SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED SITE AND DISPOSED OF AS NECESSARY AT AN APPROVED  AND DISPOSED OF AS NECESSARY AT AN APPROVED AND DISPOSED OF AS NECESSARY AT AN APPROVED  DISPOSED OF AS NECESSARY AT AN APPROVED DISPOSED OF AS NECESSARY AT AN APPROVED  OF AS NECESSARY AT AN APPROVED OF AS NECESSARY AT AN APPROVED  AS NECESSARY AT AN APPROVED AS NECESSARY AT AN APPROVED  NECESSARY AT AN APPROVED NECESSARY AT AN APPROVED  AT AN APPROVED AT AN APPROVED  AN APPROVED AN APPROVED  APPROVED APPROVED LOCATION. 5. CONTRACTOR TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE CONTRACTOR TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE TO COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE COORDINATE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE SUPPORTING, ABANDONING, AND REMOVING UTILITIES WITH THE  ABANDONING, AND REMOVING UTILITIES WITH THE ABANDONING, AND REMOVING UTILITIES WITH THE  AND REMOVING UTILITIES WITH THE AND REMOVING UTILITIES WITH THE  REMOVING UTILITIES WITH THE REMOVING UTILITIES WITH THE  UTILITIES WITH THE UTILITIES WITH THE  WITH THE WITH THE  THE THE APPLICABLE UTILITY PROVIDERS AS NECESSARY. 6. ALL NECESSARY UTILITY PERMITS SHALL BE OBTAINED BEFORE STARTING CONSTRUCTION. ALL NECESSARY UTILITY PERMITS SHALL BE OBTAINED BEFORE STARTING CONSTRUCTION. 7. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  SAFEGUARD AND PRESERVE ALL SURVEY CONTROL SAFEGUARD AND PRESERVE ALL SURVEY CONTROL  AND PRESERVE ALL SURVEY CONTROL AND PRESERVE ALL SURVEY CONTROL  PRESERVE ALL SURVEY CONTROL PRESERVE ALL SURVEY CONTROL  ALL SURVEY CONTROL ALL SURVEY CONTROL  SURVEY CONTROL SURVEY CONTROL  CONTROL CONTROL MONUMENTS. FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  DATA ON THE CONTROL MONUMENTS, CALL THE MONROE DATA ON THE CONTROL MONUMENTS, CALL THE MONROE  ON THE CONTROL MONUMENTS, CALL THE MONROE ON THE CONTROL MONUMENTS, CALL THE MONROE  THE CONTROL MONUMENTS, CALL THE MONROE THE CONTROL MONUMENTS, CALL THE MONROE  CONTROL MONUMENTS, CALL THE MONROE CONTROL MONUMENTS, CALL THE MONROE  MONUMENTS, CALL THE MONROE MONUMENTS, CALL THE MONROE  CALL THE MONROE CALL THE MONROE  THE MONROE THE MONROE  MONROE MONROE COUNTY SURVEY OFFICE.  8. CONSTRUCTION/CONTRACTOR STAGING AREA TO BE COORDINATED WITH THE OWNER. CONSTRUCTION/CONTRACTOR STAGING AREA TO BE COORDINATED WITH THE OWNER. 9. CONTRACTOR TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL CONTRACTOR TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL TO COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL COORDINATE WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL WITH OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL OWNER'S REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL REPRESENTATIVE TO INSPECT GROUND DURING TOPSOIL  TO INSPECT GROUND DURING TOPSOIL TO INSPECT GROUND DURING TOPSOIL  INSPECT GROUND DURING TOPSOIL INSPECT GROUND DURING TOPSOIL  GROUND DURING TOPSOIL GROUND DURING TOPSOIL  DURING TOPSOIL DURING TOPSOIL  TOPSOIL TOPSOIL REMOVAL & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE & TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE TREE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE REMOVAL PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE PROCESS. HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE HOLES RESULTING FROM TREE ROOT REMOVAL SHOULD BE  RESULTING FROM TREE ROOT REMOVAL SHOULD BE RESULTING FROM TREE ROOT REMOVAL SHOULD BE  FROM TREE ROOT REMOVAL SHOULD BE FROM TREE ROOT REMOVAL SHOULD BE  TREE ROOT REMOVAL SHOULD BE TREE ROOT REMOVAL SHOULD BE  ROOT REMOVAL SHOULD BE ROOT REMOVAL SHOULD BE  REMOVAL SHOULD BE REMOVAL SHOULD BE  SHOULD BE SHOULD BE  BE BE BACKFILLED AND COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  AND COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S AND COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S COMPACTED WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S WITH STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S STRUCTURAL BACKFILL AS DIRECTED BY THE OWNER'S  BACKFILL AS DIRECTED BY THE OWNER'S BACKFILL AS DIRECTED BY THE OWNER'S  AS DIRECTED BY THE OWNER'S AS DIRECTED BY THE OWNER'S  DIRECTED BY THE OWNER'S DIRECTED BY THE OWNER'S  BY THE OWNER'S BY THE OWNER'S  THE OWNER'S THE OWNER'S  OWNER'S OWNER'S REPRESENTATIVE.  10. SEE SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME SEE SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME SIDEWALK CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME CLOSURE/DETOUR PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME PLAN FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME FOR SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME SIDEWALKS THAT ARE TO BE CLOSED FOR ANY TIME  THAT ARE TO BE CLOSED FOR ANY TIME THAT ARE TO BE CLOSED FOR ANY TIME  ARE TO BE CLOSED FOR ANY TIME ARE TO BE CLOSED FOR ANY TIME  TO BE CLOSED FOR ANY TIME TO BE CLOSED FOR ANY TIME  BE CLOSED FOR ANY TIME BE CLOSED FOR ANY TIME  CLOSED FOR ANY TIME CLOSED FOR ANY TIME  FOR ANY TIME FOR ANY TIME  ANY TIME ANY TIME  TIME TIME DURING CONSTRUCTION. 11. SIDEWALKS SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND SIDEWALKS SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND SHALL REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND REMAIN CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND CLOSED DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND DURING SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND SIDEWALK DEMOLITION ACTIVITIES AS NECESSARY AND  DEMOLITION ACTIVITIES AS NECESSARY AND DEMOLITION ACTIVITIES AS NECESSARY AND  ACTIVITIES AS NECESSARY AND ACTIVITIES AS NECESSARY AND  AS NECESSARY AND AS NECESSARY AND  NECESSARY AND NECESSARY AND  AND AND APPROPRIATE SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE SIDEWALK DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE DETOURS SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE SHALL BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE BE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE PROVIDED. IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  IF SIDEWALK IS REOPENED PRIOR TO CONCRETE IF SIDEWALK IS REOPENED PRIOR TO CONCRETE  SIDEWALK IS REOPENED PRIOR TO CONCRETE SIDEWALK IS REOPENED PRIOR TO CONCRETE  IS REOPENED PRIOR TO CONCRETE IS REOPENED PRIOR TO CONCRETE  REOPENED PRIOR TO CONCRETE REOPENED PRIOR TO CONCRETE  PRIOR TO CONCRETE PRIOR TO CONCRETE  TO CONCRETE TO CONCRETE  CONCRETE CONCRETE REPLACEMENT, THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE THE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE SIDEWALK SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE SHALL BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE TEMPORARILY PAVED. IN NO CASE SHALL THE SIDEWALK BE  PAVED. IN NO CASE SHALL THE SIDEWALK BE PAVED. IN NO CASE SHALL THE SIDEWALK BE  IN NO CASE SHALL THE SIDEWALK BE IN NO CASE SHALL THE SIDEWALK BE  NO CASE SHALL THE SIDEWALK BE NO CASE SHALL THE SIDEWALK BE  CASE SHALL THE SIDEWALK BE CASE SHALL THE SIDEWALK BE  SHALL THE SIDEWALK BE SHALL THE SIDEWALK BE  THE SIDEWALK BE THE SIDEWALK BE  SIDEWALK BE SIDEWALK BE  BE BE LEFT WITH A STONE SURFACE WHEN REOPENED.  12. CONTRACTOR TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY CONTRACTOR TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY TO REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY REPLACE ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY ANY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY DAMAGED SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY SIDEWALK AND/OR CURBING WITHIN THE R.O.W. BY  AND/OR CURBING WITHIN THE R.O.W. BY AND/OR CURBING WITHIN THE R.O.W. BY  CURBING WITHIN THE R.O.W. BY CURBING WITHIN THE R.O.W. BY  WITHIN THE R.O.W. BY WITHIN THE R.O.W. BY  THE R.O.W. BY THE R.O.W. BY  R.O.W. BY R.O.W. BY  BY BY CONSTRUCTION ACTIVITIES. 13. RECYCLED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED RECYCLED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED MATERIALS, PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED PULVERIZED, OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED OR RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED RECYCLED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  CONCRETE AGGREGATE AND BRICK, AND RECLAIMED CONCRETE AGGREGATE AND BRICK, AND RECLAIMED  AGGREGATE AND BRICK, AND RECLAIMED AGGREGATE AND BRICK, AND RECLAIMED  AND BRICK, AND RECLAIMED AND BRICK, AND RECLAIMED  BRICK, AND RECLAIMED BRICK, AND RECLAIMED  AND RECLAIMED AND RECLAIMED  RECLAIMED RECLAIMED ASPHALT PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES PAVEMENT ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES ARE UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES UNACCEPTABLE MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES MATERIALS FOR USE AS BACKFILL AND SUBBASE COURSES  FOR USE AS BACKFILL AND SUBBASE COURSES FOR USE AS BACKFILL AND SUBBASE COURSES  USE AS BACKFILL AND SUBBASE COURSES USE AS BACKFILL AND SUBBASE COURSES  AS BACKFILL AND SUBBASE COURSES AS BACKFILL AND SUBBASE COURSES  BACKFILL AND SUBBASE COURSES BACKFILL AND SUBBASE COURSES  AND SUBBASE COURSES AND SUBBASE COURSES  SUBBASE COURSES SUBBASE COURSES  COURSES COURSES WITHIN THE R.O.W. 14. THE DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS THE DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS DRIVEWAY OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS OPENING AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS AND THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS THE PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS PUBLIC SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS SIDEWALKS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  ARE TO BE FULLY ACCESSIBLE FOR PERSONS ARE TO BE FULLY ACCESSIBLE FOR PERSONS  TO BE FULLY ACCESSIBLE FOR PERSONS TO BE FULLY ACCESSIBLE FOR PERSONS  BE FULLY ACCESSIBLE FOR PERSONS BE FULLY ACCESSIBLE FOR PERSONS  FULLY ACCESSIBLE FOR PERSONS FULLY ACCESSIBLE FOR PERSONS  ACCESSIBLE FOR PERSONS ACCESSIBLE FOR PERSONS  FOR PERSONS FOR PERSONS  PERSONS PERSONS WITH DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE DISABILITIES IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE IN ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE ACORDANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  AMERICANS WITH DISABILITIES ACT (ADA) AND THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE  WITH DISABILITIES ACT (ADA) AND THE WITH DISABILITIES ACT (ADA) AND THE  DISABILITIES ACT (ADA) AND THE DISABILITIES ACT (ADA) AND THE  ACT (ADA) AND THE ACT (ADA) AND THE  (ADA) AND THE (ADA) AND THE  AND THE AND THE  THE THE PROPOSED GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY IN THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY THE PUBLIC RIGHT-OF-WAY (PROWAG). ANY  PUBLIC RIGHT-OF-WAY (PROWAG). ANY PUBLIC RIGHT-OF-WAY (PROWAG). ANY  RIGHT-OF-WAY (PROWAG). ANY RIGHT-OF-WAY (PROWAG). ANY  (PROWAG). ANY (PROWAG). ANY  ANY ANY SIDEWALK OR DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  OR DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED OR DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED DRIVEWAY AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED AREAS REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED REMOVED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED OR DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  DAMAGED DURING CONSTRUCTION SHALL BE RESTORED DAMAGED DURING CONSTRUCTION SHALL BE RESTORED  DURING CONSTRUCTION SHALL BE RESTORED DURING CONSTRUCTION SHALL BE RESTORED  CONSTRUCTION SHALL BE RESTORED CONSTRUCTION SHALL BE RESTORED  SHALL BE RESTORED SHALL BE RESTORED  BE RESTORED BE RESTORED  RESTORED RESTORED PER CITY OF ROCHESTER SIDEWALK DETAIL. 15. EXISTING STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING EXISTING STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING STREET TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING TREES THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING THAT ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING ARE TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING TO REMAIN ARE TO BE PROTECTED WITH FENCING DURING  REMAIN ARE TO BE PROTECTED WITH FENCING DURING REMAIN ARE TO BE PROTECTED WITH FENCING DURING  ARE TO BE PROTECTED WITH FENCING DURING ARE TO BE PROTECTED WITH FENCING DURING  TO BE PROTECTED WITH FENCING DURING TO BE PROTECTED WITH FENCING DURING  BE PROTECTED WITH FENCING DURING BE PROTECTED WITH FENCING DURING  PROTECTED WITH FENCING DURING PROTECTED WITH FENCING DURING  WITH FENCING DURING WITH FENCING DURING  FENCING DURING FENCING DURING  DURING DURING CONSTRUCTION TO MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  TO MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS TO MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS MINIMIZE ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS ANY POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS POSSIBLE DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS DAMAGE DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS DUE TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  TO CONSTRUCTION ACTIVITIES. ANY IMPACTS TO CONSTRUCTION ACTIVITIES. ANY IMPACTS  CONSTRUCTION ACTIVITIES. ANY IMPACTS CONSTRUCTION ACTIVITIES. ANY IMPACTS  ACTIVITIES. ANY IMPACTS ACTIVITIES. ANY IMPACTS  ANY IMPACTS ANY IMPACTS  IMPACTS IMPACTS TO THE EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  THE EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S THE EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S EXISTING STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S STREET TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S TREES MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S MUST BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S BE RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S RESOLVED AT THE DIRECTION OF THE CITY'S FORESTER'S  AT THE DIRECTION OF THE CITY'S FORESTER'S AT THE DIRECTION OF THE CITY'S FORESTER'S  THE DIRECTION OF THE CITY'S FORESTER'S THE DIRECTION OF THE CITY'S FORESTER'S  DIRECTION OF THE CITY'S FORESTER'S DIRECTION OF THE CITY'S FORESTER'S  OF THE CITY'S FORESTER'S OF THE CITY'S FORESTER'S  THE CITY'S FORESTER'S THE CITY'S FORESTER'S  CITY'S FORESTER'S CITY'S FORESTER'S  FORESTER'S FORESTER'S OFFICE. (SEE TREE PROTECTION DETAIL.) 16. ANY IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF ANY IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF IMPACTS TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF TO THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF THE EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF EXISTING STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF STREET LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF LIGHTING SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  SYSTEM MUST BE RESOLVED AT THE DIRECTION OF SYSTEM MUST BE RESOLVED AT THE DIRECTION OF  MUST BE RESOLVED AT THE DIRECTION OF MUST BE RESOLVED AT THE DIRECTION OF  BE RESOLVED AT THE DIRECTION OF BE RESOLVED AT THE DIRECTION OF  RESOLVED AT THE DIRECTION OF RESOLVED AT THE DIRECTION OF  AT THE DIRECTION OF AT THE DIRECTION OF  THE DIRECTION OF THE DIRECTION OF  DIRECTION OF DIRECTION OF  OF OF THE CITY'S STREET LIGHTING OFFICE.  17. THERE IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY THERE IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY IS TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY TO BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY BE NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY NO PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY PARTIAL SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY SAW CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY CUTTING OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY OF THE EXISTING CURB TO ACCOMMODATE THE UTILITY  THE EXISTING CURB TO ACCOMMODATE THE UTILITY THE EXISTING CURB TO ACCOMMODATE THE UTILITY  EXISTING CURB TO ACCOMMODATE THE UTILITY EXISTING CURB TO ACCOMMODATE THE UTILITY  CURB TO ACCOMMODATE THE UTILITY CURB TO ACCOMMODATE THE UTILITY  TO ACCOMMODATE THE UTILITY TO ACCOMMODATE THE UTILITY  ACCOMMODATE THE UTILITY ACCOMMODATE THE UTILITY  THE UTILITY THE UTILITY  UTILITY UTILITY INSTALLATIONS NECESSARY. ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  NECESSARY. ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE NECESSARY. ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE ADDITIONAL PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE PIECES OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE OF EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  EXISTING CURB AND UNDERDRAIN PIPE THAT ARE EXISTING CURB AND UNDERDRAIN PIPE THAT ARE  CURB AND UNDERDRAIN PIPE THAT ARE CURB AND UNDERDRAIN PIPE THAT ARE  AND UNDERDRAIN PIPE THAT ARE AND UNDERDRAIN PIPE THAT ARE  UNDERDRAIN PIPE THAT ARE UNDERDRAIN PIPE THAT ARE  PIPE THAT ARE PIPE THAT ARE  THAT ARE THAT ARE  ARE ARE DAMAGE DURING THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  DURING THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE DURING THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE THE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE WORK ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE ARE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE TO BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE BE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE FULLY REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE REMOVED AND REPLACED WITH NEW MATERIALS OF LIKE  AND REPLACED WITH NEW MATERIALS OF LIKE AND REPLACED WITH NEW MATERIALS OF LIKE  REPLACED WITH NEW MATERIALS OF LIKE REPLACED WITH NEW MATERIALS OF LIKE  WITH NEW MATERIALS OF LIKE WITH NEW MATERIALS OF LIKE  NEW MATERIALS OF LIKE NEW MATERIALS OF LIKE  MATERIALS OF LIKE MATERIALS OF LIKE  OF LIKE OF LIKE  LIKE LIKE CHARACTERISTICS.  18. THERE IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO THERE IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO IS TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO BE NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO NO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO SAW CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO CUTTING OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO OR PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO PARTIAL REPLACEMENT OF THE EXISTING SIDEWALK TO  REPLACEMENT OF THE EXISTING SIDEWALK TO REPLACEMENT OF THE EXISTING SIDEWALK TO  OF THE EXISTING SIDEWALK TO OF THE EXISTING SIDEWALK TO  THE EXISTING SIDEWALK TO THE EXISTING SIDEWALK TO  EXISTING SIDEWALK TO EXISTING SIDEWALK TO  SIDEWALK TO SIDEWALK TO  TO TO ACCOMMODATE THE WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  THE WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK THE WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK WORK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK WITHIN THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK THE RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK RIGHT-OF-WAY. ADDITIONAL AREAS OF THE EXISTING SIDEWALK  ADDITIONAL AREAS OF THE EXISTING SIDEWALK ADDITIONAL AREAS OF THE EXISTING SIDEWALK  AREAS OF THE EXISTING SIDEWALK AREAS OF THE EXISTING SIDEWALK  OF THE EXISTING SIDEWALK OF THE EXISTING SIDEWALK  THE EXISTING SIDEWALK THE EXISTING SIDEWALK  EXISTING SIDEWALK EXISTING SIDEWALK  SIDEWALK SIDEWALK THAT ARE DAMAGED DURING THE WORK ARE TO BE REPLACED. 19. CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXTENDING THRU PAVEMENT BASE COURSE EXTENDING THRU PAVEMENT BASE COURSE  THRU PAVEMENT BASE COURSE THRU PAVEMENT BASE COURSE  PAVEMENT BASE COURSE PAVEMENT BASE COURSE  BASE COURSE BASE COURSE  COURSE COURSE AND RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  STANDARDS (SEE CITY DETAILS, MODIFIED STANDARDS (SEE CITY DETAILS, MODIFIED  (SEE CITY DETAILS, MODIFIED (SEE CITY DETAILS, MODIFIED  CITY DETAILS, MODIFIED CITY DETAILS, MODIFIED  DETAILS, MODIFIED DETAILS, MODIFIED  MODIFIED MODIFIED ASPHALT PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  BASE).  EXISTING GRANITE CURBING TO BE REPLACED BASE).  EXISTING GRANITE CURBING TO BE REPLACED   EXISTING GRANITE CURBING TO BE REPLACED  EXISTING GRANITE CURBING TO BE REPLACED EXISTING GRANITE CURBING TO BE REPLACED  GRANITE CURBING TO BE REPLACED GRANITE CURBING TO BE REPLACED  CURBING TO BE REPLACED CURBING TO BE REPLACED  TO BE REPLACED TO BE REPLACED  BE REPLACED BE REPLACED  REPLACED REPLACED IN-KIND OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  STANDARDS. CONTRACTOR TO REMOVE STANDARDS. CONTRACTOR TO REMOVE  CONTRACTOR TO REMOVE CONTRACTOR TO REMOVE  TO REMOVE TO REMOVE  REMOVE REMOVE AND REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  CONTROL JOINT AND IN FULL FLAG SEGMENTS CONTROL JOINT AND IN FULL FLAG SEGMENTS  JOINT AND IN FULL FLAG SEGMENTS JOINT AND IN FULL FLAG SEGMENTS  AND IN FULL FLAG SEGMENTS AND IN FULL FLAG SEGMENTS  IN FULL FLAG SEGMENTS IN FULL FLAG SEGMENTS  FULL FLAG SEGMENTS FULL FLAG SEGMENTS  FLAG SEGMENTS FLAG SEGMENTS  SEGMENTS SEGMENTS ONLY.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS (TYP).   20. CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  OF PROPOSED ELECTRIC, GAS AND COMMUNICATION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION  PROPOSED ELECTRIC, GAS AND COMMUNICATION PROPOSED ELECTRIC, GAS AND COMMUNICATION  ELECTRIC, GAS AND COMMUNICATION ELECTRIC, GAS AND COMMUNICATION  GAS AND COMMUNICATION GAS AND COMMUNICATION  AND COMMUNICATION AND COMMUNICATION  COMMUNICATION COMMUNICATION SERVICES WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE  AND COORDINATE EXISTING SERVICES TO THE SITE AND COORDINATE EXISTING SERVICES TO THE SITE  COORDINATE EXISTING SERVICES TO THE SITE COORDINATE EXISTING SERVICES TO THE SITE  EXISTING SERVICES TO THE SITE EXISTING SERVICES TO THE SITE  SERVICES TO THE SITE SERVICES TO THE SITE  TO THE SITE TO THE SITE  THE SITE THE SITE  SITE SITE THAT ARE TO BE ABANDONED. 
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g = ¢ — Drawing Alteration
g IKHH TRAFFIC / The following is an excerpt from the
1. THIS PLAN REQUIRES APPROVAL AND ISSUANCE OF A PLUMBING PERMIT FROM THE CITY OF ROCHESTER PLUMBING DEPARTMENT. B R 5 o Dggﬁms W ) New Yor Sice Educaion Lov A
g M BV s o gong:
'%2. PRIOR TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) CONTRACTOR TO REMOVE AND REPLACE CONNECT PRIVATE 12" STORM X/Wov\g I:rslzna rrﬁlefsmﬂeoifstZLstnIfwu?Jefntﬁe
a PERMIT OFFICE AT 145 PAUL ROAD, BUILDING 11, ROCHESTER, NY 14624, PHONE # 753-7600 (OPT. 5). EXISTING SIDEWALK AREA TO THE NEAREST SEWER TO EXISTING CATCH BASIN. ~_ & Zirectic;n of a licensed rogfessional
. W p
i CONTROL JOINT AND IN FULL FLAG RESTORE PAVEMENT, CURB, AND /@; ng ‘enginger or land surveyor to alter any
& 3. SEWER CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY SEGMENTS ONLY FOR UTILITY SIDEWALK TO CITY OF ROCHESTER y l . _REC. UNDERGROUND ELEC. . item in any way. If an item bearing the
e INSTALLATION. SIDEWALK TO BE REPLACED LEC MH EMKI.T seal of an engineer or land surveyor is
S INSURED AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD). PAYMENT (CHECK OR MONEY ORDER TO ‘RPWD”) OF . STANDARDS. N\:) dltered, the dltering engineer or land
£ ALL APPLICABLE PERMIT FEES MUST BE PAID PRIOR TO PERMIT ISSUANCE. PER CITY OF ROCHESTER STANDARDS. IF INV.=522.00+ - o G 12" WATERMAN ¥ surveyor shall affix to the item his seal
- AREAS OF THE EXISTING SIDEWALK ARE ﬁGYD RN . REC. I ;ndh‘the‘notiltion 'a(:ti;]ed db): fcnllowet:1
g DAMAGED DURING THE PROPOSED WORK QLE . —=21" XV : ' y his signature and the date of suc
£ 4. THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5 THE == iteration, and ific descripti
S CONTRACTOR SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS. ALL TAPS AND conuscnoug T0 DISTRIC(I tmun)%s MUST ARE T0 BE REPLACED (TYP). CONTRACTOR o8 //‘ of the alfration”
= BE WITNESSED BY A DISTRICT INSPECTOR. TO REPLACE NO REVEAL CURB WITH FULL W = \ an’”—V‘CF" 523.96
,::’ DEPTH CURB. (SEE DETAIL) ® S A /\' AN — <@
15, SANITARY/STORM/COMBINATION SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE e 3‘“/3‘ > STA.=1492.13 . W e 16=527.69 ‘ )
& REQUIREMENTS OF THE ROCHESTER PURE WATERS DISTRICT. ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE ®GCAS C /’ ] HYD/ — _ o
OF THE DISTRICT. GV = \. 3 ¢ —ELEC MH RGE
6. CLEANOUTS SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE ///"/ P\“D s R\Q\'\"’ W HH i —— =
SEWER EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT = Rg;gzﬁﬁ\ @ &60 A & GEHH RGE B =
PRIOR TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAL ‘ s i PANCS_ ] F s
FOR PROPER INSTALLATION] ). v PROPOSED == ﬂ%&)}g S0V GMK? ) Z o o gggho NOT
HA RGE ©opaR_g? =gl b i
7. IF AN EXSTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION «V //' / 5 wﬁ;‘}f&? , /gggr SND%%%% AN 4 TR % J ‘\ g — W
AND IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VA A VIDEO TAPED INSPECTION PERFORMED BY THE G\’\O““D e " S ! V o £ (I | A 35)
PLUMBER/CONTRACTOR OR HIS/HER/THER AGENT. PRIOR IO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING R / (SEE AosﬁA"-s) =" 522.00 Y- Y . %
LATERAL MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL IT IS THE _— , W <\ - PRIVATE . EXISTING b = N CITY OF ROCHESTER
RESPONSIBILITY OF THE BUILDER OR THEIR AGENT TO CLEAN AND/OR REPLACE THE PIPE/LATERAL AS NEEDED . W ’ / STORM _ ASPHALT =
o TR )\ ofl LOCATION MAP
8. éc(Y) NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 S \ﬁrx OPOSED S ié'gmﬁ - = 1 i
: - % S R =5 UTILITY NOTES: 3
o #ggﬁﬁ%’go & \ \“-54-12" HOPE @ 0.56% ! l’ 2 NOT TO SCALE 7
9. ANY EXISTING LATERALS NOT UTILZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE YD MC—3500 0 X ¢ z 1. BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS é
PROPERTY LINE OR, WHERE APPLICABLE, THE SEWER EASEMENT LINE. - CHAMBER SYSTEM E S E = INTENDED AS TO SIZE OR LOCATION OTHER THAN APPLICABLE ZONING REQUIREMENTS.
PROJECT BENCHMARK = HE:
10. FLOOR DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER. FLOOR DRAINS DO NOT INCLUDE TOP RIM OF SANITARY MANHOLE (SEE DETALLS) 5‘,' D ; b o £l 1R 2. AL IMPROVEMENTS SHALL BE IN ACCORDANCE WTH THE MOST RECENT STANDARDS AND
m;«ggo%o&r&i Tﬁ"é’}& »ESNER;E)E &LU 3}SYCHARG£SU';(E> LT:;:/ SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT ELEV=525.3 (NAVD 88) (PRIVATE) \"’/ v//’///”//////// TR=529.0 \ (e A SPECIFICATIONS OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE
. v X L ! b3 .
SEWER ‘ ',///(/////‘////,I ‘\ 6’ DIA MH v 2| In WATERS DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH
, AU N OUTLET STRUCTURE ¢ |15 DEPARTMENT) UNLESS OTHERWSE NOTED.
11. ANY PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4) OF COVER WL REQUIRE CONCRETE ENCASEMENT. CHAMBER SYSTEM (SWMF) 2 \\ Y5 /“‘ (PRIVATE) o gl |8
SEWERS/LATERALS WITH LESS THAN THREE-FEET (3') OF COVER ARE NOT ALLOWED. BOTTOM OF STORMTECH ELEVATION =+521.5 D-1 9 \ " \ b % 3. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL
3" ORIFICE ELEVATION = 522.3 T6=528.8 K \ 4 ° MONUMENTS AND RIGHT-OF—WAY MONUMENTS IN THE AREAS OF CONSTRUCTION. FOR DESCRIPTIVE
12. THE REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, 9"HX6"W ORIFICE = 524.55 s R & - E AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY
BUT NOT LIMITED TO, MAINTENANCE AND PROTECTION OF TRAFFIC, BACKFILL MATERIAL AND SURFACE RESTORATION. BOTTOM OF 2°HX6'W WER = 526.3 5’ DIA INLET STM MH W%A&nggg#m 2 o OFFICE.
1-YR PONDING ELEVATION = 523.72 4% b o -
13. ALL EXISTNG AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN 10-YR PONDING ELEVATION = 525.16 PORT (SEE = = 4 THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 Uik ey
ENGINEER/SURVEYOR PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE 100-YR PONDING ELEVATION = 526.26 DETAILS) L REGARDING LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY
PROJECT TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO SEE STORMTECH DETAILS MONUMENTS. ( w
PERM;\'NENT AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW. IT IS THE OWNER'S OR THEIR W ﬁ
AGENT'S RESPONSIBILITY TO STAKE OUT ALL EASEMENTS. THIS WILL NOT BE THE RESPONSIBILITY OF THE RPWD. & 5. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR @)
RWB_WATER MAIN AND SERVICE NOTES AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED - B o
. WTHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE F T %o
1. WATER MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF EXSTNG ASPHALT ooy DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. < O I8
THE ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST ROCHESTER PREP PARKING LOT = < o ',I
ROCHESTER WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: HIGH SCHOOL 5 6. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES e o B R
HTTP: //WWW.CITYOFROCHESTER.GOV/WATERDOCUMENTS /. ) BEFORE COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE U = B3
EXISTING BUILDING S CONTRACTOR TO REMOVE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS 6 W o
2. AL NEW WATER MANS AND SERVCES SHALL BE INSTALLED WITH A MINMUM COVER DEPTH FROM PROPOSED FINISHED g EXISTING CB MH AND STORM REQUIRED TO MEET EXISTING CONDITIONS. O 2 9x
GRADE OF 45 FEET FOR DOVESTIC MANS AND 3.0 FEET FOR HOLLY WANS. Dt A PIPE. INSTALL NEW INLET 7. ALL LATERALS OR SERVICES SHALL BE AS NOTED BELOW UNLESS OTHERWISE NOTED ON THE PLANS z &F
T6=531.5 16=529.8 N : . <
3. THE ROCHESTER WATER BUREAU REQURES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO 2'x2' INLET e 526,47 %’é",:o'g:(,g]mgcgggMAﬁﬁ,a . V)5
USING ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A : WATER: 6" PVCO PC-235 FROM THE PUBLIC WATERMAIN TO THE BUILDING (DOMESTIC & FIRE). v o °
BACKFLOW PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. . (SEE NOTE 5 & 6) < ZIY
THE PERMIT FEE INCLUDES A REFUNDABLE DEPOSIT FOR THE USE OF THE WATER METER AND BACKFLOW PREVENTER. - ’7 CONTRACTOR TO SEWER: 8" PVC SDR-21 SANITARY AND STORM SEWER LATERALS o % S,
COORDINATE REMOVAL I X
4. FOR EXSTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE = OF EXISTING LIGHT 8. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING N g g _
@g@%iyﬁg”&gﬁg wA&USB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS DA , l/:(' 8 E] POLE AND BASE WITH POLICY FOR THE CITY OF ROCHESTER, AND THEY WILL CONFORM TO THIS POLICY AT ALL TIMES. © 3>X3
) . TR=530.9 B x o APPROPRIATE UTILITY 2 W29
PROPOSED 8 4' DIA INLET STM MH > z COMPANY 9. THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL s . Sz8
5. THE CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO PVC, SDR-35 BV 4z % MEASURES FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTL SITE 8 & ES
VIBRATORY EQUIPMENT IS TO BE USED OVER OR ADJACENT TO EXISTING WATER MAINS. %T?RO%%L?‘IERAL JR553065 fg STA.= H ELEC 2x2 CONSTRUCTION IS COMPLETE AND THE LAWN IS ESTABLISHED (SEE #2744—09). $ ?_] o 0
' g DEBRIS=529.25 . le 0+90.45 | L S %
6. APPROPRIATE MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING T 2 g » — OF — -— Z o <
THE WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS 3 7 PROPOSED 8 PVC 10. %mﬂwAF g[;#gé?-l%gﬂ}]’ %Fmvéé'Y %ﬂggisgngARATE PERMIT FROM THE DEPARTMENT OF é G o
THAN 12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL PROPOSED 12" o ‘ —APPROXIMATE = Iileiagg EI};%R% 1.00% : (-] m Z
BE COVERED IN A WATER TIGHT MANNER. 2 = . >
AREA DRAINS O ¥ AT 200N pan .| (%) 11. A PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LCENSED BY & |\ - y
= THE CITY OF ROCHESTER. A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF ~
7. STAINLESS STEEL INSERTS ARE REQUIRED ON ALL POLYETHYLENE (PE) SERVICE FITTINGS. GNE%)E;R(;&%&E - Iz 2| CONNECT ROOF DRAINS ENVIRONMENTAL ~ SERVICES-PERMIT ~ OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 1218, S /7 N
8. TRACER WIRE IS REQUIRED ON ALL BURIED NON-METALLIC WATER MAINS AND WATER SERVICES. DEVICES & D B gﬂ&?ﬁg’*ﬁ'gﬁo%sm 585-428-6848. <
DOMESTIC PUMP -1~ = 2| STORM SEWER (TYP) 12. HYDRANT FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND +
9. A PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT PARKING METER 3 ~ELEC. MH < LIBERTY POLE WAY =
BEFORE CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) ‘ TO REMAIN AND % ¢JR=530.96]— ¢ HH ELEC 2X2—— 12" HOLLY MAIN 2
428-7500 AND REQUEST TO SPEAK TO WATER ENGINEERING TO SCHEDULE THE MEETING. x . ‘L BE PROTECTED @ EXISTING RGE STATIC PRESSURE: 94 PS| E
MCDPH Standard Water Main Extension Notes 2 ‘\ (TYP)———— § /| MH & TRAFFIC RESIDUAL PRESSURE: 84 PS|
] P METAL FLOW AT 20 PSI 6,405 GPM L
PROPOSED PRIVATE P\ g HH TO REMAI o
1. The water main and temporary bypass pipe shall be disinfected equal to AWWA +35'-6" PVC, SDR-21 C.0. e : CONTRACTOR TO OBSERVED FLOW: 2,173 GPM [
Standard for Disinfecting Water Mains, designation C651, by using the continuous feed s SANITARY LATERAL @ 0 b = COORDINATE EXISTING DATE: 10/25/2013; PROVIDED 10/20,/2021 S
method. Following disinfection, the water main and bypass pipe shall be flushed until the CONNECT 1.00% MIN. & \ ELECTRIC METER <
chlorine concentration in the water leaving the main is no higher than that generally ROOF DRAINS PROPOSED SIX STORY s ‘ REMOVAL WITH 12" DOMESTIC MAIN 3
prevailing in the system. The interior of all water main pipe, valves, fittings and services \ COMMERCIAL ON NORTH v = - o \ APPROPRIATE UTILITY STATIC PRESSURE: 41.5 PS|
four (4) inches and larger, including new hydrant branches connected to existing water CONNECT ROOF DRAIN | SPACE SIDE OF BUILDING PROPOSED A “u S SAE5M:-| 3 \ COMPANY RESIDUAL PRESSURE: 38.5 PSI E . J
mains, not receiving 24-hour chlorine dlsmfectlon contact time must be spray or swap B, ON SOUTH SIDE OF C (£2,300 SF) BUILDING TO +14,800 SF FOOTPRINT CURB ELEC METER BROKENGGAMaZE St FLOW AT 20 PSI 2,353 GPM <
FﬂsmfecFed with a minimum 1% - 5% solution of chlpr[ne no more thap 30-minutes prior to 2 BUILDING TO PROPOSED PROPOSED (76 RESIDENTIAL UN'TS) < OPEN OBSERVED FLOW: 6,817 GPM E f \
mstallla.tlon. Addltlonally, the exterior surfaces of existing pipe and flt.tmgs that new pipe \ % STORM SEWER (TYP) STORM SEWER Wy CiHH TRAFFIC 3X3 DATE: 10 /25 /201 3; PROVIDED 10 /20 /2021 << ¥
and fittings will be connected to must be thoroughly cleaned and disinfected. The % ! (TYP) PROPOSED PRIVATE EXISTING LIGHT ) o
maximum distance between disinfection/sampling taps on new water main and bypass fl . \« 8" PVC. SDR-35 POLE AND SIGNS \13. CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE « <
pipe shall be 1,000 feet. The sampling point(s) must be decontaminated by flaming. Fire % PROPOSED 8 PVC STORM LATERAL © TO REMAN (TYP) = ReC. UNDERGROUPCEE™ oy RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETALS, MODFIED & ~
hydrants are not acceptable sampling points. The Monroe County Department of Public Z SDR-35 STORM \ \ 1.00% MIN =8 . E— ASPHALT PAVEMENT SECTION WITH 6" ASPHALT BASE). EXISTING GRANITE CURBING TO BE’ REPLACED O (a1 =
Health must receive at least 48-hour advance notification requesting sampling services. HEADER PIPE @ . . T6=531.46 /rf_ Z/vawv ) ~N Z
The Contractor shall call 585-753-5057 to arrange for sampling services and is 1.00% (TYP) S— WY %/—/‘94 IN-KIND OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ‘l_ m g
responsible for paying all MCDPH sampling fees. Sampling will not be performed prior to \ ‘ AWy T =—PARKING METER TO BE AND REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS | “:: >
receipt from a New York State licensed or registered design professional (engineer, & 6400 = REMOVED & REPLACED PER ONLY FOR UTILITY INSTALLATIONS. SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS 3 =
architect or land surveyor with a special exemption under Section 7208(n) of the . v \ch 51620 (ySAN MH Z  CITY OF ROCHESTER (TYP) © (a1 z =
Education Law) certifying that the water supply improvements, testing and disinfection - . 2 o TR=531.54 Z STANDARDS FOR UTILITY = Ll - 3.5 <
procadures were completed in accordance with the approved plans, rports, EXISTING BULDING . PROPOSED PRIVA 2 “ INSTALLATIONS AS o c14 CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES S wn E oW® 3
specifications and any approved amendments. The department will collect samples for : ST. JOSEPH'S PARK 6" PVCO. PC-235 o 2 NECESSARY OUI==" WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO = o 3 £<T o
free chlorine residual, total coliform, Escherichia coli (E. coli) and turbidity. The water FIRE WA'i'ER SERVICE = BT BE ABANDONED. s 2 8 3 g z 2
main and bypass pipe shall not be placed into service until so authorized by the Monroe ‘ o4 E : . w I e =
County Department of Public Health. ’— ) <|—STA.=0+62.80—F/rc. w1 WY X |(3 g = = g e t
‘ SRu S TR=531.17 = S 2°9W —

2. Unless otherwise noted or shown on the approved plans, the minimum vertical ‘—‘— ‘\ C”B&j:o BOPOSED PRIVATE Rog(;ﬁr?;g%gﬁsr%vgﬁgfﬁ;ssDé\?vTERéCT Q = i § = —
separation between water mains and sewer pipe lines shall be 18-inches measured from ‘ —“ RN !‘ st e = "4 PVCO, PC-235 K — : 598 [
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MCPW - ROCHESTER PURE WATERS DISTRICT SEWER NOTES FOR SEWER LATERAL CONNECTIONS: 1. THIS PLAN REQUIRES APPROVAL AND ISSUANCE OF A PLUMBING PERMIT FROM THE CITY OF ROCHESTER PLUMBING DEPARTMENT. THIS PLAN REQUIRES APPROVAL AND ISSUANCE OF A PLUMBING PERMIT FROM THE CITY OF ROCHESTER PLUMBING DEPARTMENT. 2. PRIOR TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) PRIOR TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) TO CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) CONSTRUCTION, A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) A SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) SEWER CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) CONNECTION PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) PERMIT MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) MUST BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) BE OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW) OBTAINED FROM THE MONROE COUNTY PURE WATERS (MCPW)  FROM THE MONROE COUNTY PURE WATERS (MCPW) FROM THE MONROE COUNTY PURE WATERS (MCPW)  THE MONROE COUNTY PURE WATERS (MCPW) THE MONROE COUNTY PURE WATERS (MCPW)  MONROE COUNTY PURE WATERS (MCPW) MONROE COUNTY PURE WATERS (MCPW)  COUNTY PURE WATERS (MCPW) COUNTY PURE WATERS (MCPW)  PURE WATERS (MCPW) PURE WATERS (MCPW)  WATERS (MCPW) WATERS (MCPW)  (MCPW) (MCPW) PERMIT OFFICE AT 145 PAUL ROAD, BUILDING 11, ROCHESTER, NY 14624, PHONE # 753-7600 (OPT. 5). 3. SEWER CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY SEWER CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY CONNECTION PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY PERMIT(S) CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY CAN ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY ONLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY BE ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY ISSUED TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY TO A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY A PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY PLUMBER LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY LICENSED IN THE CITY OF ROCHESTER AND WHO IS FULLY  IN THE CITY OF ROCHESTER AND WHO IS FULLY IN THE CITY OF ROCHESTER AND WHO IS FULLY  THE CITY OF ROCHESTER AND WHO IS FULLY THE CITY OF ROCHESTER AND WHO IS FULLY  CITY OF ROCHESTER AND WHO IS FULLY CITY OF ROCHESTER AND WHO IS FULLY  OF ROCHESTER AND WHO IS FULLY OF ROCHESTER AND WHO IS FULLY  ROCHESTER AND WHO IS FULLY ROCHESTER AND WHO IS FULLY  AND WHO IS FULLY AND WHO IS FULLY  WHO IS FULLY WHO IS FULLY  IS FULLY IS FULLY  FULLY FULLY INSURED AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF AND BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF BONDED IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF IN THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF THE ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF ROCHESTER PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF PURE WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF WATERS DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF DISTRICT (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF (RPWD).  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF   PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF PAYMENT (CHECK OR MONEY ORDER TO “RPWD”) OF  (CHECK OR MONEY ORDER TO “RPWD”) OF (CHECK OR MONEY ORDER TO “RPWD”) OF  OR MONEY ORDER TO “RPWD”) OF OR MONEY ORDER TO “RPWD”) OF  MONEY ORDER TO “RPWD”) OF MONEY ORDER TO “RPWD”) OF  ORDER TO “RPWD”) OF ORDER TO “RPWD”) OF  TO “RPWD”) OF TO “RPWD”) OF  “RPWD”) OF RPWD”) OF ) OF  OF OF ALL APPLICABLE PERMIT FEES MUST BE PAID PRIOR TO PERMIT ISSUANCE. 4. THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE RPWD SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE SHALL BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE BE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE NOTIFIED FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE FORTY-EIGHT HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE HOURS IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE IN ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE ADVANCE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE OF A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE A CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE CONNECTION OR TAP. [753-7600 (OPT. 5)].  THE  OR TAP. [753-7600 (OPT. 5)].  THE OR TAP. [753-7600 (OPT. 5)].  THE  TAP. [753-7600 (OPT. 5)].  THE TAP. [753-7600 (OPT. 5)].  THE  [753-7600 (OPT. 5)].  THE [753-7600 (OPT. 5)].  THE  (OPT. 5)].  THE (OPT. 5)].  THE  5)].  THE 5)].  THE   THE  THE THE CONTRACTOR SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST SHALL MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST MAKE ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST ALL REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST REQUIRED TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST TAPS TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST TO THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST THE RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST RPWD SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST SEWERS.  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST   ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST ALL TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST TAPS AND CONNECTIONS TO DISTRICT UTILITIES MUST  AND CONNECTIONS TO DISTRICT UTILITIES MUST AND CONNECTIONS TO DISTRICT UTILITIES MUST  CONNECTIONS TO DISTRICT UTILITIES MUST CONNECTIONS TO DISTRICT UTILITIES MUST  TO DISTRICT UTILITIES MUST TO DISTRICT UTILITIES MUST  DISTRICT UTILITIES MUST DISTRICT UTILITIES MUST  UTILITIES MUST UTILITIES MUST  MUST MUST BE WITNESSED BY A DISTRICT INSPECTOR.  5. SANITARY/STORM/COMBINATION SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE SANITARY/STORM/COMBINATION SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE SEWER LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE LATERAL(S) AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE AND APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE APPURTENANCES SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE  BE CONSTRUCTED IN CONFORMANCE WITH THE BE CONSTRUCTED IN CONFORMANCE WITH THE  CONSTRUCTED IN CONFORMANCE WITH THE CONSTRUCTED IN CONFORMANCE WITH THE  IN CONFORMANCE WITH THE IN CONFORMANCE WITH THE  CONFORMANCE WITH THE CONFORMANCE WITH THE  WITH THE WITH THE  THE THE REQUIREMENTS OF THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  OF THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE OF THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE THE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE ROCHESTER PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE PURE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE WATERS DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE DISTRICT.  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE   ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE ALL NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE NEW CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE CONNECTIONS SHALL BE INSPECTED BY A REPRESENTATIVE  SHALL BE INSPECTED BY A REPRESENTATIVE SHALL BE INSPECTED BY A REPRESENTATIVE  BE INSPECTED BY A REPRESENTATIVE BE INSPECTED BY A REPRESENTATIVE  INSPECTED BY A REPRESENTATIVE INSPECTED BY A REPRESENTATIVE  BY A REPRESENTATIVE BY A REPRESENTATIVE  A REPRESENTATIVE A REPRESENTATIVE  REPRESENTATIVE REPRESENTATIVE OF THE DISTRICT.   6. CLEANOUTS SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE CLEANOUTS SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE SHALL BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE BE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE INSTALLED ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE ON ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE ALL 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE 4” AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE AND 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE 6” DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE DIAMETER SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE SEWER LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE LATERALS AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  AT THE RIGHT-OF-WAY (ROW) LINE, OR THE AT THE RIGHT-OF-WAY (ROW) LINE, OR THE  THE RIGHT-OF-WAY (ROW) LINE, OR THE THE RIGHT-OF-WAY (ROW) LINE, OR THE  RIGHT-OF-WAY (ROW) LINE, OR THE RIGHT-OF-WAY (ROW) LINE, OR THE  (ROW) LINE, OR THE (ROW) LINE, OR THE  LINE, OR THE LINE, OR THE  OR THE OR THE  THE THE SEWER EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT EASEMENT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT LINE WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT WHERE APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT APPLICABLE. (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT (THE SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT SEWER EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT EASEMENT, RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT RIGHT-OF-WAY AND/OR PROPERTY LINE MUST BE STAKED OUT  AND/OR PROPERTY LINE MUST BE STAKED OUT AND/OR PROPERTY LINE MUST BE STAKED OUT  PROPERTY LINE MUST BE STAKED OUT PROPERTY LINE MUST BE STAKED OUT  LINE MUST BE STAKED OUT LINE MUST BE STAKED OUT  MUST BE STAKED OUT MUST BE STAKED OUT  BE STAKED OUT BE STAKED OUT  STAKED OUT STAKED OUT  OUT OUT PRIOR TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL TO INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL INSTALLATION OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL OF LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL LOT LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL LINE CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL CLEANOUTS TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL TO ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL ENSURE PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL PROPER LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL LOCATION OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL OF THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  THE CLEANOUTS. [REFER TO CLEANOUT DETAIL THE CLEANOUTS. [REFER TO CLEANOUT DETAIL  CLEANOUTS. [REFER TO CLEANOUT DETAIL CLEANOUTS. [REFER TO CLEANOUT DETAIL  [REFER TO CLEANOUT DETAIL [REFER TO CLEANOUT DETAIL  TO CLEANOUT DETAIL TO CLEANOUT DETAIL  CLEANOUT DETAIL CLEANOUT DETAIL  DETAIL DETAIL FOR PROPER INSTALLATION] ). 7. IF AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION IF AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION AN EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION EXISTING LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION LATERAL IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION IS TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION TO BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION BE UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION UTILIZED, THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION THE PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION PLUMBER/CONTRACTOR MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION MUST ENSURE THAT THE LATERAL IS IN GOOD CONDITION  ENSURE THAT THE LATERAL IS IN GOOD CONDITION ENSURE THAT THE LATERAL IS IN GOOD CONDITION  THAT THE LATERAL IS IN GOOD CONDITION THAT THE LATERAL IS IN GOOD CONDITION  THE LATERAL IS IN GOOD CONDITION THE LATERAL IS IN GOOD CONDITION  LATERAL IS IN GOOD CONDITION LATERAL IS IN GOOD CONDITION  IS IN GOOD CONDITION IS IN GOOD CONDITION  IN GOOD CONDITION IN GOOD CONDITION  GOOD CONDITION GOOD CONDITION  CONDITION CONDITION AND IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE IS FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE FREE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE OF DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE DEBRIS (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE (DIRT, MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE MUD, STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE STONE, ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE ROOTS, ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE ETC.) VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  VIA A VIDEO TAPED INSPECTION PERFORMED BY THE VIA A VIDEO TAPED INSPECTION PERFORMED BY THE  A VIDEO TAPED INSPECTION PERFORMED BY THE A VIDEO TAPED INSPECTION PERFORMED BY THE  VIDEO TAPED INSPECTION PERFORMED BY THE VIDEO TAPED INSPECTION PERFORMED BY THE  TAPED INSPECTION PERFORMED BY THE TAPED INSPECTION PERFORMED BY THE  INSPECTION PERFORMED BY THE INSPECTION PERFORMED BY THE  PERFORMED BY THE PERFORMED BY THE  BY THE BY THE  THE THE PLUMBER/CONTRACTOR OR HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  OR HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING OR HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING HIS/HER/THEIR AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING AGENT.  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING   PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING PRIOR TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING TO CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING  CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING CONNECTION, THE VIDEO TAPED INSPECTION OF THE EXISTING , THE VIDEO TAPED INSPECTION OF THE EXISTING  THE VIDEO TAPED INSPECTION OF THE EXISTING THE VIDEO TAPED INSPECTION OF THE EXISTING  VIDEO TAPED INSPECTION OF THE EXISTING VIDEO TAPED INSPECTION OF THE EXISTING  TAPED INSPECTION OF THE EXISTING TAPED INSPECTION OF THE EXISTING  INSPECTION OF THE EXISTING INSPECTION OF THE EXISTING  OF THE EXISTING OF THE EXISTING  THE EXISTING THE EXISTING  EXISTING EXISTING LATERAL MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE MUST BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE BE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE PRESENTED TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE TO THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE DISTRICT FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE FOR REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE REVIEW AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE AND APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE APPROVAL TO UTILIZE AN EXISTING LATERAL.  IT IS THE  TO UTILIZE AN EXISTING LATERAL.  IT IS THE TO UTILIZE AN EXISTING LATERAL.  IT IS THE  UTILIZE AN EXISTING LATERAL.  IT IS THE UTILIZE AN EXISTING LATERAL.  IT IS THE  AN EXISTING LATERAL.  IT IS THE AN EXISTING LATERAL.  IT IS THE  EXISTING LATERAL.  IT IS THE EXISTING LATERAL.  IT IS THE  LATERAL.  IT IS THE LATERAL.  IT IS THE   IT IS THE  IT IS THE IT IS THE  IS THE IS THE  THE THE RESPONSIBILITY OF THE BUILDER OR THEIR AGENT TO CLEAN AND/OR REPLACE THE PIPE/LATERAL AS NEEDED 8. ANY NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 ANY NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 NEW PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 PORTION OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 OF A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 A SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 SEWER LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 LATERAL INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 WITHIN THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 THE PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 PUBLIC RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21 RIGHT-OF-WAY AND SEWER EASEMENT MUST BE SDR-21  AND SEWER EASEMENT MUST BE SDR-21 AND SEWER EASEMENT MUST BE SDR-21  SEWER EASEMENT MUST BE SDR-21 SEWER EASEMENT MUST BE SDR-21  EASEMENT MUST BE SDR-21 EASEMENT MUST BE SDR-21  MUST BE SDR-21 MUST BE SDR-21  BE SDR-21 BE SDR-21  SDR-21 SDR-21 PVC. 9. ANY EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE ANY EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE EXISTING LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE LATERALS NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE NOT UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE UTILIZED MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE MUST BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE BE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE ABANDONED TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE TO MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE MONROE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  COUNTY PURE WATERS (MCPW) STANDARDS AT THE COUNTY PURE WATERS (MCPW) STANDARDS AT THE  PURE WATERS (MCPW) STANDARDS AT THE PURE WATERS (MCPW) STANDARDS AT THE  WATERS (MCPW) STANDARDS AT THE WATERS (MCPW) STANDARDS AT THE  (MCPW) STANDARDS AT THE (MCPW) STANDARDS AT THE  STANDARDS AT THE STANDARDS AT THE  AT THE AT THE  THE THE PROPERTY LINE OR, WHERE APPLICABLE, THE SEWER EASEMENT LINE. 10. FLOOR DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE FLOOR DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE DRAINS IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE SHALL BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE BE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE CONNECTED TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE TO THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE THE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE SANITARY/COMBINATION SEWER.  FLOOR DRAINS DO NOT INCLUDE  SEWER.  FLOOR DRAINS DO NOT INCLUDE SEWER.  FLOOR DRAINS DO NOT INCLUDE   FLOOR DRAINS DO NOT INCLUDE  FLOOR DRAINS DO NOT INCLUDE FLOOR DRAINS DO NOT INCLUDE  DRAINS DO NOT INCLUDE DRAINS DO NOT INCLUDE  DO NOT INCLUDE DO NOT INCLUDE  NOT INCLUDE NOT INCLUDE  INCLUDE INCLUDE FOUNDATION/FOOTER DRAINS.  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  DRAINS.  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT DRAINS.  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT   NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT NOTE:  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT   ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT ALL DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT DISCHARGES TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT TO THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT THE SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT SANITARY/COMBINATION SEWER MUST COMPLY WITH THE EFFLUENT  SEWER MUST COMPLY WITH THE EFFLUENT SEWER MUST COMPLY WITH THE EFFLUENT  MUST COMPLY WITH THE EFFLUENT MUST COMPLY WITH THE EFFLUENT  COMPLY WITH THE EFFLUENT COMPLY WITH THE EFFLUENT  WITH THE EFFLUENT WITH THE EFFLUENT  THE EFFLUENT THE EFFLUENT  EFFLUENT EFFLUENT LIMITS OF THE LOCAL AND/OR MONROE COUNTY SEWER USE LAW. 11. ANY PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. ANY PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. PORTION OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. OF A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. A SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. SEWER/LATERAL WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. WITH LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. LESS THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. THAN FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. FOUR-FEET (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT. (4') OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  OF COVER WILL REQUIRE CONCRETE ENCASEMENT. OF COVER WILL REQUIRE CONCRETE ENCASEMENT.  COVER WILL REQUIRE CONCRETE ENCASEMENT. COVER WILL REQUIRE CONCRETE ENCASEMENT.  WILL REQUIRE CONCRETE ENCASEMENT. WILL REQUIRE CONCRETE ENCASEMENT.  REQUIRE CONCRETE ENCASEMENT. REQUIRE CONCRETE ENCASEMENT.  CONCRETE ENCASEMENT. CONCRETE ENCASEMENT.  ENCASEMENT. ENCASEMENT. SEWERS/LATERALS WITH LESS THAN THREE-FEET (3') OF COVER ARE NOT ALLOWED. 12. THE REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, THE REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, REQUIREMENTS OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, OF THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, THE HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, HIGHWAY/PROPERTY OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, OWNER SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, SHALL BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, BE ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, ADHERED TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, TO FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING, FOR ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  ITEMS ABOVE THE PIPE BEDDING, INCLUDING, ITEMS ABOVE THE PIPE BEDDING, INCLUDING,  ABOVE THE PIPE BEDDING, INCLUDING, ABOVE THE PIPE BEDDING, INCLUDING,  THE PIPE BEDDING, INCLUDING, THE PIPE BEDDING, INCLUDING,  PIPE BEDDING, INCLUDING, PIPE BEDDING, INCLUDING,  BEDDING, INCLUDING, BEDDING, INCLUDING,  INCLUDING, INCLUDING, BUT NOT LIMITED TO, MAINTENANCE AND PROTECTION OF TRAFFIC, BACKFILL MATERIAL AND SURFACE RESTORATION. 13. ALL EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN ALL EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN EXISTING AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN AND/OR PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN PROPOSED EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN EASEMENTS AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN AND/OR RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN RIGHT-OF-WAYS (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN (ROW) ARE TO BE STAKED OUT IN THE FIELD BY AN  ARE TO BE STAKED OUT IN THE FIELD BY AN ARE TO BE STAKED OUT IN THE FIELD BY AN  TO BE STAKED OUT IN THE FIELD BY AN TO BE STAKED OUT IN THE FIELD BY AN  BE STAKED OUT IN THE FIELD BY AN BE STAKED OUT IN THE FIELD BY AN  STAKED OUT IN THE FIELD BY AN STAKED OUT IN THE FIELD BY AN  OUT IN THE FIELD BY AN OUT IN THE FIELD BY AN  IN THE FIELD BY AN IN THE FIELD BY AN  THE FIELD BY AN THE FIELD BY AN  FIELD BY AN FIELD BY AN  BY AN BY AN  AN AN ENGINEER/SURVEYOR PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE PRIOR TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE TO THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE START OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE OF ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE ANY SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE SITE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE CONSTRUCTION/EXCAVATION AND MAINTAINED DURING COURSE OF THE  AND MAINTAINED DURING COURSE OF THE AND MAINTAINED DURING COURSE OF THE  MAINTAINED DURING COURSE OF THE MAINTAINED DURING COURSE OF THE  DURING COURSE OF THE DURING COURSE OF THE  COURSE OF THE COURSE OF THE  OF THE OF THE  THE THE PROJECT TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO TO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO ENSURE THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO THE PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO PURE WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO WATERS LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO LOT LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO LINE CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO CLEAN OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO OUTS ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO ON THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO THE BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO BUILDING LATERALS ARE PROPERLY PLACED AND THAT NO  LATERALS ARE PROPERLY PLACED AND THAT NO LATERALS ARE PROPERLY PLACED AND THAT NO  ARE PROPERLY PLACED AND THAT NO ARE PROPERLY PLACED AND THAT NO  PROPERLY PLACED AND THAT NO PROPERLY PLACED AND THAT NO  PLACED AND THAT NO PLACED AND THAT NO  AND THAT NO AND THAT NO  THAT NO THAT NO  NO NO PERMANENT AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR AND/OR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR NONPERMANENT STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR STRUCTURES ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR ARE INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR INSTALLED WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR WITHIN EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR EASEMENTS AND/OR ROW.  IT IS THE OWNER'S OR THEIR  AND/OR ROW.  IT IS THE OWNER'S OR THEIR AND/OR ROW.  IT IS THE OWNER'S OR THEIR  ROW.  IT IS THE OWNER'S OR THEIR ROW.  IT IS THE OWNER'S OR THEIR   IT IS THE OWNER'S OR THEIR  IT IS THE OWNER'S OR THEIR IT IS THE OWNER'S OR THEIR  IS THE OWNER'S OR THEIR IS THE OWNER'S OR THEIR  THE OWNER'S OR THEIR THE OWNER'S OR THEIR  OWNER'S OR THEIR OWNER'S OR THEIR  OR THEIR OR THEIR  THEIR THEIR AGENT'S RESPONSIBILITY TO STAKE OUT ALL EASEMENTS.  THIS WILL NOT BE THE RESPONSIBILITY OF THE RPWD. NOT BE THE RESPONSIBILITY OF THE RPWD.  BE THE RESPONSIBILITY OF THE RPWD. .
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RWB WATER MAIN AND SERVICE NOTES 1. WATER MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF WATER MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF MAINS AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF AND APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF APPURTENANCES TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF TO BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF  WITH THE REGULATIONS AND SPECIFICATIONS OF WITH THE REGULATIONS AND SPECIFICATIONS OF  THE REGULATIONS AND SPECIFICATIONS OF THE REGULATIONS AND SPECIFICATIONS OF  REGULATIONS AND SPECIFICATIONS OF REGULATIONS AND SPECIFICATIONS OF  AND SPECIFICATIONS OF AND SPECIFICATIONS OF  SPECIFICATIONS OF SPECIFICATIONS OF  OF OF THE ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST ROCHESTER WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST WATER BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST BUREAU. ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST ALL PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST PIPE PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST PRODUCTS, FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST FITTINGS AND ACCESSORIES SHALL CONFORM TO THE LATEST  AND ACCESSORIES SHALL CONFORM TO THE LATEST AND ACCESSORIES SHALL CONFORM TO THE LATEST  ACCESSORIES SHALL CONFORM TO THE LATEST ACCESSORIES SHALL CONFORM TO THE LATEST  SHALL CONFORM TO THE LATEST SHALL CONFORM TO THE LATEST  CONFORM TO THE LATEST CONFORM TO THE LATEST  TO THE LATEST TO THE LATEST  THE LATEST THE LATEST  LATEST LATEST ROCHESTER WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: WATER BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: BUREAU (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: (RWB) APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: APPROVED PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: PRODUCTS LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  LIST WHICH CAN BE FOUND ON THE CITY WEB SITE: LIST WHICH CAN BE FOUND ON THE CITY WEB SITE:  WHICH CAN BE FOUND ON THE CITY WEB SITE: WHICH CAN BE FOUND ON THE CITY WEB SITE:  CAN BE FOUND ON THE CITY WEB SITE: CAN BE FOUND ON THE CITY WEB SITE:  BE FOUND ON THE CITY WEB SITE: BE FOUND ON THE CITY WEB SITE:  FOUND ON THE CITY WEB SITE: FOUND ON THE CITY WEB SITE:  ON THE CITY WEB SITE: ON THE CITY WEB SITE:  THE CITY WEB SITE: THE CITY WEB SITE:  CITY WEB SITE: CITY WEB SITE:  WEB SITE: WEB SITE:  SITE: SITE: HTTP://WWW.CITYOFROCHESTER.GOV/WATERDOCUMENTS/. 2. ALL NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED ALL NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED NEW WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED WATER MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED MAINS AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED AND SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED SERVICES SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED SHALL BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED BE INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED INSTALLED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED WITH A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  A MINIMUM COVER DEPTH FROM PROPOSED FINISHED A MINIMUM COVER DEPTH FROM PROPOSED FINISHED  MINIMUM COVER DEPTH FROM PROPOSED FINISHED MINIMUM COVER DEPTH FROM PROPOSED FINISHED  COVER DEPTH FROM PROPOSED FINISHED COVER DEPTH FROM PROPOSED FINISHED  DEPTH FROM PROPOSED FINISHED DEPTH FROM PROPOSED FINISHED  FROM PROPOSED FINISHED FROM PROPOSED FINISHED  PROPOSED FINISHED PROPOSED FINISHED  FINISHED FINISHED GRADE OF 4.5 FEET FOR DOMESTIC MAINS AND 5.0 FEET FOR HOLLY MAINS. 3. THE ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO THE ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO ROCHESTER WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO WATER BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO BUREAU REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO REQUIRES THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO THAT A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO A HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO HYDRANT USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO USE PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO PERMIT BE OBTAINED BY THE CONTRACTOR PRIOR TO  BE OBTAINED BY THE CONTRACTOR PRIOR TO BE OBTAINED BY THE CONTRACTOR PRIOR TO  OBTAINED BY THE CONTRACTOR PRIOR TO OBTAINED BY THE CONTRACTOR PRIOR TO  BY THE CONTRACTOR PRIOR TO BY THE CONTRACTOR PRIOR TO  THE CONTRACTOR PRIOR TO THE CONTRACTOR PRIOR TO  CONTRACTOR PRIOR TO CONTRACTOR PRIOR TO  PRIOR TO PRIOR TO  TO TO USING ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A ANY HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A HYDRANT AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A AS A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A SOURCE OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A OF WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A WATER SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A SUPPLY. THE PERMIT REQUIRES THE USE OF A WATER METER AND A  THE PERMIT REQUIRES THE USE OF A WATER METER AND A THE PERMIT REQUIRES THE USE OF A WATER METER AND A  PERMIT REQUIRES THE USE OF A WATER METER AND A PERMIT REQUIRES THE USE OF A WATER METER AND A  REQUIRES THE USE OF A WATER METER AND A REQUIRES THE USE OF A WATER METER AND A  THE USE OF A WATER METER AND A THE USE OF A WATER METER AND A  USE OF A WATER METER AND A USE OF A WATER METER AND A  OF A WATER METER AND A OF A WATER METER AND A  A WATER METER AND A A WATER METER AND A  WATER METER AND A WATER METER AND A  METER AND A METER AND A  AND A AND A  A A BACKFLOW PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. PREVENTER. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. THE WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. WATER BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. BUREAU WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. WILL SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. SUPPLY A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. A WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT. WATER METER AND BACKFLOW PREVENTER WITH THE PERMIT.  METER AND BACKFLOW PREVENTER WITH THE PERMIT. METER AND BACKFLOW PREVENTER WITH THE PERMIT.  AND BACKFLOW PREVENTER WITH THE PERMIT. AND BACKFLOW PREVENTER WITH THE PERMIT.  BACKFLOW PREVENTER WITH THE PERMIT. BACKFLOW PREVENTER WITH THE PERMIT.  PREVENTER WITH THE PERMIT. PREVENTER WITH THE PERMIT.  WITH THE PERMIT. WITH THE PERMIT.  THE PERMIT. THE PERMIT.  PERMIT. PERMIT. THE PERMIT FEE INCLUDES A REFUNDABLE DEPOSIT FOR THE USE OF THE WATER METER AND BACKFLOW PREVENTER. 4. FOR EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE FOR EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE EXISTING VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE VALVES AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE AND CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE CURB STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE STOPS THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE THAT ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE ARE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE LOCATED ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE ON WATER MAIN AND WATER SERVICES WHICH ARE TO BE  WATER MAIN AND WATER SERVICES WHICH ARE TO BE WATER MAIN AND WATER SERVICES WHICH ARE TO BE  MAIN AND WATER SERVICES WHICH ARE TO BE MAIN AND WATER SERVICES WHICH ARE TO BE  AND WATER SERVICES WHICH ARE TO BE AND WATER SERVICES WHICH ARE TO BE  WATER SERVICES WHICH ARE TO BE WATER SERVICES WHICH ARE TO BE  SERVICES WHICH ARE TO BE SERVICES WHICH ARE TO BE  WHICH ARE TO BE WHICH ARE TO BE  ARE TO BE ARE TO BE  TO BE TO BE  BE BE RETAINED, THE EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  THE EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS THE EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS EXISTING VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS VALVE AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS AND CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS CURB BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS BOXES SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS SHALL BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS BE ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS ADJUSTED TO GRADE OR REPLACED AS SHOWN ON THE PLANS  TO GRADE OR REPLACED AS SHOWN ON THE PLANS TO GRADE OR REPLACED AS SHOWN ON THE PLANS  GRADE OR REPLACED AS SHOWN ON THE PLANS GRADE OR REPLACED AS SHOWN ON THE PLANS  OR REPLACED AS SHOWN ON THE PLANS OR REPLACED AS SHOWN ON THE PLANS  REPLACED AS SHOWN ON THE PLANS REPLACED AS SHOWN ON THE PLANS  AS SHOWN ON THE PLANS AS SHOWN ON THE PLANS  SHOWN ON THE PLANS SHOWN ON THE PLANS  ON THE PLANS ON THE PLANS  THE PLANS THE PLANS  PLANS PLANS OR DIRECTED BY THE PROJECT MANAGER. 5. THE CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO THE CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO SHALL EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO EXERCISE CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO CAUTION WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO WHEN WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO WORKING NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO NEAR WATER MAINS WHICH ARE TO BE RETAINED. NO  WATER MAINS WHICH ARE TO BE RETAINED. NO WATER MAINS WHICH ARE TO BE RETAINED. NO  MAINS WHICH ARE TO BE RETAINED. NO MAINS WHICH ARE TO BE RETAINED. NO  WHICH ARE TO BE RETAINED. NO WHICH ARE TO BE RETAINED. NO  ARE TO BE RETAINED. NO ARE TO BE RETAINED. NO  TO BE RETAINED. NO TO BE RETAINED. NO  BE RETAINED. NO BE RETAINED. NO  RETAINED. NO RETAINED. NO  NO NO VIBRATORY EQUIPMENT IS TO BE USED OVER OR ADJACENT TO EXISTING WATER MAINS. 6. APPROPRIATE MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING APPROPRIATE MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING MEASURES SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING SHALL BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING BE TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING TAKEN TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING TO PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING PREVENT DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING DIRT, DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING DEBRIS, SURFACE AND GROUND WATER FROM CONTAMINATING  SURFACE AND GROUND WATER FROM CONTAMINATING SURFACE AND GROUND WATER FROM CONTAMINATING  AND GROUND WATER FROM CONTAMINATING AND GROUND WATER FROM CONTAMINATING  GROUND WATER FROM CONTAMINATING GROUND WATER FROM CONTAMINATING  WATER FROM CONTAMINATING WATER FROM CONTAMINATING  FROM CONTAMINATING FROM CONTAMINATING  CONTAMINATING CONTAMINATING THE WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS WATER MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS MAIN AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS AND WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS WATER SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS SERVICE. THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS THE WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS WATER LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS LEVEL IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS IN THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS THE EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS EXCAVATION AT OPEN PIPE ENDS SHALL NEVER BE LESS  AT OPEN PIPE ENDS SHALL NEVER BE LESS AT OPEN PIPE ENDS SHALL NEVER BE LESS  OPEN PIPE ENDS SHALL NEVER BE LESS OPEN PIPE ENDS SHALL NEVER BE LESS  PIPE ENDS SHALL NEVER BE LESS PIPE ENDS SHALL NEVER BE LESS  ENDS SHALL NEVER BE LESS ENDS SHALL NEVER BE LESS  SHALL NEVER BE LESS SHALL NEVER BE LESS  NEVER BE LESS NEVER BE LESS  BE LESS BE LESS  LESS LESS THAN 12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL 12 INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL INCHES BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL BELOW THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL THE INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL INVERT OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL OF THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL THE WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL WATER MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL MAIN. WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL WHENEVER AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL AN OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  OPEN PIPE END IS LEFT UNATTENDED, IT SHALL OPEN PIPE END IS LEFT UNATTENDED, IT SHALL  PIPE END IS LEFT UNATTENDED, IT SHALL PIPE END IS LEFT UNATTENDED, IT SHALL  END IS LEFT UNATTENDED, IT SHALL END IS LEFT UNATTENDED, IT SHALL  IS LEFT UNATTENDED, IT SHALL IS LEFT UNATTENDED, IT SHALL  LEFT UNATTENDED, IT SHALL LEFT UNATTENDED, IT SHALL  UNATTENDED, IT SHALL UNATTENDED, IT SHALL  IT SHALL IT SHALL  SHALL SHALL BE COVERED IN A WATER TIGHT MANNER. 7. STAINLESS STEEL INSERTS ARE REQUIRED ON ALL POLYETHYLENE (PE) SERVICE FITTINGS. STAINLESS STEEL INSERTS ARE REQUIRED ON ALL POLYETHYLENE (PE) SERVICE FITTINGS. 8. TRACER WIRE IS REQUIRED ON ALL BURIED NON-METALLIC WATER MAINS AND WATER SERVICES. TRACER WIRE IS REQUIRED ON ALL BURIED NON-METALLIC WATER MAINS AND WATER SERVICES. 9. A PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT A PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT PRECONSTRUCTION MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT MEETING IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT IS REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT REQUIRED WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT WITH THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT THE ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT ROCHESTER WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT WATER BUREAU AFTER THE ISSUING OF A PERMIT, BUT  BUREAU AFTER THE ISSUING OF A PERMIT, BUT BUREAU AFTER THE ISSUING OF A PERMIT, BUT  AFTER THE ISSUING OF A PERMIT, BUT AFTER THE ISSUING OF A PERMIT, BUT  THE ISSUING OF A PERMIT, BUT THE ISSUING OF A PERMIT, BUT  ISSUING OF A PERMIT, BUT ISSUING OF A PERMIT, BUT  OF A PERMIT, BUT OF A PERMIT, BUT  A PERMIT, BUT A PERMIT, BUT  PERMIT, BUT PERMIT, BUT  BUT BUT BEFORE CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) CONSTRUCTION OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) OF THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) THE WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) WATER MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) MAIN OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) OR SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) SERVICE BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585) BEGIN. CONTACT THE ROCHESTER WATER BUREAU AT (585)  CONTACT THE ROCHESTER WATER BUREAU AT (585) CONTACT THE ROCHESTER WATER BUREAU AT (585)  THE ROCHESTER WATER BUREAU AT (585) THE ROCHESTER WATER BUREAU AT (585)  ROCHESTER WATER BUREAU AT (585) ROCHESTER WATER BUREAU AT (585)  WATER BUREAU AT (585) WATER BUREAU AT (585)  BUREAU AT (585) BUREAU AT (585)  AT (585) AT (585)  (585) (585) 428-7500 AND REQUEST TO SPEAK TO WATER ENGINEERING TO SCHEDULE THE MEETING.

AutoCAD SHX Text
UTILITY NOTES: 1. BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS  REPRESENTATIONS ONLY. NO RESTRICTION IS REPRESENTATIONS ONLY. NO RESTRICTION IS  ONLY. NO RESTRICTION IS ONLY. NO RESTRICTION IS  NO RESTRICTION IS NO RESTRICTION IS  RESTRICTION IS RESTRICTION IS  IS IS INTENDED AS TO SIZE OR LOCATION OTHER THAN APPLICABLE ZONING REQUIREMENTS.  2. ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND  ACCORDANCE WITH THE MOST RECENT STANDARDS AND ACCORDANCE WITH THE MOST RECENT STANDARDS AND  WITH THE MOST RECENT STANDARDS AND WITH THE MOST RECENT STANDARDS AND  THE MOST RECENT STANDARDS AND THE MOST RECENT STANDARDS AND  MOST RECENT STANDARDS AND MOST RECENT STANDARDS AND  RECENT STANDARDS AND RECENT STANDARDS AND  STANDARDS AND STANDARDS AND  AND AND SPECIFICATIONS OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  APPROPRIATE AGENCIES (IE, ROCHESTER PURE APPROPRIATE AGENCIES (IE, ROCHESTER PURE  AGENCIES (IE, ROCHESTER PURE AGENCIES (IE, ROCHESTER PURE  (IE, ROCHESTER PURE (IE, ROCHESTER PURE  ROCHESTER PURE ROCHESTER PURE  PURE PURE WATERS DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH  WATER BUREAU, AND THE MONROE COUNTY HEALTH WATER BUREAU, AND THE MONROE COUNTY HEALTH  BUREAU, AND THE MONROE COUNTY HEALTH BUREAU, AND THE MONROE COUNTY HEALTH  AND THE MONROE COUNTY HEALTH AND THE MONROE COUNTY HEALTH  THE MONROE COUNTY HEALTH THE MONROE COUNTY HEALTH  MONROE COUNTY HEALTH MONROE COUNTY HEALTH  COUNTY HEALTH COUNTY HEALTH  HEALTH HEALTH DEPARTMENT) UNLESS OTHERWISE NOTED. 3. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL  AND PRESERVE ALL SURVEY CONTROL AND PRESERVE ALL SURVEY CONTROL  PRESERVE ALL SURVEY CONTROL PRESERVE ALL SURVEY CONTROL  ALL SURVEY CONTROL ALL SURVEY CONTROL  SURVEY CONTROL SURVEY CONTROL  CONTROL CONTROL MONUMENTS AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE  OF CONSTRUCTION.  FOR DESCRIPTIVE OF CONSTRUCTION.  FOR DESCRIPTIVE  CONSTRUCTION.  FOR DESCRIPTIVE CONSTRUCTION.  FOR DESCRIPTIVE   FOR DESCRIPTIVE  FOR DESCRIPTIVE FOR DESCRIPTIVE  DESCRIPTIVE DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY  CALL THE MONROE COUNTY GEODETIC SURVEY CALL THE MONROE COUNTY GEODETIC SURVEY  THE MONROE COUNTY GEODETIC SURVEY THE MONROE COUNTY GEODETIC SURVEY  MONROE COUNTY GEODETIC SURVEY MONROE COUNTY GEODETIC SURVEY  COUNTY GEODETIC SURVEY COUNTY GEODETIC SURVEY  GEODETIC SURVEY GEODETIC SURVEY  SURVEY SURVEY OFFICE. 4. THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 IS DIRECTED TO LOCAL LAW NO. 6 OF 1971  DIRECTED TO LOCAL LAW NO. 6 OF 1971 DIRECTED TO LOCAL LAW NO. 6 OF 1971  TO LOCAL LAW NO. 6 OF 1971 TO LOCAL LAW NO. 6 OF 1971  LOCAL LAW NO. 6 OF 1971 LOCAL LAW NO. 6 OF 1971  LAW NO. 6 OF 1971 LAW NO. 6 OF 1971  NO. 6 OF 1971 NO. 6 OF 1971  6 OF 1971 6 OF 1971  OF 1971 OF 1971  1971 1971 REGARDING LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY  OR DESTRUCTION OF GEODETIC SURVEY OR DESTRUCTION OF GEODETIC SURVEY  DESTRUCTION OF GEODETIC SURVEY DESTRUCTION OF GEODETIC SURVEY  OF GEODETIC SURVEY OF GEODETIC SURVEY  GEODETIC SURVEY GEODETIC SURVEY  SURVEY SURVEY MONUMENTS. 5. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR  WERE PLOTTED FROM FIELD LOCATIONS AND/OR WERE PLOTTED FROM FIELD LOCATIONS AND/OR  PLOTTED FROM FIELD LOCATIONS AND/OR PLOTTED FROM FIELD LOCATIONS AND/OR  FROM FIELD LOCATIONS AND/OR FROM FIELD LOCATIONS AND/OR  FIELD LOCATIONS AND/OR FIELD LOCATIONS AND/OR  LOCATIONS AND/OR LOCATIONS AND/OR  AND/OR AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED  UTILITIES WHETHER FUNCTIONAL OR ABANDONED UTILITIES WHETHER FUNCTIONAL OR ABANDONED  WHETHER FUNCTIONAL OR ABANDONED WHETHER FUNCTIONAL OR ABANDONED  FUNCTIONAL OR ABANDONED FUNCTIONAL OR ABANDONED  OR ABANDONED OR ABANDONED  ABANDONED ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE DRAWINGS. THE CONTRACTOR SHALL CALL THE THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  DRAWINGS. THE CONTRACTOR SHALL CALL THE DRAWINGS. THE CONTRACTOR SHALL CALL THE  THE CONTRACTOR SHALL CALL THE THE CONTRACTOR SHALL CALL THE  CONTRACTOR SHALL CALL THE CONTRACTOR SHALL CALL THE  SHALL CALL THE SHALL CALL THE  CALL THE CALL THE  THE THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. 6. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  LOCATION AND ELEVATION OF UNDERGROUND UTILITIES LOCATION AND ELEVATION OF UNDERGROUND UTILITIES  AND ELEVATION OF UNDERGROUND UTILITIES AND ELEVATION OF UNDERGROUND UTILITIES  ELEVATION OF UNDERGROUND UTILITIES ELEVATION OF UNDERGROUND UTILITIES  OF UNDERGROUND UTILITIES OF UNDERGROUND UTILITIES  UNDERGROUND UTILITIES UNDERGROUND UTILITIES  UTILITIES UTILITIES BEFORE COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE  MAKE EXPLORATION EXCAVATIONS TO LOCATE MAKE EXPLORATION EXCAVATIONS TO LOCATE  EXPLORATION EXCAVATIONS TO LOCATE EXPLORATION EXCAVATIONS TO LOCATE  EXCAVATIONS TO LOCATE EXCAVATIONS TO LOCATE  TO LOCATE TO LOCATE  LOCATE LOCATE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS  OF CONSTRUCTION TO PERMIT REVISIONS AS OF CONSTRUCTION TO PERMIT REVISIONS AS  CONSTRUCTION TO PERMIT REVISIONS AS CONSTRUCTION TO PERMIT REVISIONS AS  TO PERMIT REVISIONS AS TO PERMIT REVISIONS AS  PERMIT REVISIONS AS PERMIT REVISIONS AS  REVISIONS AS REVISIONS AS  AS AS REQUIRED TO MEET EXISTING CONDITIONS. 7. ALL LATERALS OR SERVICES SHALL BE AS NOTED BELOW UNLESS OTHERWISE NOTED ON THE PLANS. ALL LATERALS OR SERVICES SHALL BE AS NOTED BELOW UNLESS OTHERWISE NOTED ON THE PLANS. WATER: 6" PVCO PC-235 FROM THE PUBLIC WATERMAIN TO THE BUILDING (DOMESTIC & FIRE). SEWER: 8" PVC SDR-21 SANITARY AND STORM SEWER LATERALS 8. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  COMPLETE KNOWLEDGE OF THE CURRENT BLASTING COMPLETE KNOWLEDGE OF THE CURRENT BLASTING  KNOWLEDGE OF THE CURRENT BLASTING KNOWLEDGE OF THE CURRENT BLASTING  OF THE CURRENT BLASTING OF THE CURRENT BLASTING  THE CURRENT BLASTING THE CURRENT BLASTING  CURRENT BLASTING CURRENT BLASTING  BLASTING BLASTING POLICY FOR THE CITY OF ROCHESTER, AND THEY WILL CONFORM TO THIS POLICY AT ALL TIMES. 9. THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL  FOR IMPLEMENTING EROSION CONTROL FOR IMPLEMENTING EROSION CONTROL  IMPLEMENTING EROSION CONTROL IMPLEMENTING EROSION CONTROL  EROSION CONTROL EROSION CONTROL  CONTROL CONTROL MEASURES FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  MEASURES ARE TO REMAIN IN PLACE UNTIL SITE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE  ARE TO REMAIN IN PLACE UNTIL SITE ARE TO REMAIN IN PLACE UNTIL SITE  TO REMAIN IN PLACE UNTIL SITE TO REMAIN IN PLACE UNTIL SITE  REMAIN IN PLACE UNTIL SITE REMAIN IN PLACE UNTIL SITE  IN PLACE UNTIL SITE IN PLACE UNTIL SITE  PLACE UNTIL SITE PLACE UNTIL SITE  UNTIL SITE UNTIL SITE  SITE SITE CONSTRUCTION IS COMPLETE AND THE LAWN IS ESTABLISHED (SEE #2744-09).  10. ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF  A SEPARATE PERMIT FROM THE DEPARTMENT OF A SEPARATE PERMIT FROM THE DEPARTMENT OF  SEPARATE PERMIT FROM THE DEPARTMENT OF SEPARATE PERMIT FROM THE DEPARTMENT OF  PERMIT FROM THE DEPARTMENT OF PERMIT FROM THE DEPARTMENT OF  FROM THE DEPARTMENT OF FROM THE DEPARTMENT OF  THE DEPARTMENT OF THE DEPARTMENT OF  DEPARTMENT OF DEPARTMENT OF  OF OF ENVIRONMENTAL SERVICES-PERMIT OFFICE, 585-428-6848. 11. A PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY A PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY PERMIT FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY FOR THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY THE WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY WATER SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY SERVICE INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY INSTALLATION IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  IS TO BE OBTAINED BY A PLUMBER, LICENSED BY IS TO BE OBTAINED BY A PLUMBER, LICENSED BY  TO BE OBTAINED BY A PLUMBER, LICENSED BY TO BE OBTAINED BY A PLUMBER, LICENSED BY  BE OBTAINED BY A PLUMBER, LICENSED BY BE OBTAINED BY A PLUMBER, LICENSED BY  OBTAINED BY A PLUMBER, LICENSED BY OBTAINED BY A PLUMBER, LICENSED BY  BY A PLUMBER, LICENSED BY BY A PLUMBER, LICENSED BY  A PLUMBER, LICENSED BY A PLUMBER, LICENSED BY  PLUMBER, LICENSED BY PLUMBER, LICENSED BY  LICENSED BY LICENSED BY  BY BY THE CITY OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  CITY OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF CITY OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF ROCHESTER.  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF A PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF PERMIT MAY BE OBTAINED THROUGH THE DEPARTMENT OF  MAY BE OBTAINED THROUGH THE DEPARTMENT OF MAY BE OBTAINED THROUGH THE DEPARTMENT OF  BE OBTAINED THROUGH THE DEPARTMENT OF BE OBTAINED THROUGH THE DEPARTMENT OF  OBTAINED THROUGH THE DEPARTMENT OF OBTAINED THROUGH THE DEPARTMENT OF  THROUGH THE DEPARTMENT OF THROUGH THE DEPARTMENT OF  THE DEPARTMENT OF THE DEPARTMENT OF  DEPARTMENT OF DEPARTMENT OF  OF OF ENVIRONMENTAL SERVICES-PERMIT OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B,  SERVICES-PERMIT OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B, SERVICES-PERMIT OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B,  OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B, OFFICE, CITY HALL, 30 CHURCH STREET, ROOM 121B,  CITY HALL, 30 CHURCH STREET, ROOM 121B, CITY HALL, 30 CHURCH STREET, ROOM 121B,  HALL, 30 CHURCH STREET, ROOM 121B, HALL, 30 CHURCH STREET, ROOM 121B,  30 CHURCH STREET, ROOM 121B, 30 CHURCH STREET, ROOM 121B,  CHURCH STREET, ROOM 121B, CHURCH STREET, ROOM 121B,  STREET, ROOM 121B, STREET, ROOM 121B,  ROOM 121B, ROOM 121B,  121B, 121B, 585-428-6848. 12. HYDRANT FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND HYDRANT FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND FLOW TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND TEST PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND PERFORMED BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND BY CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND CITY OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND OF ROCHESTER WATER BUREAU ON PLEASANT STREET AND  ROCHESTER WATER BUREAU ON PLEASANT STREET AND ROCHESTER WATER BUREAU ON PLEASANT STREET AND  WATER BUREAU ON PLEASANT STREET AND WATER BUREAU ON PLEASANT STREET AND  BUREAU ON PLEASANT STREET AND BUREAU ON PLEASANT STREET AND  ON PLEASANT STREET AND ON PLEASANT STREET AND  PLEASANT STREET AND PLEASANT STREET AND  STREET AND STREET AND  AND AND LIBERTY POLE WAY 12" HOLLY MAIN  STATIC PRESSURE:   94 PSI 94 PSI RESIDUAL PRESSURE:  84 PSI 84 PSI FLOW AT 20 PSI:   6,405 GPM 6,405 GPM OBSERVED FLOW:   2,173 GPM 2,173 GPM DATE:     10/25/2013; PROVIDED 10/20/2021 10/25/2013; PROVIDED 10/20/2021 12" DOMESTIC MAIN STATIC PRESSURE:   41.5 PSI 41.5 PSI RESIDUAL PRESSURE:  38.5 PSI 38.5 PSI FLOW AT 20 PSI:   2,353 GPM 2,353 GPM OBSERVED FLOW:   6,817 GPM 6,817 GPM DATE:     10/25/2013; PROVIDED 10/20/2021   10/25/2013; PROVIDED 10/20/2021   13. CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE CONTRACTOR TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE TO FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE FULL DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE DEPTH SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE SAWCUT EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE EXISTING PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE PAVEMENT, EXTENDING THRU PAVEMENT BASE COURSE  EXTENDING THRU PAVEMENT BASE COURSE EXTENDING THRU PAVEMENT BASE COURSE  THRU PAVEMENT BASE COURSE THRU PAVEMENT BASE COURSE  PAVEMENT BASE COURSE PAVEMENT BASE COURSE  BASE COURSE BASE COURSE  COURSE COURSE AND RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED RE-CONSTRUCT PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED PAVEMENT TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED TO CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED CITY OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED OF ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED ROCHESTER STANDARDS (SEE CITY DETAILS, MODIFIED  STANDARDS (SEE CITY DETAILS, MODIFIED STANDARDS (SEE CITY DETAILS, MODIFIED  (SEE CITY DETAILS, MODIFIED (SEE CITY DETAILS, MODIFIED  CITY DETAILS, MODIFIED CITY DETAILS, MODIFIED  DETAILS, MODIFIED DETAILS, MODIFIED  MODIFIED MODIFIED ASPHALT PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED PAVEMENT SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED SECTION WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED WITH 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED 6" ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED ASPHALT BASE).  EXISTING GRANITE CURBING TO BE REPLACED  BASE).  EXISTING GRANITE CURBING TO BE REPLACED BASE).  EXISTING GRANITE CURBING TO BE REPLACED   EXISTING GRANITE CURBING TO BE REPLACED  EXISTING GRANITE CURBING TO BE REPLACED EXISTING GRANITE CURBING TO BE REPLACED  GRANITE CURBING TO BE REPLACED GRANITE CURBING TO BE REPLACED  CURBING TO BE REPLACED CURBING TO BE REPLACED  TO BE REPLACED TO BE REPLACED  BE REPLACED BE REPLACED  REPLACED REPLACED IN-KIND OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OR AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE AS NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE NOTED ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ON THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE THE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PLANS PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE PER CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE CITY OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE OF ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  ROCHESTER STANDARDS. CONTRACTOR TO REMOVE ROCHESTER STANDARDS. CONTRACTOR TO REMOVE  STANDARDS. CONTRACTOR TO REMOVE STANDARDS. CONTRACTOR TO REMOVE  CONTRACTOR TO REMOVE CONTRACTOR TO REMOVE  TO REMOVE TO REMOVE  REMOVE REMOVE AND REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS REPLACE EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS EXISTING SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS SIDEWALK AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS AREA TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS TO NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS NEAREST CONTROL JOINT AND IN FULL FLAG SEGMENTS  CONTROL JOINT AND IN FULL FLAG SEGMENTS CONTROL JOINT AND IN FULL FLAG SEGMENTS  JOINT AND IN FULL FLAG SEGMENTS JOINT AND IN FULL FLAG SEGMENTS  AND IN FULL FLAG SEGMENTS AND IN FULL FLAG SEGMENTS  IN FULL FLAG SEGMENTS IN FULL FLAG SEGMENTS  FULL FLAG SEGMENTS FULL FLAG SEGMENTS  FLAG SEGMENTS FLAG SEGMENTS  SEGMENTS SEGMENTS ONLY FOR UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  FOR UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS FOR UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS UTILITY INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS INSTALLATIONS.  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS   SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS SIDEWALK TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  TO BE REPLACED PER CITY OF ROCHESTER STANDARDS TO BE REPLACED PER CITY OF ROCHESTER STANDARDS  BE REPLACED PER CITY OF ROCHESTER STANDARDS BE REPLACED PER CITY OF ROCHESTER STANDARDS  REPLACED PER CITY OF ROCHESTER STANDARDS REPLACED PER CITY OF ROCHESTER STANDARDS  PER CITY OF ROCHESTER STANDARDS PER CITY OF ROCHESTER STANDARDS  CITY OF ROCHESTER STANDARDS CITY OF ROCHESTER STANDARDS  OF ROCHESTER STANDARDS OF ROCHESTER STANDARDS  ROCHESTER STANDARDS ROCHESTER STANDARDS  STANDARDS STANDARDS (TYP).   14. CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES CONTRACTOR TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES TO COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES COORDINATE CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES CONNECTION OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES OF PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES PROPOSED ELECTRIC, GAS AND COMMUNICATION SERVICES  ELECTRIC, GAS AND COMMUNICATION SERVICES ELECTRIC, GAS AND COMMUNICATION SERVICES  GAS AND COMMUNICATION SERVICES GAS AND COMMUNICATION SERVICES  AND COMMUNICATION SERVICES AND COMMUNICATION SERVICES  COMMUNICATION SERVICES COMMUNICATION SERVICES  SERVICES SERVICES WITH APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO APPROPRIATE UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO UTILITY COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO COMPANIES AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO AND COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO COORDINATE EXISTING SERVICES TO THE SITE THAT ARE TO  EXISTING SERVICES TO THE SITE THAT ARE TO EXISTING SERVICES TO THE SITE THAT ARE TO  SERVICES TO THE SITE THAT ARE TO SERVICES TO THE SITE THAT ARE TO  TO THE SITE THAT ARE TO TO THE SITE THAT ARE TO  THE SITE THAT ARE TO THE SITE THAT ARE TO  SITE THAT ARE TO SITE THAT ARE TO  THAT ARE TO THAT ARE TO  ARE TO ARE TO  TO TO BE ABANDONED. 

AutoCAD SHX Text
1 inch =   ft.

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
30

AutoCAD SHX Text
15

AutoCAD SHX Text
30

AutoCAD SHX Text
60

AutoCAD SHX Text
30

AutoCAD SHX Text
BY

AutoCAD SHX Text
MONROE COUNTY DEPARTMENT OF PUBLIC HEALTH

AutoCAD SHX Text
DIRECTOR OF PUBLIC HEALTH

AutoCAD SHX Text
%%UWATERMAIN APPROVAL

AutoCAD SHX Text
THESE PLANS FOR PUBLIC WATER SYSTEM EXTENSION / IMPROVEMENT ARE HEREBY APPROVED PURSUANT TO 10NYCRR5 OF THE STATE SANITARY CODE SUBJECT TO CONDITIONS OF APPROVAL.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
PUBLIC HEALTH ENGINEER

AutoCAD SHX Text
EXISTING SANITARY SEWER AND MANHOLE

AutoCAD SHX Text
PROPOSED STORM SEWER, MANHOLE AND INLET 

AutoCAD SHX Text
EX. WATERMAIN, HYDRANT AND VALVE

AutoCAD SHX Text
PROP. WATERMAIN, HYDRANT AND VALVE

AutoCAD SHX Text
EXISTING STORM SEWER

AutoCAD SHX Text
BOUNDARY LINE

AutoCAD SHX Text
CENTERLINE

AutoCAD SHX Text
PROPOSED LOT LINE

AutoCAD SHX Text
SETBACK LINE

AutoCAD SHX Text
%%ULEGEND

AutoCAD SHX Text
1" = 30'

AutoCAD SHX Text
VJ. SCHLAGETER

AutoCAD SHX Text
ALTA VISTA AT ST. JOSEPH'S PARK

AutoCAD SHX Text
DECEMBER 07, 2021

AutoCAD SHX Text
PROPOSED EASEMENT LINE

AutoCAD SHX Text
PROPOSED STORM LATERAL

AutoCAD SHX Text
PROPOSED SANITARY LATERAL

AutoCAD SHX Text
D

AutoCAD SHX Text
S

AutoCAD SHX Text
PROPOSED WATER LATERAL

AutoCAD SHX Text
W

AutoCAD SHX Text
EXISTING LIGHT POLE

AutoCAD SHX Text
EXISTING SIGN

AutoCAD SHX Text
EXISTING UTILITY POLE

AutoCAD SHX Text
E

AutoCAD SHX Text
X

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
L


- . \ .
= Drawing Alteration
E o \ T s B
> INNER LOOP <& V%/W 145 Section 7200 and 'ZSpné’!' to this
c ©> drawing:
2 \\g?&’ "It is a violation of this law for any
2 b person, unless he is acting under the
CB direction of a licensed professional
i 16=527.75 engineer or land surveyor to alter any
l& J item in any way. If an item bearing the
= seal of an engineer or land surveyor is
S altered, the altering engineer or land
ic surveyor shall affix to the item his seal
o and the notation "altered by" followed
=4 by his signature and the date of such
= alteration, and a specific description
o of the alteration.”
=4 3
: E 4 )
v 5
Z
(2}
24 B
e B 5
G A
gl
5 NN l
& ' R=528.67 A %51
'~ \\ GITY OF ROCHESTER |
H
Ll
rr g LOCATION MAP "
)—
= 95 s _ NOT TO SCALE 5
= IR wn > GRADING NOTES: 2
b= 57:] ) X528.8| " C|> o
13 0 \ =2 1. BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS INTENDED AS TO SIZE
\_~ oLl ) 0 a —_— 5 OR LOCATION OTHER THAN APPLICABLE ZONING REQUIREMENTS.
"/ B0 KO85 o 29 / 4 b -
/‘ =2 - N é k3 2. ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SPECIFICATIONS OF THE
_— " X AREA W/ /// ‘p‘ / 2 < : . CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE WATERS DISTRICT, CITY OF ROCHESTER
N SHRUBBER == ‘4‘ 5 WATER BUREAU, AND THE MONROE COUNTY HEALTH DEPARTMENT) UNLESS OTHERWISE NOTED.
| ™ S PROPOSED S A % % e
UNDERGROUND S t’/’//////’/////, /4 /ZBBSAZQM% A c L = 3. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MONUMENTS AND
STORMWATER ),I// 4 “‘ OUTLET STRUCTURE o s RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION. FOR DESCRIPTIVE AND SURVEY DATA ON THE
CHAMBER SYSTEM ol // ‘ 2 ‘ 2 =] CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY OFFICE.
/ (PRIVATE) .z a /> (PRIVATE) : =
D-1 X530_7 \ b = 3 4, THE DEVELOPER'S AND CONTRACTOR’S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 REGARDING LIABILITY ~Nlo|lw|ls+|[m| «f -
TG=528.8 " e _8 INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY MONUMENTS. \_ J
5 DIA INLET STM MH \ 2 = ~ ®
. \,537‘3 .1\@1, b Z 5. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR AVAILABLE UTILITY f - w
) ‘1, & - COMPANY RECORD PLANS. EXISTING UTILITES WHETHER FUNCTIONAL OR ABANDONED WITHIN THE PROJECT AREA MAY W =
= NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 ] 8
= w FOR STAKE-OUT OF EXISTING UTILITIES. £ g
PROPOSED LIMITS k5317 E 5 g
& OF DISTURBANCE 6. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES BEFORE < éﬁ) -
° +1 ACRE _— % EXISTING COMMENCING CONSTRUCTION. CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE EXISTING < 55
RES » ég%(L UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS REQUIRED TO MEET et - g g
o EXISTING CONDITIONS. ( ’ :? [To IS
& 5 o £93
ROCHESTER PREP \ ] 7. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING POLICY FOR THE O 2 Q %
HIGH SCHOOL ) 533 CITY OF ROCHESTER, AND THEY WILL CONFORM TO THIS POLICY AT ALL TIMES. % aw
EXISTING BUILDING 8. THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES D ::l
o FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE CONSTRUCTION IS COMPLETE AND THE ) ° °
% 5 LAWN IS ESTABLISHED (SEE #2744-09). < 2 B2
> o = 83
X531.5 oY 532 9. ALL REQUIRED IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY ARE TO BE DONE TO THE CITY OF ROCHESTER'S = E g
(ﬁ; STANDARD CONSTRUCTION SPECIFICATIONS AND DETAILS AS APPROVED BY THE CITY ENGINEER. l I l é z Ss
X531.6 =120
10. ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ENVIRONMENTAL 3; o) E 8
X531.8 SERVICES-PERMIT OFFICE, 585-428-6848. 3 ° g f &
) = 0y =
WG DA 7 - 11.  THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE CITY OF ROCHESTER. $ ?_1 e =
oM — TR=530.9 533,5¢%. : =Sk %
x630.7 ks 4 DIA INLET STM MH = 12. FILL MATERIAL PLACED IN THE BUILDING AND PAVEMENT AREAS SHALL BE SELECT MATERIAL AND COMPACTED TO l Z gf
- 95% MAXIMUM DRY DENSITY AS DETERMINED BY THE MODIFIED PROCTOR TEST (ASTM D-1557) OR AS DIRECTED BY A S O
GEOTECH. THE CONTRACTOR SHALL SUPPLY THE ENGINEER AND THE OWNER WITH COMPACTION TEST RESULTS PRIOR < E
) 5] TOP PLACING THE STONE SUBBASE. S I\ J
5 (te] .
,,J 13, CONTRACTOR SHALL INSTALL STONE SUBBASE AND THE ASPHALT CONCRETE BINDER COURSE. PRIOR TO PLACING THE 2 4 j
X531.6 b BINDER COURSE, THE PARKING LOT/DRIVEWAY SHALL BE REVIEWED BY THE ENGINEER AND THE OWNER. <
X530.8 S
PROPOSED LIMITS \ \ 14. RECYCLED MATERIALS OR RECYCLED PORTLAND CEMENT CONCRETE AGGREGATE (RCA) AND BRICK, RECLAIMED '_.
OF DISTURBANCE X 10 & ASPHALT PAVEMENT (RAP), AND CORIAN ARE UNACCEPTABLE FOR USE AS BACKFILL AND SUBBASE COURSE 5
+1 ACRES \\ 532 & MATERIALS WITHIN THE PUBLIC RIGHT-OF-WAY WITHOUT WRITTEN APPROVAL OF THE CITY ENGINEER. <
‘ ¢ 3. 2
\ 22 :
533.0 2w 4 o
\ : B : 31 =]
// 531.5 5334 5 - <
Y, \ '5)\'5 A %) o % 3
/ \ 228 533 2
N / 530.5R\ y \« E _ E \. J
\ @, ‘ 2 X532.2 <
N /;D 633.4 . 251 < PROPOSED SD.( STORY 533.5x TN 1.8 §531.17 \ E ([ \
AW \ e\ %\ D Spepirst (O 115 S I L= = ||
\ / \ 3 A\ (230057) 14,800 SF FOOTPRINT ‘ " & T g | =
\ N (76 RESIDENTIAL UNITS)  /~PROPOSED ;‘J flo.- 3 =
\/ \ 1 @ 5318 o 3 a =
| FF=5335 e ,, Y %
/%, EXISTING RAMP : .sn §
v WTH - sl =
PG-s31.8 DETEGTABLE : © o & =
= _PROPGOSED — WARNING FIELD Sl = s <<
: —6" v —T0 REMAIN - [7p) > 34 .5 —J
P STEPS sllS £ g&% o
O OSAN Z - § g 2z
LEGEND EXISTING BUILDING PROPOSED LIMITS Pe-sat.s € : - Igc‘. § %
OF DISTURBANCE ) _ z <
BOUNDARY LINE . ST. JOSEPHS PARK +1 ACRES ! " e 5 3 ’g3§ - s
<+
PROPOSED LOT LINE : Ell— . =8¢ <C
[+ 4
- - CENTERLINE << E = %
SETBACK LINE 21| < Z
[=]
ADJOINER LINE zll= &
—_——— PROPOSED EASEMENT LINE £ 2. S
z||= &
_—— EXISTING EASEMENT LINE i ? <C
W s b EX. WATERMAIN, HYDRANT AND VALVE a :
w t 2 PROP. WATERMAIN, HYDRANT AND VALVE gl << &
S H EXISTING STORM SEWER, AND MANHOLE ~ § é _ e
L < =
—_—s— —a— —— PROPOSED STORM SEWER, MANHOLE AND INLET llsg § & =
= <C
O : EXISTING SANITARY SEWER AND MANHOLE o . J
. & . PROPOSED SANITARY SEWER AND MANHOLE = ¢ PROJECT MANAGER N
o
56 EXISTING CONTOUR Z || . swepRock
\/ \_/ PROPOSED CONTOUR % PROJECT ENGINEER
X336.5 EXISTING SPOT ELEVATION =R SRR
33645 L‘;,-T DRAWN BY
X
PROPOSED SPOT ELEVATION <I: VJ. SCHLAGETER
FG = 338.0 PROPOSED FINISHED GRADE 8 SCALE DATE ISSUED
NOT APPROVED = |
mo EXISTING HYDRANT AND VALVE GRAPHIC SCALE NV AFFRUVED > 1" = 30 DECEMBER 07, 2021
o EXISTING CATCH BASIN 30 0 15 30 60 This plan has not received final <I: PROJECT NO.
| approval of all reviewing agencies. x
- EXISTING LIGHT POLE This plan is subject to revisions 2 27 44
until all approvals are obtained and
b EXISTING SIGN should not be used for construction < DRAWING NO
( IN FEET ) purposes. 14 ’
Q EXISTING UTILITY POLE 1 inch = 30 ft. % 08
COPYRIGHT © 2021 =
kBME Associates J \_ J



AutoCAD SHX Text
EV 

AutoCAD SHX Text
EV 

AutoCAD SHX Text
PROPOSED SIX STORY BUILDING ±14,800 SF FOOTPRINT(76 RESIDENTIAL UNITS)

AutoCAD SHX Text
COMMERCIAL SPACE (±2,300 SF)

AutoCAD SHX Text
EXISTING BUILDING

AutoCAD SHX Text
EXISTING BUILDING

AutoCAD SHX Text
ROCHESTER PREP HIGH SCHOOL

AutoCAD SHX Text
ST. JOSEPH'S PARK

AutoCAD SHX Text
BOUNDARY LINE AGREEMENT (L. 11907 D., P. 143)

AutoCAD SHX Text
EXISTING TOLL BOX

AutoCAD SHX Text
EXISTING LANDSCAPE AREA W/ SHRUBBERY 

AutoCAD SHX Text
PLEASANT STREET  (VARIABLE WIDTH RIGHT-OF-WAY)

AutoCAD SHX Text
REC. UNDERGROUND ELEC.

AutoCAD SHX Text
PROJECT BENCHMARK TOP RIM OF SANITARY MANHOLE ELEV=525.8 (NAVD 88)

AutoCAD SHX Text
FRANKLIN STREET  (64' RIGHT-OF-WAY)

AutoCAD SHX Text
ANDREWS STREET  (60' RIGHT-OF-WAY)

AutoCAD SHX Text
FF=533.5

AutoCAD SHX Text
533x5

AutoCAD SHX Text
x533.5

AutoCAD SHX Text
x533.5

AutoCAD SHX Text
533x5

AutoCAD SHX Text
533.5x

AutoCAD SHX Text
533x5

AutoCAD SHX Text
533x1

AutoCAD SHX Text
x533.5

AutoCAD SHX Text
533.1x

AutoCAD SHX Text
x533.1

AutoCAD SHX Text
533x5

AutoCAD SHX Text
x533.1

AutoCAD SHX Text
x533.5

AutoCAD SHX Text
x526.62

AutoCAD SHX Text
x526.68

AutoCAD SHX Text
x527.4

AutoCAD SHX Text
531.7x

AutoCAD SHX Text
x531.6

AutoCAD SHX Text
531.9x

AutoCAD SHX Text
533

AutoCAD SHX Text
533

AutoCAD SHX Text
532

AutoCAD SHX Text
531

AutoCAD SHX Text
530

AutoCAD SHX Text
528

AutoCAD SHX Text
531.6x

AutoCAD SHX Text
531.6x

AutoCAD SHX Text
x532.4

AutoCAD SHX Text
x532.4

AutoCAD SHX Text
532.9x

AutoCAD SHX Text
532.9x

AutoCAD SHX Text
533

AutoCAD SHX Text
x527.3

AutoCAD SHX Text
527.5x

AutoCAD SHX Text
528.2x

AutoCAD SHX Text
532

AutoCAD SHX Text
533

AutoCAD SHX Text
532

AutoCAD SHX Text
531

AutoCAD SHX Text
532

AutoCAD SHX Text
532

AutoCAD SHX Text
PROPOSED 1-6" STEP

AutoCAD SHX Text
PROPOSED 5-6" STEPS

AutoCAD SHX Text
533.5x

AutoCAD SHX Text
PROPOSED 3-6" STEPS

AutoCAD SHX Text
PROPOSED 2-6" STEPS

AutoCAD SHX Text
x531.6

AutoCAD SHX Text
PROPOSED LIMITS OF DISTURBANCE ±1 ACRES

AutoCAD SHX Text
PROPOSED LIMITS OF DISTURBANCE ±1 ACRES

AutoCAD SHX Text
PROPOSED LIMITS OF DISTURBANCE ±1 ACRES

AutoCAD SHX Text
x528.0

AutoCAD SHX Text
533

AutoCAD SHX Text
532

AutoCAD SHX Text
529

AutoCAD SHX Text
1:20

AutoCAD SHX Text
531

AutoCAD SHX Text
08

AutoCAD SHX Text
2744

AutoCAD SHX Text
RR. SPURR

AutoCAD SHX Text
JL. SWEDROCK

AutoCAD SHX Text
COPYRIGHT   2021

AutoCAD SHX Text
BME Associates

AutoCAD SHX Text
c

AutoCAD SHX Text
DRAWING TITLE

AutoCAD SHX Text
CLIENT

AutoCAD SHX Text
LOCATION

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
PROJECT ENGINEER

AutoCAD SHX Text
PROJECT MANAGER

AutoCAD SHX Text
Drawing Alteration

AutoCAD SHX Text
of the alteration."

AutoCAD SHX Text
alteration, and a specific description

AutoCAD SHX Text
by his signature and the date of such

AutoCAD SHX Text
and the notation "altered by" followed 

AutoCAD SHX Text
surveyor shall affix to the item his seal

AutoCAD SHX Text
altered, the altering engineer or land

AutoCAD SHX Text
seal of an engineer or land surveyor is

AutoCAD SHX Text
item in any way. If an item bearing the

AutoCAD SHX Text
engineer or land surveyor to alter any

AutoCAD SHX Text
direction of a licensed professional

AutoCAD SHX Text
person, unless he is acting under the

AutoCAD SHX Text
"It is a violation of this law for any

AutoCAD SHX Text
drawing:

AutoCAD SHX Text
145 Section 7209 and applies to this

AutoCAD SHX Text
New York State Education Law Article

AutoCAD SHX Text
The following is an excerpt from the 

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
CITY OF ROCHESTER,  MONROE COUNTY,  NEW YORK STATE,  MONROE COUNTY,  NEW YORK STATEMONROE COUNTY,  NEW YORK STATE COUNTY,  NEW YORK STATE

AutoCAD SHX Text
ALTA VISTA HOUSING LLC 954 CLIFFORD AVE. ROCHESTER, NY 14621

AutoCAD SHX Text
P:\2744\Drawings\Final\2744 Design Base.dwg

AutoCAD SHX Text
N

AutoCAD SHX Text
%%uLOCATION MAP

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CITY OF ROCHESTER

AutoCAD SHX Text
LIBERTY    POLE

AutoCAD SHX Text
FRANKLIN     STREET

AutoCAD SHX Text
FRANKLIN    COURT

AutoCAD SHX Text
NORTH CLINTON AVENUE

AutoCAD SHX Text
NORTH CHESTNUT STREET

AutoCAD SHX Text
INNER LOOP I-490

AutoCAD SHX Text
ANDREWS STREET

AutoCAD SHX Text
ANDREWS STREET

AutoCAD SHX Text
UNIVERSITY

AutoCAD SHX Text
EAST   MAIN   STREET

AutoCAD SHX Text
SITE

AutoCAD SHX Text
N

AutoCAD SHX Text
PHELPS & GORHAM PURCHASE, TOWNSHIP 13, RANGE 7, 3RD DIVISION, FRANKLIN TRACT, T.A. No. 106.80-1-25.001 & ATWATER & ANDREWS TRACT, T.A. No. 106.80-1-44.003

AutoCAD SHX Text
%%uNOT APPROVED

AutoCAD SHX Text
This plan has not received final

AutoCAD SHX Text
approval of all reviewing agencies.

AutoCAD SHX Text
This plan is subject to revisions

AutoCAD SHX Text
until all approvals are obtained and

AutoCAD SHX Text
should not be used for construction

AutoCAD SHX Text
purposes.

AutoCAD SHX Text
GRADING NOTES: 1. BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS INTENDED AS TO SIZE BUILDINGS SHOWN ON THIS PLAN ARE GRAPHICAL REPRESENTATIONS ONLY. NO RESTRICTION IS INTENDED AS TO SIZE OR LOCATION OTHER THAN APPLICABLE ZONING REQUIREMENTS.  2. ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SPECIFICATIONS OF THE ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE MOST RECENT STANDARDS AND SPECIFICATIONS OF THE CITY OF ROCHESTER, THE APPROPRIATE AGENCIES (IE, ROCHESTER PURE WATERS DISTRICT, CITY OF ROCHESTER WATER BUREAU, AND THE MONROE COUNTY HEALTH DEPARTMENT) UNLESS OTHERWISE NOTED. 3. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MONUMENTS AND THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY CONTROL MONUMENTS AND RIGHT-OF-WAY MONUMENTS IN THE AREAS OF CONSTRUCTION.  FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY OFFICE. 4. THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 REGARDING LIABILITY THE DEVELOPER'S AND CONTRACTOR'S ATTENTION IS DIRECTED TO LOCAL LAW NO. 6 OF 1971 REGARDING LIABILITY INCURRED THROUGH DISTURBANCES OR DESTRUCTION OF GEODETIC SURVEY MONUMENTS. 5. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR AVAILABLE UTILITY EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITIES WHETHER FUNCTIONAL OR ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE DIG SAFELY NY HOTLINE AT 1(800)962-7962 FOR STAKE-OUT OF EXISTING UTILITIES. 6. THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES BEFORE THE CONTRACTOR SHALL DETERMINE EXACT LOCATION AND ELEVATION OF UNDERGROUND UTILITIES BEFORE COMMENCING CONSTRUCTION.  CONTRACTOR SHALL MAKE EXPLORATION EXCAVATIONS TO LOCATE EXISTING UNDERGROUND FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS AS REQUIRED TO MEET EXISTING CONDITIONS. 7. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING POLICY FOR THE THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT BLASTING POLICY FOR THE CITY OF ROCHESTER, AND THEY WILL CONFORM TO THIS POLICY AT ALL TIMES. 8. THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES THE SITE CONTRACTOR AND DEVELOPER SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES FOR SITE CONSTRUCTION. THE MEASURES ARE TO REMAIN IN PLACE UNTIL SITE CONSTRUCTION IS COMPLETE AND THE LAWN IS ESTABLISHED (SEE #2744-09). 9. ALL REQUIRED IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY ARE TO BE DONE TO THE CITY OF ROCHESTER'S ALL REQUIRED IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY ARE TO BE DONE TO THE CITY OF ROCHESTER'S STANDARD CONSTRUCTION SPECIFICATIONS AND DETAILS AS APPROVED BY THE CITY ENGINEER. 10. ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ENVIRONMENTAL ALL WORK IN THE PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE PERMIT FROM THE DEPARTMENT OF ENVIRONMENTAL SERVICES-PERMIT OFFICE, 585-428-6848. 11. THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE CITY OF ROCHESTER. THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE CITY OF ROCHESTER. 12. FILL MATERIAL PLACED IN THE BUILDING AND PAVEMENT AREAS SHALL BE SELECT MATERIAL AND COMPACTED TO FILL MATERIAL PLACED IN THE BUILDING AND PAVEMENT AREAS SHALL BE SELECT MATERIAL AND COMPACTED TO 95% MAXIMUM DRY DENSITY AS DETERMINED BY THE MODIFIED PROCTOR TEST (ASTM D-1557) OR AS DIRECTED BY A GEOTECH. THE CONTRACTOR SHALL SUPPLY THE ENGINEER AND THE OWNER WITH COMPACTION TEST RESULTS PRIOR TOP PLACING THE STONE SUBBASE. 13. CONTRACTOR SHALL INSTALL STONE SUBBASE AND THE ASPHALT CONCRETE BINDER COURSE. PRIOR TO PLACING THE CONTRACTOR SHALL INSTALL STONE SUBBASE AND THE ASPHALT CONCRETE BINDER COURSE. PRIOR TO PLACING THE BINDER COURSE, THE PARKING LOT/DRIVEWAY SHALL BE REVIEWED BY THE ENGINEER AND THE OWNER. 14. RECYCLED MATERIALS OR RECYCLED PORTLAND CEMENT CONCRETE AGGREGATE (RCA) AND BRICK, RECLAIMED RECYCLED MATERIALS OR RECYCLED PORTLAND CEMENT CONCRETE AGGREGATE (RCA) AND BRICK, RECLAIMED ASPHALT PAVEMENT (RAP), AND CORIAN ARE UNACCEPTABLE FOR USE AS BACKFILL AND SUBBASE COURSE MATERIALS WITHIN THE PUBLIC RIGHT-OF-WAY WITHOUT WRITTEN APPROVAL OF THE CITY ENGINEER.
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CONSTRUCTION EROSION CONTROL NOTES:

1. THE CONSTRUCTION ACTIVITIES FOR THIS PROJECT REQUIRE THE PREPARATION OF AN EROSION AND SEDIMENT CONTROL
PLAN ONLY. THE PROJECT PLANS CONSIST OF THE GRADING PLAN, THE CONSTRUCTION EROSION CONTROL PLAN AND
DETAIL SHEETS, AND THE CITY OF ROCHESTER DESIGN AND CONSTRUCTION SPECIFICATIONS REGARDING STORMWATER
CONTROL.

2. THE OWNER IS RESPONSIBLE FOR IMPLEMENTING THE REQUIRED CONSTRUCTION EROSION CONTROL PLAN. THE OWNER'S
CONTRACTOR, SUB—CONTRACTOR AND ALL OTHERS ASSOCIATED WITH THE IMPLEMENTATION OF THE PLAN SHALL BE
FAMILIAR WITH THE PLAN AND THE CONDITIONS OF THE CITY OF ROCHESTER FOR STORMWATER DISCHARGES FROM
CONSTRUCTION ACTIMTIES.

3. THE OWNER'S CONTRACTOR/REPRESENTATIVE SHALL IDENTIFY AT LEAST ONE INDIVIDUAL TO BE TRAINED FROM THEIR
COMPANY THAT WILL BE RESPONSIBLE FOR IMPLEMENTATION OF THE COSNTRUCTION EROSION CONTROL PLAN. THE
OWNER /OPERATOR SHALL ENSURE THAT AT LEAST ONE OF THE TRAINED INDIVIDUALS IS ON SITE ON A DAILY BASIS
WHEN SOIL DISTURBANCE ACTIVITIES ARE BEING PERFORMED.

4. FOR DISTURBANCES LESS THAN 5 ACRES, IN AREAS WHERE SOIL DISTURBANCE ACTIMITY HAS TEMPORARILY OR
PERMANENTLY CEASED, THE APPLICATION OF SOIL STABILIZATION MEASURES MUST BE INITIATED BY THE END OF THE
NEXT BUSINESS DAY AND COMPLETED WITHIN 14 DAYS. FROM THE DATE THE CURRENT SOIL DISTURBANCE ACTIVITY
CEASED. IF THE SEASON PREVENTS THE ESTABLISHMENT OF TEMPORARY GROUNDCOVER, THE DISTURBED AREAS SHALL
BE MULCHED WITH STRAW OR EQUIVALENT MATERIAL.

5. THE OWNER'S CONTRACTOR SHALL BE RESPONSIBLE FOR THE ESTABLISHMENT, MAINTENANCE, CLEANING, REPAIR AND
REPLACEMENT OF EROSION CONTROL MEASURES DURING SITE CONSTRUCTION.

6. ALL DISTURBED AREAS TO BE RECLAIMED WITH A MINIMUM OF 6" TOPSOIL.
7. TEMPORARY SEEDING OF DISTURBED AREAS SHALL BE PROVIDED AS FOLLOWS:

THE SURFACE TWO INCHES OF SOIL SHOULD BE LOOSENED BY DISKING, RAKING, OR BACK—BLADING WITH A BULLDOZER.
IMMEDIATELY FERTILZE WITH 300 LBS PER ACRE (OR 7 LBS. PER 1000 SQ. FT.) OF 10-10-10 FERTILIZER. IMMEDIATELY

SEED WITH THE FOLLOWING MIX:

LBS./ACRE LBS./1000 SQ. FT.
ANNUAL RYEGRASS 40 1

PERENNIAL RYEGRASS 40 1
OATS 40 1
WHITE CLOVER (+ INOCULANT) 4 0.1

SEED SHOULD HAVE A GERMINATION RATE OF AT LEAST 85 PERCENT AND MINIMAL INERT MATERIAL.

8. DISTURBED AREAS SHALL BE STABILIZED USING PERMANENT LAWN SEEDING MIX UPON COMPLETION OF GRADING AND
CONSTRUCTION:

LBS/ACRE ~ % BY PURITY % GERM
PERENNIAL RYE GRASS 35 85 85
RED FESCUE 35 97 80
KENTUCKY BLUEGRASS 30 85 80

SEEDING RATE: 6.0 LBS PER 1,000 SQ FT.

MULCH: STRAW OR WOOD FIBER MULCH USED WITH HYDROSEEDING METHOD,
AT TWO TONS PER ACRE WITH TACKIFIER

STARTING FERTILIZER: 5-10-10 AT 20 LBS PER 1,000 SQ. FT

9. ALL SEEDED AREAS ARE TO BE MONITORED FOR GERMINATION AND EROSION. ERODED AREAS ARE TO BE BACKFILLED,
FINE GRADED AND RE-SEEDED. AREAS THAT FAIL TO GERMINATE A MINIMUM OF 80% SHALL BE RE—SEEDED.

10. ANY EXCAVATIONS THAT MUST BE DEWATERED SHALL BE PUMPED INTO AN APPROVED FILTERING DEVICE BEFORE
ENTERING AN ACTIVE DRAINAGE SYSTEM OR DISPERSED TO AN UNDISTURBED AREA.

11. THE OWNER SHALL BE RESPONSIBLE FOR REMOVING EXISTING EROSION CONTROL MEASURES THAT ARE LOCATED WITHIN
ESTABLISHED AREAS. MATERIALS ARE TO BE DISPOSED OF PROPERLY.

12.CONTRACTOR TO INSTALL PROPOSED PERIMETER SECURITY FENCE/CONSTRUCTION FENCE AS NECESSARY AND AS
DETERMINED IN THE FIELD AROUND THE PERIMETER OF THE SITE.
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SEQUENCE OF CONSTRUCTION STEPS:

INSTALL AND MAINTAIN PERIMETER SECURITY FENCE, STABILIZED CONSTRUCTION ENTRANCE
(SEE DETAIL), AND CONSTRUCTION STAGING AREA

INSTALL PERIMETER SILT FENCE

STEP 2: (CONSTRUCTION ACTIVITY)

STRIP TOPSOIL FROM THE SITE AND REMOVE FROM SITE.

SAWCUT AND REMOVE EXISTING ASPHALT FROM THE SITE AS REQUIRED. CONTRACTOR TO
REMOVE EXISTING STRUCTURES, UTILITIES, FENCE, SIGNAGE, SIDEWALK ETC. (SEE DEMOLITION
PLAN). CONTRACTOR TO PREPARE SITE AS NECESSARY.

PEDESTRIAN AND VEHICLE ACCESS IS TO BE MAINTAINED TO ADJACENT PROPERTIES (SEE
SIDEWALK CLOSURE PLAN).

COMMENCE GRADING OPERATIONS. INSTALL ADDITIONAL EROSION CONTROL MEASURES.
MEASURES ARE TO BE MAINTAINED BY THE CONTRACTOR UNTIL GROUND COVER HAS BEEN
ESTABLISHED AND REMOVAL IS APPROVED BY THE CITY/GOVERNING AGENCY. CONTRACTOR
TO FINE GRADE, SEED, AND MULCH AREAS DISTURBED AREAS WITHIN 7 DAYS IF NOT
WORKED WITHIN 7 DAYS. SEED WITH SEED MIX AS INDICATED, AND PROVIDE MULCH AS
SPECIFIED IN THE CONSTRUCTION EROSION CONTROL NOTES.

CONTRACTOR MAY INSTALL UTILITIES AND LATERALS DURING GRADING OPERATIONS. IT IS
THE CONTRACTOR’S RESPONSIBILITY TO STABILIZE THE SITE AND VERIFY GRADING
ELEVATIONS PRIOR TO UTILITY CONSTRUCTION. THE STORMTECH CHAMBER SYSTEM TO BE
INSTALLED PRIOR TO STABILIZATION OF THE SITE. ADDITIONAL EROSION CONTROL MEASURES
SHALL BE PROVIDED AS SHOWN IN THE PLANS, OR AS DIRECTED.

SEQUENCE OF CONSTRUCTION STEPS:
STEP 3: (STABILIZATION & MONITORING)

COMPLETE INSTALLATION OF UNDERGROUND UTILITIES.
MAINTAIN SILT FENCE

SEE CONSTRUCTION EROSION CONTROL NOTES FOR REQUIRED SEED MIXES AND WINTER SITE
STABILIZATION METHODOLOGY.

DUST SHALL BE CONTROLLED DURING CONSTRUCTION BY THE CONTRACTOR TO MINIMIZE

Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land
surveyor shall affix to the item his seal
and the notation "altered by" followed
by his signature and the date of such
alteration, and a specific description
of the dlteration.”
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CONSTRUCTION EROSION CONTROL NOTES: : 1. THE CONSTRUCTION ACTIVITIES FOR THIS PROJECT REQUIRE THE PREPARATION OF AN EROSION AND SEDIMENT CONTROL THE CONSTRUCTION ACTIVITIES FOR THIS PROJECT REQUIRE THE PREPARATION OF AN EROSION AND SEDIMENT CONTROL PLAN ONLY. THE PROJECT PLANS CONSIST OF THE GRADING PLAN, THE CONSTRUCTION EROSION CONTROL PLAN AND DETAIL SHEETS, AND THE CITY OF ROCHESTER DESIGN AND CONSTRUCTION SPECIFICATIONS REGARDING STORMWATER CONTROL.  2. THE OWNER IS RESPONSIBLE FOR IMPLEMENTING THE REQUIRED CONSTRUCTION EROSION CONTROL PLAN. THE OWNER'S THE OWNER IS RESPONSIBLE FOR IMPLEMENTING THE REQUIRED CONSTRUCTION EROSION CONTROL PLAN. THE OWNER'S CONTRACTOR, SUB-CONTRACTOR AND ALL OTHERS ASSOCIATED WITH THE IMPLEMENTATION OF THE PLAN SHALL BE FAMILIAR WITH THE PLAN AND THE CONDITIONS OF THE CITY OF ROCHESTER FOR STORMWATER DISCHARGES FROM CONSTRUCTION ACTIVITIES. 3. THE OWNER'S CONTRACTOR/REPRESENTATIVE SHALL IDENTIFY AT LEAST ONE INDIVIDUAL TO BE TRAINED FROM THEIR THE OWNER'S CONTRACTOR/REPRESENTATIVE SHALL IDENTIFY AT LEAST ONE INDIVIDUAL TO BE TRAINED FROM THEIR COMPANY THAT WILL BE RESPONSIBLE FOR IMPLEMENTATION OF THE COSNTRUCTION EROSION CONTROL PLAN. THE OWNER/OPERATOR SHALL ENSURE THAT AT LEAST ONE OF THE TRAINED INDIVIDUALS IS ON SITE ON A DAILY BASIS WHEN SOIL DISTURBANCE ACTIVITIES ARE BEING PERFORMED.  4. FOR DISTURBANCES LESS THAN 5 ACRES, IN AREAS WHERE SOIL DISTURBANCE ACTIVITY HAS TEMPORARILY OR FOR DISTURBANCES LESS THAN 5 ACRES, IN AREAS WHERE SOIL DISTURBANCE ACTIVITY HAS TEMPORARILY OR PERMANENTLY CEASED, THE APPLICATION OF SOIL STABILIZATION MEASURES MUST BE INITIATED BY THE END OF THE NEXT BUSINESS DAY AND COMPLETED WITHIN 14 DAYS. FROM THE DATE THE CURRENT SOIL DISTURBANCE ACTIVITY CEASED. IF THE SEASON PREVENTS THE ESTABLISHMENT OF TEMPORARY GROUNDCOVER, THE DISTURBED AREAS SHALL BE MULCHED WITH STRAW OR EQUIVALENT MATERIAL.   5. THE OWNER'S CONTRACTOR SHALL BE RESPONSIBLE FOR THE ESTABLISHMENT, MAINTENANCE, CLEANING, REPAIR AND THE OWNER'S CONTRACTOR SHALL BE RESPONSIBLE FOR THE ESTABLISHMENT, MAINTENANCE, CLEANING, REPAIR AND REPLACEMENT OF EROSION CONTROL MEASURES DURING SITE CONSTRUCTION. 6. ALL DISTURBED AREAS TO BE RECLAIMED WITH A MINIMUM OF 6” TOPSOIL. ALL DISTURBED AREAS TO BE RECLAIMED WITH A MINIMUM OF 6” TOPSOIL.  TOPSOIL. 7. TEMPORARY SEEDING OF DISTURBED AREAS SHALL BE PROVIDED AS FOLLOWS: TEMPORARY SEEDING OF DISTURBED AREAS SHALL BE PROVIDED AS FOLLOWS: THE SURFACE TWO INCHES OF SOIL SHOULD BE LOOSENED BY DISKING, RAKING, OR BACK-BLADING WITH A BULLDOZER. IMMEDIATELY FERTILIZE WITH 300 LBS PER ACRE (OR 7 LBS. PER 1000 SQ. FT.) OF 10-10-10 FERTILIZER. IMMEDIATELY SEED WITH THE FOLLOWING MIX: LBS./ACRE  LBS./1000 SQ. FT. LBS./1000 SQ. FT.    ANNUAL RYEGRASS                    40                    1 ANNUAL RYEGRASS                    40                    1                    1    PERENNIAL RYEGRASS                  40                   1 PERENNIAL RYEGRASS                  40                   1     40                   1 40                   1   OATS                                40                   1 OATS                                40                   1    WHITE CLOVER (+ INOCULANT)          4                  0.1  WHITE CLOVER (+ INOCULANT)          4                  0.1    SEED SHOULD HAVE A GERMINATION RATE OF AT LEAST 85 PERCENT AND MINIMAL INERT MATERIAL. 8. DISTURBED AREAS SHALL BE STABILIZED USING PERMANENT LAWN SEEDING MIX UPON COMPLETION OF GRADING AND DISTURBED AREAS SHALL BE STABILIZED USING PERMANENT LAWN SEEDING MIX UPON COMPLETION OF GRADING AND CONSTRUCTION:          LBS/ACRE    % BY PURITY  % GERM LBS/ACRE    % BY PURITY  % GERM     % BY PURITY  % GERM  % BY PURITY  % GERM % BY PURITY  % GERM   % GERM % GERM    PERENNIAL RYE GRASS    35  85  85 PERENNIAL RYE GRASS    35  85  85 35  85  85 85  85 85    RED FESCUE       35  97  80 RED FESCUE       35  97  80   35  97  80 35  97  80 97  80 80     KENTUCKY BLUEGRASS                 30  85  80  KENTUCKY BLUEGRASS                 30  85  80        30  85  80  30  85  80  85  80  80        SEEDING RATE: 6.0 LBS PER 1,000 SQ FT.  SEEDING RATE: 6.0 LBS PER 1,000 SQ FT.  MULCH:  STRAW OR WOOD FIBER MULCH USED WITH HYDROSEEDING METHOD,  AT TWO TONS PER ACRE WITH TACKIFIER STARTING FERTILIZER: 5-10-10 AT 20 LBS PER 1,000 SQ. FT 9. ALL SEEDED AREAS ARE TO BE MONITORED FOR GERMINATION AND EROSION. ERODED AREAS ARE TO BE BACKFILLED, ALL SEEDED AREAS ARE TO BE MONITORED FOR GERMINATION AND EROSION. ERODED AREAS ARE TO BE BACKFILLED, FINE GRADED AND RE-SEEDED. AREAS THAT FAIL TO GERMINATE A MINIMUM OF 80% SHALL BE RE-SEEDED. 10. ANY EXCAVATIONS THAT MUST BE DEWATERED SHALL BE PUMPED INTO AN APPROVED FILTERING DEVICE BEFORE ANY EXCAVATIONS THAT MUST BE DEWATERED SHALL BE PUMPED INTO AN APPROVED FILTERING DEVICE BEFORE ENTERING AN ACTIVE DRAINAGE SYSTEM OR DISPERSED TO AN UNDISTURBED AREA.  11. THE OWNER SHALL BE RESPONSIBLE FOR REMOVING EXISTING EROSION CONTROL MEASURES THAT ARE LOCATED WITHIN THE OWNER SHALL BE RESPONSIBLE FOR REMOVING EXISTING EROSION CONTROL MEASURES THAT ARE LOCATED WITHIN ESTABLISHED AREAS. MATERIALS ARE TO BE DISPOSED OF PROPERLY. 12. CONTRACTOR TO INSTALL PROPOSED PERIMETER SECURITY FENCE/CONSTRUCTION FENCE AS NECESSARY AND AS CONTRACTOR TO INSTALL PROPOSED PERIMETER SECURITY FENCE/CONSTRUCTION FENCE AS NECESSARY AND AS DETERMINED IN THE FIELD AROUND THE PERIMETER OF THE SITE. 
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20" OR MORE 15’
NOTE:

1. ALL TREES WITHIN THE PROJECT LIMITS THAT ARE
REMAINARE TO RECEVE THIS TREATMENT.

2. DO NOT LEAVE CONSTRUCTION EQUIPMENT RUNNING
(IDLING) UNDER TREE CANOPY.
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FENCING
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STD. DWG.
NO. S617-1

LANDSCAPE NOTES:

1. ALL PLANTS SHALL MEET OR EXCEED THE MINIMUM REQUIREMENTS AS NOTED IN THE LATEST
EDITION OF THE AMERICAN STANDARD FOR NURSERY STOCK BY THE AMERICAN NURSERY &
LANDSCAPE ASSOCIATION, ANSI Z60.1-2004.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIS OWN QUANTITY TAKEOFFS.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING UNDERGROUND UTILITIES PRIOR TO
THE START OF CONSTRUCTION.

Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land
surveyor shall affix to the item his seal
and the notation "altered by" followed
by his signature and the date of such
alteration, and a specific description
of the alteration.”
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Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land
surveyor shall affix to the item his seal
and the notation "altered by" followed

by his signature and the date of such
alteration, and a specific description
of the alteration.”
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SIDEWALK CROSS SLOPE 1.50% MAXIMUM
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Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the

kBME Associates

SELECT GRANULAR BLENDED TRANSITION CROSS SLOPE 1.50% MAXIMUM 2% MAXIMUM ﬁ N . - seal of an engineer or land surveyor is
BACKFILL (SEWER) SIDE FLARE CROSS SLOPE 110" SQUARE = CURB FOR altered, the altering engineer or land
(ENCROACHMENT INTO PAVED AREA) 9:50% MAXIMUM 10% MAXIMUM o TR 1" DRIVEWAY surveyor shall affix to the item his seal
2'-2" SQUARE J/ and the notation “altered by" followed
ADDITIONAL EXCAVATION SIDE FLARE CROSS SLOPE % % 20117 5 by his signature and the date of such
AND BACKFILL LIMITS IN (ABUTS LAWN AREA) 20% MAXIMUM 20% MAXIMUM " QuARE HEADER CURB alteration, anq a'speciﬁc description
EARTH AREA ABOVE ROCK ACCESS RAMP GRADE (RUNNING SLOPE) 7.50% MAXIMUM 8.30% MAXIMUM l 1a | 7 . ;EE EOTES T et NoTEs of the alteration.
\_ cLASS L AND \ D 3
BLENDED TRANSITION GRADE / — \ 2 AND 3
4.50% MAXIMUM 5% MAXIMUM B B / DRY MIX
TOP OF ROCK (RONNING SLOPE) % % comPacteD cuass J 2 \ PAVEMENT a )
NOTES COVER LETTERING L TAMPED WET MIX _ SVEMEN .
SEE CRADLE . STONE CURB - @
DETAILS BELOW 1. ACCESS ELEMENTS ARE TO BE CONSTRUCTED IN ACCORDANCE WITH "PROPOSED GUIDELINES FOR PEDESTRIAN =
FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG)". FOLLOWING NOTES REITERATE OR AMEND REQUIREMENTS :
OUTLINED IN "PROPOSED GUIDELINES FOR PEDESTRIAN FACILITIES IN THE PUBLIC RIGHT-OF-WAY (PROWAG)" AND ‘
NYSDOT "HIGHWAY DESIGN MANUAL - CHAPTER 18 PEDESTRIAN FACILITY DESIGN". SEE BOTH DOCUMENTS FOR = CAULK =
FURTHER INFORMATION, CLARIFICATION OR GUIDANCE AS NEEDED, . LONG SWEEP 14BEND /ﬁ 1" DEEP p=3
2. DESIGN TOLERANCES FOR DIMENSIONS, GRADES (RUNNING SLOPE) AND CROSS SLOPES SHOWN IN CONTRACT 1% OR (2) ) BENDS /
LIMIT OF TRENCH EXCAVATION DOCUMENTS ARE MINIMUM AND MAXIMUM LIMITS FOR DESIGN AND FIELD LAYOUT OF ACCESSIBLE ELEMENTS / PAVEMENT
SELECT GRANULAR 127 ACCESSIBLE ELEMENTS ARE NOT TO BE CONSTRUCTED WITH VALUES OUTSIDE LIMITS PER ACCESSIBILITY GUIDELINES et SURF ACE
BACKFILL (SEWER) EACH SIDE SELECT GRANULAR AND FOR WORK ACCEPTANCE — o — = — — — . ) !
/ E BACKFILL (SEWER) 3. JOINTS BETWEEN SIDEWALK FLAGS, ACCESS RAMPS, BLENDED TRANSITIONS, TURNING SPACES AND STREETS ARE TO 5 on HOUSE / ATCLEAN-OUT PIPE HEADER CURB
BE FLUSH AND FREE FROM ABRUPT VERTICAL SEPARATIONS GREATER THAN 1/4 INCH. VERTICAL CHANGES BETWEEN < 20 11 STREET __GROUT TO BOTTOM
197 1/4 INCH AND 1/2 INCH ARE TO BE BEVELED ACROSS ENTIRE JOINT WITH STANDARD BEVEL SLOPE OF 1:3, BUT NO < SIDE PARKING LOT ~ OF CONCRETE BASE
T STEEPER THAN 1:2. VERTICAL SEPARATIONS GREATER THAN 1/2 INCH ARE UNACCEPTABLE, REQUIRING TOTAL N O L S STONE
12” REPLACEMENT e . > ___ TRANSITION CURB -
4\ / ~CURB [ SEE NOTES 1 AND 4
4 AT STREET CORNERS WITH DUAL PEDESTRIAN STREET CROSSINGS, SEPARATE ACCESS RAMPS OR BLENDED / /j
"——JL- TRANSITIONS ARE TO BE PROVIDED FOR EACH PEDESTRIAN STREET CROSSING, ORIENTED IN DIRECTION OF X / / EADER
] PEDESTRIAN TRAVEL. WHERE EXISTING CONDITIONS CANNOT BE OVERCOME TO ACCOMMODATE SEPARATE ACCESS - ‘7;8 :
1/4 0.D.(3"MINIMUM) s RAMPS OR BLENDED TRANSITIONS, SINGLE DIAGONAL ACCESS RAMP OR BLENDED TRANSITION MAY BE PERMITTED Lif,f e S e STONE CURB AT CUR
5" MINIMUM 1/2 oD, THAT IS ORIENTED TO SERVE BOTH PEDESTRIAN STREET CROSSINGS. CONNECT I ON RIGID PAVEMENT
5. DETECTABLE WARNING SURFACE IS TO PROVIDE LIGHT-ON-DARK OR DARK-ON-LIGHT CONTRAST WITH SURROUNDING FROM HOUSE
CLASS K CONCRETE T X . SURFACE. DEFAULT COLOR OF DETECTABLE WARNING SURFACE IS #33538 TRAFFIC YELLOW. OTHER ACCEPTABLE ‘ ‘ OR CATCH BASIN Q
_[ COLORS FOR USE IN CONCRETE AREAS ARE #20109 RED BROWN AND #36081 DARK GUNSHIP GRAY; IN ASPHALT OR \_ P
CONCRETE CRADLE STONE BEDDING 6" MINIMUM OTHER SIMILAR DARK SURFACE AREAS #36495 LIGHT GRAY AND #37925 INSIGNIA WHITE; OR APPROVED EQUIVALENTS. ] - O 172}
COLORS ARE TO BE IN ACCORDANCE WITH FEDERAL STANDARD 595C ) ( 2 MIN VUM LAWN AREA
NOTES: STONE CRADLE 6. TRUNCATED DOME ROWS ARE TO BE ALIGNED PERPENDICULAR OR RADIAL TO LOWER GRADE BREAK ON ACCESSIBLE 20 - - ) - 10% MAXIMUM =< é
M CONNECTIONS WITH GRADE (RUNNING SLOPE) OF 5% OR GREATER. WHERE TRUNCATED DOMES ARE ARRAYED RADIALLY L SLOPE IN PAVED AREA
1. LIMITS SHOWN ARE MAXIMUM ALLOWED AND TRUNCATED DOMES MAY DIFFER IN DIAMETER AND CENTER-TO-CENTER SPACING. WHERE GRADE (RUNNING SLOPE) IS C]
MINIMUM REQUIRED FOR EXCAVATION AND BACKFILL. LESS THAN 5%, ORIENTATION IS LESS CRITICAL AND TRUNCATED DOMES MAY DIFFER FROM PERPENDICULAR OR RADIAL e 2 — NOTES TRANSITION CURB
2. UPPER PAY LIMITS FOR TRENCH EXCAVATION IS TOP OF ALIGNMENT TO LOWER GRADE BREAK. :
EXISTING SURFACE, AT TIME OF TRENCH EXCAVATION. CITY OF ROCHESTER NOTE : 1. \?legﬁingB IS TO BE AS REQUIRED IN CONTRACT
3. UPPER PAY LIMITS FOR ROCK EXCAVATION IS TOP CITY OF ROCHESTER JOCUMENTS .
SURFACE OF ROCK. CITY OF ROCHESTER FRAME AND GRATE TO BE NEENAH TYPE CONNECT 10N TO 6" CLASS K CITY OF ROCHESTER 5 S IDEWALK ACCESS RAVP HEADER CURB 1S TO BE FLUSH CITY OF ROCHESTER
R-3433 OR APPROVED EQUIVALENT. WEIGHT 2. SIDEW ACCESS RAMP HEADER CURB 1S TO N
* L%ZE\EVERS,ABFL%%P?R&RSYELFF&TEﬁE@PLélprus?ég)lng'k SEWER LATERAL ACCESSIBILITY OF FRAME AND GRATE 15 400 POUNDS . CATCH BASIN pa— SEWER CONCRETE WITH PAVEMENT SURFACE.
I(:IS'\I{ZIVSVEE? IZUIEEQSEDIFUSE%(EC;I&SRQESLQ'EJR?'ﬁgéilkg TRENCH GUIDELINES FRAME AND GRATE . CLEAN-OUT 3. DRIVEWAY HEADER CURB IS TO HAVE CURB REVEAL OF
NOTED ON THE DRAWINGS. 1. CLEAN-OUT SHALL BE INSTALLED EVERY 75° 1% INCHES STONE CURB
IN RECONSTRUCTION AREA TYPE C MAXIMUM AND AT RIGHT-OF -WAY LINE.
5. TT%%O%RLIQE gggy(%wg EI(.)(_?_C% gE GgEDOTHER ISSUED INON-STANDARD 4. ONLY TRANSITIGON AND HEADER CURB PIECES USED FOR
2. FRAME AND COVER TO BE USED IN PAVEMENT N S ARE TO BE ROU
DURING PIPE INSTALLATION. ISSUED 9-2-91 STD. DWG. REVISED DWG.NO.S608-42 ISSUED 9-2-91|STD. DWG. AREAS ONLY ISSUED 9-2-91(STD. DWG. DRIVEWAYS ARE TO BE ROUNDED
REVISED 2-17-95 | NO. R601-—-1 REVISED,, ;5. 99|NO. R655-2 REVISED . , 55|NO. R601-6 5. TACK COAT UNEXPOSED SURFACE OF CURB. ISSUED 9-2-91|STANDARD ~Nlo|lwvw|lelm| «
-4- REVISED  3.1-18|DWG.NO.R609-| k - J
CAST IRON FRAME & COVER TO BE ( w
NEENAH R—1726—A OR APPROVED e %]
J EQUIVALENT WITH MACHINED BEARING NOTE: OPENING IN ECCENTRIC SLAB SHALL BE ALIGNED IC)
. . . . K FRAME AND GRATE TO BE PER SURFACE, AND THE WORD STORM WITH STEPS AND DOWNSTREAM INVERT [_I_] s
Limit Of Trench Excavation Limit Of Tranch Excavation y PATTERN NYSDOT #9 PRINTED ON TOP FINISHED GRADE bAY LiniT = 3
A D. A y AS MANUFACTURED BY SYRACUSE " [—-—4
o0 o, Y%O CASTINGS OR APPROVED EQUIVALENT OR SEE "STORM l,’,\ILET MANHOLE SLOPE PER PLANS 5 2 g
: / 4 wlg ANCHOR {SEE DETAIL) TOP SLAB DETAIL ‘/_/_; S eriﬁr;mM MI;%UM < =4 Ny Q‘
#4 REBAR ANCHOR DETAIL #3 BARS TOP AND k\//\\/K\//\//\/ Jr—( < 2 ":
R BOTTOM ALL SIDES BRICK OR PRECAST SPACERS FILL ALL AROUND WITH CONCRETE S Nore T 2o
Concrls 3000 pol ‘L 8 MINIMUM (MAX. 3 COURSES) . EXCEPT IN PAVEMENT. COAT WITH ‘ ( ) S 2
_——— REINFORCED PRECAST CONCRETE ' APPROVED BITUMASTIC COAL TAR S 89v
3 n ><
CAST- IN-PLACE 7 FLAT COVER SLAB WITH 24 DIA./} -, SEALER. ¢ FULL DEPTH PAVEMENT SAW CUT O o Ig
SECTION CLASS A By ECCENTRIC MASONRY OPENING . © 6" / ” Z
CONCRETE I TO BE DESIGNED AND CONSTRUCTED MANHOLE STEPS | RISER AND COVER SLAB ‘ N _ /0o £z rop course A Z
| : EXCAVATION LIMIT LINE FOR H—20 LOADING AT 12” O.C ’ JOINTS AND LIFT HOLES o ! —
A N . . . o]
N WITH CHECK v DO NOT PLAGE OVER SHALL BE FILLED WITH T 2" MINIMUM 19 F3 BINDER COURSE vy .
CONCRETE_CRADLE CONCRETE ENCASEMENT VALVE L SUPER "0 RING JOINT AND GASKET PREFORMED PIPE NON—SHRINK GROUT AND _ HIWA B0 SERIES cOMPACTION B
Lh S SEALED WITH 2 COATS OF > i - A RETE BASE - Q n I
oSS R CAST- IN-PLACE OR L8 OPENINGS APPROVED BITUMASTIC ; T\ ToP OF BASE TG bE EVEN WiTH oR LowER o =3
PRECAST CONCRETE - BACKFILL SHALL BE SELECT MATERIAL—— ) o COAL TAR SEALER o N © THAN TOP OF EXISTING BASE TO PROVIDE FOR - > w N
. " SECTION i - < 7 ‘ e = w
Limét Of Trench Excavation N.Y.S.D.0.T. GALVANIZED k (NYSDOT SPEC. 203-2.02) IF OUTSIDE ) “. - MINIMUM THICKNESS OF 3" OF ASPHALT TOP ~ = %
< 30" SQUARE RETICULINE FRAME AND A PAVEMENT. IF IN PAVEMENT, BACKFILL - # [ REINFORCED PRECAST cuss ¢ = 3r3
GRATE WITH INTERMEDIATE R-3701-8 Or ArPRovED R e el B (NYSDOT SPEC. 504-2.02. TYPE 2) ; DIAMETER VARES | - COURETE ROER cuass ¢ e S O 2 W29
: EQUIVALENT ON OUTLET e . 7 X —2.02, = < . >3 a3
i - £ PLAN SUPPORT #1 EOpLVELENT ON o0TtE 51 ., e L - SEE TABLE 4 SECTIONS (ASTM C-478) WET MIx . UnoERoRa ’ 3¢
S Compacted Select —— STANDARD FRAME & COVER T i Le BACKFILL (SEWER) TO "y i MORTAR ALL + 9 & = %
EXISTING SET IN MORTAR COMPACTED SUBGRADE e LIMITS OF EXCAVATION WATERSTOP—RX OR APPROVED EQUIVALENT —\] /| EXTERIOR JOINTS 2 5902
) v . 75 oo
cinD o e 5 I g _— : it
= iy _ " S -
i s PLACE MANHOLE BASE O
3 g SURFACE GRADE RINGS — MAX. 8" SET . 3 P 6" =
2 AY N MORTAR = (ASTM C-478) ‘ Z
& —— Stone Bedding Or Coa UNDERDRAIN PIPE ——= COAT INSIDE AND OUTSIDE SURFACES — =1~ 18" %" RADIUS - =
3 Undvtrbed Grond Rogege, Ao Dstamined WITH 2 COATS OF APPROVED BITUMASTIC - =l PIPE el o rsToRMTECH See NOTE 4 \_ Yy
g B The Devalopers Engineer cATCH FERNCO FITTING COAL TAR SEALER (ASTM D—450, TYPE B) DIA.+2" =] DETALS. FOR Face of
”» . .
: —FIFE:EATSSCI_-Q_SS INS—FLE%IT/:IELEBEAEPEIQ& 7 PRECAST REINFORCED CONCRETE WALL < EXTRA-HEAVY CAST IRON PIPE ] STRUCTURE PIPE 4 \
3 r3" COVER SLAB A.S.T.M. C—-478 et o v REQUIREMENTS CURB FOR
-l £ . coL
& NOTES: T — | i, . - DRIVEWAY
g PIPE DIA. [DIM. AlDIM. B 1. Trench backfil shall be as required by the highway owner. ; . SEAL AROUND DOGHOUSE OPENING T o - - NOTES: -
E . . . . A ~
5 " " " 2. Select fil shall be sand, gravel, and similar material which shal be free from clay, LEAD AND i Lo =6 = 1. WIDTH OF CURB IS TO BE AS REQUIRED IN CONTRACT =
& UP To 18 1.0 6 mmzmmpmmfﬂm"?“ and mm"r'mﬂzo:mxu:mﬂ’mgﬂ 27-0" | | . |OUTSIDE COVER DAMP—-PROOQFED CHECK VALVE 0AKUM JOINT i P - - - oo DOCUMENTS . 83\ 11‘? /]
21" T0 36" 1.5 9" s o | greatest 3 - wl .o a7l e .. a » 1 %27 LY
4 a - in greatest dimension. | SQUARE | BY MFR. (2 COATS)' SECTION A-A _L 6 [ .:, D A A R : l 6" = 2. SIDEWALK ACCESS RAMP HEADER CURB IS TO BE FLUSH /‘r{"g/é,,!’_
OVER 36 1.5 12 Stone bedding shall mean approved imported aggregale meeting the requirements of the o 5 o 0 " WITH PAVEMENT SURFACE. oz w Yy
3. New York State Dep portation, Standard Specification, “Crushed Stone”, CHECK VALVE CONNECTION O 12" MIN. # AND #2 ' o=
- primary size 1 or a miure of primary size 1 and 2, washed. § PRECAST REINFORCED CONCRETE NOTES : 12" oo S ~———— CRUSHED STONE (NYSDOT 3. DRIVEWAY HEADER CURB IS TO HAVE CURB REVEAL OF y. ‘1*&"
: 2N T
g Coarse aggrogate shall mean approved imported aggregat meeting the reguiroments of | &3 - MANHOLE RISER A.S.T.M. C-478 CITY OF ROCHESTER 5P - o CRADATION TABLE 703-4) 1% INCHES CITY OF ROCHESTER Vo)
the New York State of Standard jon, "Crushed o 1. COAT INTERIOR OF CATCH BASIN WITH 2 COATS OF 222 2 o o e ne) 4 ONLY TRANSITION AND HEADER CURB PIECES USED FOR
g 4. Stone”, primary size 3 or a mixture of primary size 3 and 4. J: (SEE STANDARD STORM MANHOLE TAMMS DURALKOTE 240, OR APPROVED EQUIVALENT. T >\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\ LEVELING BASE THOROQUGHLY  DRIVEWAYS ARE TO BE ROUNDED. STONE CURB
- This Figure 1.01 appes to Pure Waters sanitary, storm, and combined mainine sowers | | DETAIL) CATCH BASIN LRI KA COMPACTED
L} 01 appies : ~ 2. COAT EXTERIOR OF CATCH BASIN WITH 2 COATS OF
and lateral pipe installations, as well os forcemains. 5. TACK COAT TO BE APPLIED BETWEEN ALL LIFTS OF HMA REPLACEMENT -
2 o HI-BUILD BITUMINOUS COATING 35-J-10, KOPPERS UNDISTURBED EARTH COURSES
b4 5. - BITMASTIC SUPER SERVICE BLACK, OR APPROVED TYPE C ' CONCRETE BASE & J
'g é EQUIVALENT. STANDARD STORM MANHOLE 6. PAVEMENT SEAMS TO BE SEALED WITH BITUMINOUS
SEALER IN ACCORDANCE WITH NYSDOT MATERIAL
. 3. INSTALL CHECK VALVE TO PREVENT WATER FROM I SSUED s I . . ISSUED  12-30-11|NON-STANDARD
3 MONROE COUNTY PURE WATERS NTS FLOWING BACK INTO UNDERDRAIN PIPE. —TVTEED 9-2-91 EgD'Rg\gi'z N.T.S PESTCNATION Toz-07a0 REVISED 12.1-15|DWG.NO.S609-17 ( \
H SEWER LATERAL FIGURE 1.01 e e x
£ BEDDING DETAILS ) (0
<t ®
<<
a &
[7)
Exisﬁpg Sevger x
Material \/or\esj\ m %
New Flexible N\ _ — | — _ o) >
coupn SR A | HYDRANT EXISTING WATER - =
sepliote Exstg | N ) ADDITIONAL KKK MA' SHORING WATER S?Eg\\;lgg IIT\IOS?I'XEEEE)N DATA a = o —
Necessary With SDR 35 PVC Gasketed 45 Street Ell EXISTING CA §§§ QE&?&?EE— }/‘\gﬁ . /I}A _ % C“ 4.5 Lol
OR DUCTILE R P e PROPERTY ADDRESS: Lol
Shear Band —~_ /—SDR 35 x SDR 21 PVC Gasketed 3 IRON WATER K SERANOTR 3ave ;‘g:l % o Zz g g g
> Adapter Fittting F—MAXIMUM—> MAIN g 7 STREET SERVICE TAPPED ON (IF DIFFERENT): > 3 5 a> I
/SDR 21 PVC Gasketed Lateral Pipe TERMINATION 7 % e 8 = é w
/ BOX C ) NEW WATER f:: ::“? DATE OF INSTALLATION: DOMESTIC OR HOLLY SYSTEM? [} I% -
SR 35 Y aver (Sggl-;/ICDEEI'ZIEE % . TAP SIZE DISTANCE, MAIN TO ROW LINE: SIDE OF ST. TAPPED |_. 8 <§§ % -
Sewer —_ % % : ’ : . : = =
AN % 4 —_— P [7,) —
S970-4 7 Z S o
SDR 35 PVC Wye SN ) 7 % CURB STOP/VALVE SIZE: SERVICE LENGTH: SERVICE MATERIAL: 0 3 274 <C
Fitting— ] TERMINAL BOARD TAPPING {5 ? —_— —_— < no
77777777 SLEEVE E 5 7 % CONTRACTOR/PLUMBER: — 5 = |l ]
i) K % <<
g s . 2l TAP INSTALLED BY: INSPECTOR: << 9 o
A ] v 2 X
/ ANODE LEAD WIRE §12 AWG CURB OR OPERATING VALVE LOCATI@N < 3
SOLID COPPER WITH BLACK Tw, | 8 — 88 |— o
' THERMITE WELD
THWN/THHN INSULATION [
/T CONNECTION. TAP OR GUARD VALVE LOCATION (IF DIFFERENT): v S
COPPER SLEEVE REQUIRED— PLAN S C
k] TRACER WIRE SEE DWG. S966-2
g3 NOTE: o
W NEW 10°X8" SDR-21 PVC WE MAGNESIUM ANODE [/ SURFACE GRADE INSULATOR INSTALLED? IF YES, WHERE:  TAP CURB STOP
PLAN FITTING, AND NEW 10°X6" SDR-21 SEE NOTES 1 AND 2 <
. I AR S @ _——L/JK ANODE INSTALLED? _ IF YES, SIZE: LBS., ATTACHED TO: TAP SERVICE , MAN _ ;
ew exible
Connector Coupling NOTED ON PLANS 7 TR .
PVC x Applicabls HYDRANT BRANCH PLAN TAPPING VALVE 7 EXISTING WATER R INSIDE SERVICE MATERIAL & SIZE )
o Esttuﬂg Matenolwﬁ ?; MAIN gz @MEASURED FROM ROW OF NEAREST INTERSECTING STREET OR HYDRANT, WHICHEVER IS CORSER2013 < :
- ecessar ) ‘
] Stainless Steel yShecr THERMITE WELD CONNECTIG? NEW WATER ’:g :g NOTES (=3
Band COPPER SLEEVE REQUIRED— SERVICE PIPE % % 1. WATER SERVICE CARD WILL BE SUPPLIED BY WATER BUREAU. REQUIRED INFORMATION IS TO - =z ©
¢ SEE DWG. S966—2 de= A B 7 o (=}
& clone Pive To Draim AL 174" : -2. (SEE DETALL (4 : BE TYPED OR NEATLY PRINTED ON WATER SERVIGE CARD. 5 =5 % Z
3 - ‘J‘ per ft Minimum For 4" o EXISTING CAST OR S970-4) I;; é <
z Existing Sewer / - - | Diameter, 1/8" per ft % :fj 2. WATER SERVICE CARD FOR WATER SERVICE THAT IS ABANDONED AT TAP IS TO BE MARKED [+3 8 o
g Materiol Varies | Minimum’ For 6 Diometer DCTLEATER MAIN : % EXCAVATION BOTTOM  gp10riNG f}j "ABANDONED AT TAP" ACROSS FACE OF WATER SERVICE CARD WITH CONTRACTOR'S NAME AND C S 3 e y
3 | R :'2 DATE ABANDONED BEING NOTED.
= WHEN NECESSARY, USE END TO END SPLICE ANODE LEAD Wi ; 8 ;3? ;;
CONNECTOR FOR CONNECTING WATER MAIN MAGNESIUM ANOD % 3. MEASUREMENT FOR LOCATION OF CURB STOP IS TO BE TAKEN FROM RIGHT—OF—WAY
SDR 35 PVC f
< Ve _ - — TRACER WIRE TO WATER MAIN TRAGER WIRE (SEE NOTES 1 AND R EXTENSION OF NEAREST INTERSECTING STREET AS MEASURED PARALLEL TO STREET ON WHICH PROJECT MANAGER N
N & U R S S ONLY — SEE DETAIL S901-10 AND DETALL S—966—1) ADDITIONAL WATER SERVICE IS INSTALLED, OR FROM NEAREST HYDRANT LOCATED OFF OF SAME WATER MAIN,
; : ANODE IF ELEVATION WHICHEVER IS CLOSER (SEE NOTE 4 FOR EXCEPTION). WHENEVER POSSIBLE, MEASUREMENTS JL. SWEDROCK
£ \_SDR 21 PVC Gasketed Loteral Pipe SEE DETAIL QESUA,ROETDE‘S NOTERE CONTRACTOR IS RESPONSIBLE FOR ENSURING SHOULD BE LESS THAN 300 FEET. PROJECT ENGINEER
" SR 35 x SOR 21 PVC Gasketed NOTES: PLASTIC WATER SR TARTER THAT ALL EXCAVATIONS ARE ADEQUATELY PROTECTED 4. IF NEAREST INTERSECTING STREET RIGHT—OF—WAY EXTENSION IS NOT PERPENDICULAR TO
Rdapter Fittting osre 1. FOR OPEN CUT INSTALLATION, TRACER WIRE IS TO BE MAIN PIPE EROATION. IN_ACCORDANCE WITH OCCUPATIONAL SAFETY AND  |MINIMUM_CLEARANCE DIMENSIONS THE STREET RIGHT—OF—WAY ON WHICH THE CURB STOP IS LOCATED, THE CURB STOP RR. SPURR
DR 35 PVC Gosketed 45 Strest Ell #12 AWG SOLID COPPER WITH 30 MIL BLUE HMWPE TAPE OR PLASTIC ELEVATION HEALTH ADMINISTRATION (OSHA) REGULATIONS. EXCAVATION FOR | A | B | C MEASUREMENT SHOULD BE TAKEN FROM THE NEAREST HYDRANT ATTACHED TO THE WATER MAIN
INSULATION. FOR TRENCHLESS INSTALLATION, TRACER WIRE NOTES: WHICH THE WATER SERVICE IS CONNECTED TO. IF SUCH A HYDRANT IS NOT AVAILABLE, THEN DRAWN BY
STRAPS AT MAXIMUM 2 SHORING MUST BE FURNISHED BY THE CONTRACTOR IN . 4
SECTION A—A IS TO BE #12 AWG SOLID COPPER CLAD STEEL CORE , : - i A ANOTHER PERMANANT FEATURE, PRE—APPROVED BY THE WATER BUREAU, SHALL BE USED FOR
SECTION A-A WITH 45 ML BLUE HDPE INSULATION. 8" INTERVALS 1. USE HIGH POTENTIAL MAGNESIUM ANODE IN ACCORDANCE WITH OSHA REGULATIONS, AND THE CURB STOP MEASUREMENT VJ. SCHLAGETER
< NOTES: PREPACKAGED CLOTH B(AG WITH BACKFILL. BAR;E ADEQUATE CLEARANCES PROVIDED, WHEREVER . . . . SCALE DATE ISSUED
N a , A » » 2. FOR PLASTIC WATER MAIN PIPE, TRACER WIRE IS TO WEIGHT OF ANODE INGOT (EXCLUDING  BACKFILL) AND WATER BUREAU PERSONNEL ~ MUST ENTER AN EXCAVATION.
S| T N e P Lterl e e ng otter fings shol oe gosketes, e fitnas RUN ALONG TOP OF AND BE SECURED TO WATER MAN NUMBER OF ANODES AS NOTED ON PLANS OR AS EXCEPTIONS TO THIS POLICY GAN  ONLY BE MADE BY THE ZET o NOT USE MGHES. ROUNDING To e T O
2| 5 e Fiaure 101 for sie bedding and backfil PIPE WITH PLASTIC STRAPS OR TAPE PLACED AT MAXIMUM CITY OF ROCHESTER DIRECTED BY PROJECT MANAGER. CITY OF ROCHESTER DIRECTOR OF WATER OR HIS REPRESENTATIVE. CITY OF ROCHESTER NEAREST 0.5 FEET IS ACOEPTABLE. CITY OF ROCHESTER N.T.S. DECEMBER 07, 2021
- . See Figure 1. or pipe bedding and backfill.
El s this deta it ; ; RUN ALONG. SIDE OF PLASTIC WATER MAN PIPE. ' 2. ANODE IS TO BE PLACED IN TRENCH, WITH ANODE | ANODE AT TAPPING SLEEVE 3. THE CONTRACTOR SHALL MAKE AND SHORE THE PROJECT NO.
L . is detail does not apply to existing PVC sewers. See Figure 3.04 for connection to . PLAST'C WATER MAlN 6. IF SERVICE IS INSTALLED WITH HORIZONTAL BEND,
aiing G ey CENTERLINE 6 INCHES MINIMUM BELOW BOTTOM OF MAIN EXCAVATION CLEAN THE AREA OF THE WATER MAIN WATER SERVICE TAP WATER SERVICE
8 AND VALVE ON EXISTING ' DRAW A SKETCH ON THE BACK OF THE CARD SHOWING
= 3. TRACER WIRE IS TO BE CONNECTED TO TERMINATION TRACER WIRE AND 2 FEET MINIMUM FROM SIDE WALL OF FOR THE TAP, ATTACH THE  TAPPING SLEEVE AND VALVE THE LOCATIONS OF THE MAIN, CORPORATION, SERVICE CARD
BOX INSTALLED ADJACENT TO HYDRANT. EXTEND TRACER MAIN. ANODE TO BE SURROUNDED WITH NATIVE BACKFILL. | CAST/ DUCTILE IRON WATER TO THE MAN FOR SERVICES 4—INCH  DIAMETER AND EXCAVATION AND CURB STOP. THE DISTANGE BETWEEN THE BEND 2744
E MONROE COUNTY PURE WATERS WIRE UP INSIDE OF TERMINATION BOX LEAVING MINIMUM INSTALLATION LARGER OR ATTACH THE TAPPING SADDLE (WHERE AND CURB STOP AND OFFSET DIMENSIONS BETWEEN
E NEW LATERAL WYE CONNECTION OF 3 FEET OF TRACER WIRE COILED UP INSIDE TOP OF 3. WHEN TWO ANODES ARE REQUIRED AT NEW WATER MAIN REQUIRED) TO THE MAIN FOR SERVICES 2-INCH DIAMETER THE BEND AND THE CORPORATION AND CURB STOP ISSUED DRAWING NO
Feb 2005 o EXISTING NON_PVC SEWER FIGURE 3.05 TERMINATION BOX. CONNECT END OF TRACER WIRE TO ISSUED  4_13-06NON—STANDARD SERVICE, THE SECOND ANODE SHALL BE LOCATED ON  [ISSUED  ;_7_1d NON—STANDARD AND SMALLER AND INSURE THAT THE WORK AREA IS READY [ISSUED 4 59_11INON—STANDARD SHOULD BE SHOWN IN THE SKETCH. 9-2-91|STD. DWG. -
TERMINAL BOARD. REVISED  g_1_gg|DWG.NO.S901—8 TAPPING SLEEVE AND VALVE. REVISED DWG.NO.S966—9 UAKING THE Tap, " D COREAY PERSONNEL PRIOR TO  [Rewiseo DWG.NO.S900—-12 REVISED 10-23-13NO. R9T3-3 13
COPYRIGHT © 2021

(SHEET 2 of 5)

. J



AutoCAD SHX Text
13

AutoCAD SHX Text
2744

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
RR. SPURR

AutoCAD SHX Text
JL. SWEDROCK

AutoCAD SHX Text
COPYRIGHT   2021

AutoCAD SHX Text
BME Associates

AutoCAD SHX Text
c

AutoCAD SHX Text
DRAWING TITLE

AutoCAD SHX Text
CLIENT

AutoCAD SHX Text
LOCATION

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
PROJECT ENGINEER

AutoCAD SHX Text
PROJECT MANAGER

AutoCAD SHX Text
Drawing Alteration

AutoCAD SHX Text
of the alteration."

AutoCAD SHX Text
alteration, and a specific description

AutoCAD SHX Text
by his signature and the date of such

AutoCAD SHX Text
and the notation "altered by" followed 

AutoCAD SHX Text
surveyor shall affix to the item his seal

AutoCAD SHX Text
altered, the altering engineer or land

AutoCAD SHX Text
seal of an engineer or land surveyor is

AutoCAD SHX Text
item in any way. If an item bearing the

AutoCAD SHX Text
engineer or land surveyor to alter any

AutoCAD SHX Text
direction of a licensed professional

AutoCAD SHX Text
person, unless he is acting under the

AutoCAD SHX Text
"It is a violation of this law for any

AutoCAD SHX Text
drawing:

AutoCAD SHX Text
145 Section 7209 and applies to this

AutoCAD SHX Text
New York State Education Law Article

AutoCAD SHX Text
The following is an excerpt from the 

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
FINAL DETAIL SHEET

AutoCAD SHX Text
 CITY OF ROCHESTER,  MONROE COUNTY,  NEW YORK STATECITY OF ROCHESTER,  MONROE COUNTY,  NEW YORK STATE,  MONROE COUNTY,  NEW YORK STATEMONROE COUNTY,  NEW YORK STATE COUNTY,  NEW YORK STATE

AutoCAD SHX Text
ALTA VISTA HOUSING LLC 954 CLIFFORD AVE. ROCHESTER, NY 14621

AutoCAD SHX Text
P:\2744\Drawings\Final\2744 Detail Base.dwg

AutoCAD SHX Text
NOTE:  NEW 10"X8" SDR-21 PVC WYE FITTING, AND NEW 10"X6" SDR-21 PVC WYE FITTING OR OTHERWISE NOTED ON PLANS

AutoCAD SHX Text
BACKFILL (SEWER)     

AutoCAD SHX Text
6" MINIMUM

AutoCAD SHX Text
CLASS K CONCRETE

AutoCAD SHX Text
   NOTED ON THE DRAWINGS. 

AutoCAD SHX Text
   DURING PIPE INSTALLATION.      

AutoCAD SHX Text
   TYPE OF PIPE SUPPORT IS NOT TO BE USED 

AutoCAD SHX Text
5. TEMPORARY OR PERMANENT BLOCKS OR ANY OTHER 

AutoCAD SHX Text
   (SEWER) IS PLACED UP TO FINISHED SURFACE-AS 

AutoCAD SHX Text
   FINISHED SURFACE IF SELECT GRANULAR BACKFILL 

AutoCAD SHX Text
   (SEWER) OF TEMPORARY PAVEMENT (IF USED), OR 

AutoCAD SHX Text
4. UPPER PAY LIMIT FOR SELECT GRANULAR BACKFILL

AutoCAD SHX Text
3. UPPER PAY LIMITS FOR ROCK EXCAVATION IS TOP 

AutoCAD SHX Text
   EXISTING SURFACE, AT TIME OF TRENCH EXCAVATION.

AutoCAD SHX Text
2. UPPER PAY LIMITS FOR TRENCH EXCAVATION IS TOP OF

AutoCAD SHX Text
   MINIMUM REQUIRED FOR EXCAVATION AND BACKFILL.

AutoCAD SHX Text
1. LIMITS SHOWN ARE MAXIMUM ALLOWED AND

AutoCAD SHX Text
CONCRETE CRADLE

AutoCAD SHX Text
   SURFACE OF ROCK.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
LIMIT OF TRENCH EXCAVATION

AutoCAD SHX Text
 1/4 O.D.(3"MINIMUM)

AutoCAD SHX Text
BACKFILL (SEWER)

AutoCAD SHX Text
SELECT GRANULAR

AutoCAD SHX Text
12"

AutoCAD SHX Text
DETAILS BELOW

AutoCAD SHX Text
 SEE CRADLE

AutoCAD SHX Text
IN RECONSTRUCTION AREA

AutoCAD SHX Text
NO. R601-1

AutoCAD SHX Text
STD. DWG.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
2-17-95

AutoCAD SHX Text
9-2-91

AutoCAD SHX Text
STONE CRADLE

AutoCAD SHX Text
TRENCH

AutoCAD SHX Text
SEWER LATERAL

AutoCAD SHX Text
CITY OF ROCHESTER

AutoCAD SHX Text
STONE BEDDING

AutoCAD SHX Text
6" MINIMUM

AutoCAD SHX Text
BACKFILL (SEWER)

AutoCAD SHX Text
SELECT GRANULAR

AutoCAD SHX Text
EACH SIDE

AutoCAD SHX Text
12" 

AutoCAD SHX Text
 1/2  O.D.

AutoCAD SHX Text
12"

AutoCAD SHX Text
EARTH AREA ABOVE ROCK

AutoCAD SHX Text
AND BACKFILL LIMITS IN 

AutoCAD SHX Text
ADDITIONAL EXCAVATION

AutoCAD SHX Text
TOP OF ROCK

AutoCAD SHX Text
12"

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
6"

AutoCAD SHX Text
EXCAVATION

AutoCAD SHX Text
TRENCH

AutoCAD SHX Text
LIMIT OF

AutoCAD SHX Text
SECTION SEE STD. DWG.

AutoCAD SHX Text
TEMPORARY PAVEMENT

AutoCAD SHX Text
SELECT GRANULAR

AutoCAD SHX Text
NO. R412-1  

AutoCAD SHX Text
O.D.+2'

AutoCAD SHX Text
INSTALLATION

AutoCAD SHX Text
AT TIME OF PIPE 

AutoCAD SHX Text
EXISTING SURFACE 

AutoCAD SHX Text
6"

AutoCAD SHX Text
21" TO 36"

AutoCAD SHX Text
1.5'

AutoCAD SHX Text
9"

AutoCAD SHX Text
OVER 36"

AutoCAD SHX Text
1.5'

AutoCAD SHX Text
12"

AutoCAD SHX Text
6"

AutoCAD SHX Text
1.0'

AutoCAD SHX Text
UP TO 18"

AutoCAD SHX Text
DIM. B

AutoCAD SHX Text
DIM. A

AutoCAD SHX Text
PIPE DIA.

AutoCAD SHX Text
A

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
A

AutoCAD SHX Text
Stone Bedding

AutoCAD SHX Text
Rock

AutoCAD SHX Text
Trench backfill shall be as required by the highway owner. Select fill shall be sand, gravel, and similar material which shall be free from clay, loam, organic material, debris, frozen material and shall contain only small amounts of stone, pebbles, or lumps over one inch in greatest dimension, but none over two inches in greatest dimension. Stone bedding shall mean approved imported aggregate meeting the requirements of the New York State Department of Transportation, Standard Specification, "Crushed Stone", primary size 1 or a mixture of primary size 1 and 2, washed. Coarse aggregate shall mean approved imported aggregate meeting the requirements of the New York State Department of Transportation, Standard Specification, "Crushed Stone", primary size 3 or a mixture of primary size 3 and 4. This Figure 1.01 applies to Pure Waters sanitary, storm, and combined mainline sewers and lateral pipe installations, as well as forcemains.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
Stone Bedding

AutoCAD SHX Text
Compacted Select Fill

AutoCAD SHX Text
Compacted Select Fill

AutoCAD SHX Text
Limit Of Trench Excavation

AutoCAD SHX Text
Undisturbed Ground

AutoCAD SHX Text
Undisturbed Ground

AutoCAD SHX Text
B

AutoCAD SHX Text
1/2

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
Min.

AutoCAD SHX Text
12"

AutoCAD SHX Text
Stone Bedding Or Coarse Aggregate, As Determined By The Developer's Engineer

AutoCAD SHX Text
Limit Of Trench Excavation

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
12"

AutoCAD SHX Text
Min.

AutoCAD SHX Text
B

AutoCAD SHX Text
1/2

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
Rock

AutoCAD SHX Text
Rock

AutoCAD SHX Text
Undisturbed Ground

AutoCAD SHX Text
Undisturbed Ground

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
Concrete 3000 psi

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
Limit Of Trench Excavation

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
Limit Of Trench Excavation

AutoCAD SHX Text
A

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
A

AutoCAD SHX Text
Compacted Select Fill

AutoCAD SHX Text
Concrete 3000 psi

AutoCAD SHX Text
12"

AutoCAD SHX Text
Min.

AutoCAD SHX Text
B

AutoCAD SHX Text
3"

AutoCAD SHX Text
Min. Or 1/4 OD

AutoCAD SHX Text
Time Printed:

AutoCAD SHX Text
Filename:

AutoCAD SHX Text
MONROE COUNTY PURE WATERS

AutoCAD SHX Text
Tues Feb 15 09:45 2005

AutoCAD SHX Text
RedBookFinal2005\Red-Fig1.01.dwg

AutoCAD SHX Text
FIGURE 1.01

AutoCAD SHX Text
BEDDING DETAILS

AutoCAD SHX Text
Final 02-15-2005

AutoCAD SHX Text
Feb 2005

AutoCAD SHX Text
CONCRETE ENCASEMENT

AutoCAD SHX Text
CONCRETE CRADLE CLASS "A"

AutoCAD SHX Text
FIRST CLASS CLASS "B"

AutoCAD SHX Text
SPECIAL BEDDING IN UNSTABLE MATERIAL

AutoCAD SHX Text
STANDARD FRAME & COVER

AutoCAD SHX Text
SET IN MORTAR

AutoCAD SHX Text
7"

AutoCAD SHX Text
GRADE RINGS - MAX. 8" SET

AutoCAD SHX Text
IN MORTAR

AutoCAD SHX Text
PRECAST REINFORCED CONCRETE 

AutoCAD SHX Text
COVER SLAB A.S.T.M. C-478

AutoCAD SHX Text
%%USTORM INLET MANHOLE TOP SLAB DETAIL

AutoCAD SHX Text
NTS

AutoCAD SHX Text
3'-0" SQUARE

AutoCAD SHX Text
N.Y.S.D.O.T. GALVANIZED

AutoCAD SHX Text
RETICULINE FRAME AND

AutoCAD SHX Text
GRATE WITH INTERMEDIATE

AutoCAD SHX Text
SUPPORT #1

AutoCAD SHX Text
#4 REBAR

AutoCAD SHX Text
%%UPLAN

AutoCAD SHX Text
2'-0"

AutoCAD SHX Text
SQUARE

AutoCAD SHX Text
8"

AutoCAD SHX Text
3"

AutoCAD SHX Text
PRECAST REINFORCED CONCRETE

AutoCAD SHX Text
BY MFR. (2 COATS)

AutoCAD SHX Text
OUTSIDE COVER DAMP-PROOFED

AutoCAD SHX Text
SEWER LATERAL

AutoCAD SHX Text
SHALL BE CRUSHER RUN STONE 

AutoCAD SHX Text
%%USTANDARD STORM MANHOLE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SEAL AROUND DOGHOUSE OPENING

AutoCAD SHX Text
12"

AutoCAD SHX Text
6"

AutoCAD SHX Text
(NYSDOT SPEC. 304-2.02, TYPE 2)

AutoCAD SHX Text
WATERSTOP-RX OR APPROVED EQUIVALENT

AutoCAD SHX Text
COAT INSIDE AND OUTSIDE SURFACES

AutoCAD SHX Text
WITH 2 COATS OF APPROVED BITUMASTIC

AutoCAD SHX Text
COAL TAR SEALER (ASTM D-450, TYPE B)

AutoCAD SHX Text
UNDISTURBED EARTH

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
DIA.+2"

AutoCAD SHX Text
PIPE

AutoCAD SHX Text
SEE TABLE

AutoCAD SHX Text
DIAMETER VARIES

AutoCAD SHX Text
(MAX. 3 COURSES)

AutoCAD SHX Text
REINFORCED PRECAST CONCRETE

AutoCAD SHX Text
SUPER "O" RING JOINT AND GASKET

AutoCAD SHX Text
ECCENTRIC MASONRY OPENING

AutoCAD SHX Text
BACKFILL SHALL BE SELECT MATERIAL

AutoCAD SHX Text
(NYSDOT SPEC. 203-2.02) IF OUTSIDE

AutoCAD SHX Text
PAVEMENT.  IF IN PAVEMENT, BACKFILL

AutoCAD SHX Text
TO BE DESIGNED AND CONSTRUCTED

AutoCAD SHX Text
FLAT COVER SLAB WITH 24" DIA.

AutoCAD SHX Text
FOR H-20 LOADING

AutoCAD SHX Text
CAST IRON  FRAME & COVER TO BE

AutoCAD SHX Text
NEENAH R-1726-A OR APPROVED

AutoCAD SHX Text
EQUIVALENT WITH MACHINED BEARING

AutoCAD SHX Text
BRICK OR PRECAST SPACERS

AutoCAD SHX Text
SURFACE, AND THE WORD STORM

AutoCAD SHX Text
PRINTED ON TOP

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
NOTE: OPENING IN ECCENTRIC SLAB SHALL BE ALIGNED

AutoCAD SHX Text
MANHOLE STEPS

AutoCAD SHX Text
AT 12" O.C. 

AutoCAD SHX Text
24"

AutoCAD SHX Text
WITH STEPS AND DOWNSTREAM INVERT

AutoCAD SHX Text
24"

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
DO NOT PLACE OVER PREFORMED PIPE OPENINGS

AutoCAD SHX Text
OR SEE "STORM INLET MANHOLE TOP SLAB DETAIL"

AutoCAD SHX Text
MANHOLE RISER A.S.T.M. C-478 (SEE STANDARD STORM MANHOLE DETAIL)

AutoCAD SHX Text
TAPPING VALVE

AutoCAD SHX Text
NEW WATER SERVICE PIPE (SEE DETAIL S970-4)

AutoCAD SHX Text
TAPPING SLEEVE

AutoCAD SHX Text
CITY OF ROCHESTER

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
NON-STANDARD DWG.NO.S966-9

AutoCAD SHX Text
7-7-16

AutoCAD SHX Text
ANODE AT TAPPING SLEEVE AND VALVE ON EXISTING CAST/ DUCTILE IRON WATER MAIN

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. USE HIGH POTENTIAL MAGNESIUM ANODE IN USE HIGH POTENTIAL MAGNESIUM ANODE IN PREPACKAGED CLOTH  BAG WITH BACKFILL. BARE BAG WITH BACKFILL. BARE WEIGHT OF ANODE INGOT (EXCLUDING  BACKFILL) AND BACKFILL) AND NUMBER OF ANODES AS NOTED ON PLANS OR AS  DIRECTED BY PROJECT MANAGER. 2.  ANODE IS TO BE PLACED IN TRENCH, WITH ANODE ANODE IS TO BE PLACED IN TRENCH, WITH ANODE CENTERLINE 6  INCHES MINIMUM BELOW BOTTOM OF MAIN INCHES MINIMUM BELOW BOTTOM OF MAIN AND 2 FEET    MINIMUM FROM SIDE WALL OF MINIMUM FROM SIDE WALL OF MAIN. ANODE TO BE SURROUNDED  WITH NATIVE BACKFILL. WITH NATIVE BACKFILL. 3. WHEN TWO ANODES ARE REQUIRED AT NEW WATER WHEN TWO ANODES ARE REQUIRED AT NEW WATER SERVICE, THE  SECOND ANODE SHALL BE LOCATED ON SECOND ANODE SHALL BE LOCATED ON OPPOSITE SIDE OF THE        TAPPING SLEEVE AND VALVE. 

AutoCAD SHX Text
ANODE LEAD WIRE #12 AWG SOLID COPPER WITH BLACK TW, THWN/THHN INSULATION

AutoCAD SHX Text
MAGNESIUM ANODE- SEE NOTES 1 AND 2

AutoCAD SHX Text
EXISTING CAST OR DUCTILE IRON WATER MAIN

AutoCAD SHX Text
THERMITE WELD CONNECTION. COPPER SLEEVE REQUIRED- SEE DWG. S966-2

AutoCAD SHX Text
ELEVATION

AutoCAD SHX Text
EXISTING CAST OR DUCTILE IRON WATER MAIN

AutoCAD SHX Text
2' MIN.

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
MAGNESIUM ANODE  (SEE NOTES 1 AND 2 AND DETAIL S-966-1)

AutoCAD SHX Text
2' MIN.

AutoCAD SHX Text
ADDITIONAL ANODE IF REQUIRED-  SEE NOTE 3

AutoCAD SHX Text
ANODE LEAD WIRE

AutoCAD SHX Text
THERMITE WELD CONNECTION COPPER SLEEVE REQUIRED- SEE DWG. S966-2.

AutoCAD SHX Text
TAPPING VALVE

AutoCAD SHX Text
SEE DETAIL S900-12 WATER SERVICE TAP EXCAVATION

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
ADDITIONAL ANODE IF REQUIRED-  SEE NOTE 3

AutoCAD SHX Text
NEW WATER SERVICE PIPE (SEE DETAIL S970-4)

AutoCAD SHX Text
CITY OF ROCHESTER

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
4-29-11

AutoCAD SHX Text
NON-STANDARD DWG.NO.S900-12

AutoCAD SHX Text
WATER SERVICE TAP EXCAVATION

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ALL   EXCAVATIONS ARE ADEQUATELY PROTECTED EXCAVATIONS ARE ADEQUATELY PROTECTED IN ACCORDANCE   WITH OCCUPATIONAL SAFETY AND WITH OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION   (OSHA) REGULATIONS. (OSHA) REGULATIONS. 2.  SHORING MUST BE FURNISHED BY THE CONTRACTOR IN SHORING MUST BE FURNISHED BY THE CONTRACTOR IN ACCORDANCE WITH OSHA REGULATIONS, AND ADEQUATE   CLEARANCES PROVIDED, WHEREVER CLEARANCES PROVIDED, WHEREVER WATER BUREAU PERSONNEL  MUST ENTER AN EXCAVATION. MUST ENTER AN EXCAVATION. EXCEPTIONS TO THIS POLICY CAN  ONLY BE MADE BY THE ONLY BE MADE BY THE DIRECTOR OF WATER OR HIS    REPRESENTATIVE. REPRESENTATIVE. 3. THE CONTRACTOR SHALL MAKE AND SHORE THE THE CONTRACTOR SHALL MAKE AND SHORE THE EXCAVATION,   CLEAN THE AREA OF THE WATER MAIN CLEAN THE AREA OF THE WATER MAIN FOR THE TAP, ATTACH THE  TAPPING SLEEVE AND VALVE TAPPING SLEEVE AND VALVE TO THE MAIN FOR SERVICES 4-INCH  DIAMETER AND DIAMETER AND LARGER OR ATTACH THE TAPPING SADDLE (WHERE  REQUIRED) TO THE MAIN FOR SERVICES 2-INCH DIAMETER AND  SMALLER AND INSURE THAT THE WORK AREA IS READY SMALLER AND INSURE THAT THE WORK AREA IS READY FOR   INSPECTION BY BUREAU PERSONNEL PRIOR TO INSPECTION BY BUREAU PERSONNEL PRIOR TO MAKING THE TAP. 

AutoCAD SHX Text
EXISTING WATER MAIN

AutoCAD SHX Text
B

AutoCAD SHX Text
SHORING

AutoCAD SHX Text
C

AutoCAD SHX Text
MINIMUM CLEARANCE DIMENSIONS

AutoCAD SHX Text
EXCAVATION FOR

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
SMALL SERVICE TAP           (2-INCH AND SMALLER)

AutoCAD SHX Text
0'-6"

AutoCAD SHX Text
5'-0"

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
LARGE SERVICE TAP (4-INCH AND LARGER)

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
7'-0"

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
EXISTING WATER MAIN

AutoCAD SHX Text
B

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
ELEVATION

AutoCAD SHX Text
SHORING

AutoCAD SHX Text
EXCAVATION BOTTOM

AutoCAD SHX Text
EXCAVATION WALL

AutoCAD SHX Text
SURFACE GRADE

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
CITY OF ROCHESTER

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
9-2-91

AutoCAD SHX Text
STD. DWG. NO. R913-3 

AutoCAD SHX Text
WATER SERVICE CARD 

AutoCAD SHX Text
PROPERTY ADDRESS:

AutoCAD SHX Text
DATE OF INSTALLATION:

AutoCAD SHX Text
CONTRACTOR/PLUMBER:

AutoCAD SHX Text
TAP INSTALLED BY:

AutoCAD SHX Text
INSPECTOR:

AutoCAD SHX Text
TAP OR GUARD VALVE LOCATION (IF DIFFERENT):

AutoCAD SHX Text
1.  WATER SERVICE CARD WILL BE SUPPLIED BY WATER BUREAU. REQUIRED INFORMATION IS TO WATER SERVICE CARD WILL BE SUPPLIED BY WATER BUREAU. REQUIRED INFORMATION IS TO BE TYPED OR NEATLY PRINTED ON WATER SERVICE CARD. 2.  WATER SERVICE CARD FOR WATER SERVICE THAT IS ABANDONED AT TAP IS TO BE MARKED WATER SERVICE CARD FOR WATER SERVICE THAT IS ABANDONED AT TAP IS TO BE MARKED "ABANDONED AT TAP" ACROSS FACE OF WATER SERVICE CARD WITH CONTRACTOR'S NAME AND DATE ABANDONED BEING  NOTED. NOTED. 3.  MEASUREMENT FOR LOCATION OF CURB STOP IS TO BE TAKEN FROM RIGHT-OF-WAY MEASUREMENT FOR LOCATION OF CURB STOP IS TO BE TAKEN FROM RIGHT-OF-WAY EXTENSION OF NEAREST INTERSECTING STREET AS MEASURED PARALLEL TO STREET ON WHICH WATER SERVICE IS INSTALLED, OR FROM NEAREST HYDRANT LOCATED OFF OF SAME WATER MAIN, WHICHEVER IS CLOSER (SEE NOTE 4 FOR EXCEPTION). WHENEVER POSSIBLE, MEASUREMENTS SHOULD BE LESS THAN 300 FEET. 4. IF NEAREST INTERSECTING STREET RIGHT-OF-WAY EXTENSION IS NOT PERPENDICULAR TO IF NEAREST INTERSECTING STREET RIGHT-OF-WAY EXTENSION IS NOT PERPENDICULAR TO THE STREET RIGHT-OF-WAY ON WHICH THE CURB STOP IS LOCATED, THE CURB STOP MEASUREMENT SHOULD BE TAKEN  FROM THE NEAREST HYDRANT ATTACHED TO THE WATER MAIN FROM THE NEAREST HYDRANT ATTACHED TO THE WATER MAIN WHICH THE WATER SERVICE IS CONNECTED TO. IF SUCH A HYDRANT IS NOT AVAILABLE, THEN ANOTHER PERMANANT FEATURE, PRE-APPROVED BY THE WATER BUREAU, SHALL BE USED FOR THE CURB STOP MEASUREMENT.

AutoCAD SHX Text
10-23-13

AutoCAD SHX Text
STREET SERVICE TAPPED ON (IF DIFFERENT):

AutoCAD SHX Text
DOMESTIC OR HOLLY SYSTEM?

AutoCAD SHX Text
TAP SIZE:

AutoCAD SHX Text
SIDE OF ST. TAPPED:

AutoCAD SHX Text
SERVICE LENGTH:

AutoCAD SHX Text
CURB STOP/VALVE SIZE:

AutoCAD SHX Text
SERVICE MATERIAL:

AutoCAD SHX Text
MEASURED FROM ROW OF NEAREST INTERSECTING STREET OR HYDRANT, WHICHEVER IS CLOSER

AutoCAD SHX Text
DISTANCE, MAIN TO ROW LINE:

AutoCAD SHX Text
INSULATOR INSTALLED?

AutoCAD SHX Text
ANODE INSTALLED?

AutoCAD SHX Text
INSIDE SERVICE MATERIAL & SIZE:

AutoCAD SHX Text
IF YES, SIZE:

AutoCAD SHX Text
IF YES, WHERE:   TAP

AutoCAD SHX Text
CURB OR OPERATING VALVE LOCATION

AutoCAD SHX Text
:

AutoCAD SHX Text
OCT. 2013

AutoCAD SHX Text
5.  MEASUREMENTS ARE TO BE ENTERED IN TENTHS OF MEASUREMENTS ARE TO BE ENTERED IN TENTHS OF FEET. DO  NOT USE INCHES. ROUNDING TO THE NOT USE INCHES. ROUNDING TO THE NEAREST 0.5 FEET IS ACCEPTABLE. 6.  IF SERVICE IS INSTALLED WITH HORIZONTAL BEND, IF SERVICE IS INSTALLED WITH HORIZONTAL BEND, DRAW A SKETCH ON THE BACK OF THE CARD SHOWING THE LOCATIONS OF THE  MAIN, CORPORATION, SERVICE MAIN, CORPORATION, SERVICE AND CURB STOP. THE DISTANCE BETWEEN THE BEND AND CURB STOP AND OFFSET DIMENSIONS BETWEEN THE BEND AND THE CORPORATION AND CURB STOP SHOULD BE SHOWN IN THE SKETCH.

AutoCAD SHX Text
   CURB STOP

AutoCAD SHX Text
LBS.,  ATTACHED TO: TAP

AutoCAD SHX Text
, SERVICE

AutoCAD SHX Text
, MAIN

AutoCAD SHX Text
CITY OF ROCHESTER

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
NON-STANDARD DWG.NO.S901-8 

AutoCAD SHX Text
1-13-06

AutoCAD SHX Text
HYDRANT

AutoCAD SHX Text
HYDRANT BRANCH

AutoCAD SHX Text
TERMINATION BOX 

AutoCAD SHX Text
TRACER WIRE

AutoCAD SHX Text
TERMINAL BOARD

AutoCAD SHX Text
TAPE OR PLASTIC STRAPS AT MAXIMUM 8' INTERVALS 

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
3' MAXIMUM 

AutoCAD SHX Text
PLASTIC WATER MAIN PIPE 

AutoCAD SHX Text
WHEN NECESSARY, USE END TO END SPLICE CONNECTOR FOR CONNECTING WATER MAIN TRACER WIRE TO WATER MAIN TRACER WIRE ONLY - SEE DETAIL S901-10 

AutoCAD SHX Text
1. FOR OPEN CUT INSTALLATION, TRACER WIRE IS TO BE #12 AWG  SOLID COPPER WITH 30 MIL BLUE HMWPE SOLID COPPER WITH 30 MIL BLUE HMWPE INSULATION. FOR TRENCHLESS INSTALLATION, TRACER WIRE IS TO BE #12 AWG  SOLID COPPER CLAD STEEL CORE SOLID COPPER CLAD STEEL CORE WITH 45 MIL BLUE HDPE INSULATION. 2. FOR PLASTIC WATER MAIN PIPE, TRACER WIRE IS TO RUN ALONG TOP OF AND BE SECURED TO WATER MAIN PIPE WITH PLASTIC STRAPS OR TAPE PLACED AT MAXIMUM 8 FEET INTERVALS. AT WATER VALVE, TRACER WIRE IS TO RUN ALONG SIDE OF PLASTIC  WATER MAIN PIPE. WATER MAIN PIPE. 3. TRACER WIRE IS TO BE CONNECTED TO TERMINATION BOX INSTALLED ADJACENT TO HYDRANT. EXTEND TRACER WIRE UP  INSIDE OF TERMINATION BOX LEAVING MINIMUM INSIDE OF TERMINATION BOX LEAVING MINIMUM OF 3 FEET OF TRACER WIRE COILED UP INSIDE TOP OF TERMINATION BOX. CONNECT END OF TRACER WIRE TO TERMINAL BOARD.

AutoCAD SHX Text
6-1-09

AutoCAD SHX Text
PLASTIC WATER MAIN TRACER WIRE INSTALLATION 

AutoCAD SHX Text
EXISTING GROUND OR PAVEMENT SURFACE

AutoCAD SHX Text
FILL ALL AROUND WITH CONCRETE EXCEPT IN PAVEMENT.  COAT WITH APPROVED BITUMASTIC COAL TAR SEALER.

AutoCAD SHX Text
RISER AND COVER SLAB JOINTS AND LIFT HOLES SHALL BE FILLED WITH NON-SHRINK GROUT AND SEALED WITH 2 COATS OF APPROVED BITUMASTIC COAL TAR SEALER

AutoCAD SHX Text
REINFORCED PRECAST CONCRETE RISER SECTIONS (ASTM C-478)

AutoCAD SHX Text
MORTAR ALL EXTERIOR JOINTS

AutoCAD SHX Text
PRECAST OR CAST IN PLACE MANHOLE BASE (ASTM C-478)

AutoCAD SHX Text
SEE "STORMTECH" DETAILS FOR STRUCTURE PIPE REQUIREMENTS

AutoCAD SHX Text
12" MIN. #1 AND #2 CRUSHED STONE (NYSDOT GRADATION TABLE 703-4) LEVELING BASE THOROUGHLY COMPACTED

AutoCAD SHX Text
(SHEET 2 of 5)

AutoCAD SHX Text
VJ. SCHLAGETER

AutoCAD SHX Text
DECEMBER 07, 2021

AutoCAD SHX Text
ALTA VISTA AT ST. JOSEPH'S PARK

AutoCAD SHX Text
E

AutoCAD SHX Text
X

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
L


P:\2744\Drawings\Final\2744 Detail Base.dwgw

Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land

LIMIT OF ) AREA OF BEARING FACE OF THRUST BLOCK IN SQUARE FEET UL/FM APPROVED UL/FM APPROVED hall affix to the item his seal
TRENCH  EXCAVATION EMPORARY NOTES: (AREA BASED ON INTERNAL PRESSURE OF 150 PSIG OSEY FLANGED OSEY FLANGED and the notation ~atered by" followed
I AND - AND SOIL BEARING PRESSURE OF 2000 PSF) (SEE NOTE 1) END GATE VALVE END GATE VALVE by his signature and the date of such
PAVEMENT SECTION — 1. IF DIMENSION "A" BETWEEN THE CENTERLINE OF THE WATER MAIN AND THE FACE OF CURB IS 6 EXISTING TRACER (OPEN LEFT) (OPEN LEFT) et e St
PAVEMENT RESTORATION SEE DETAL R412—1 FEET OR LESS, THE CURB VALVE IS NOT REQUIRED. CURB VALVE IS REQUIRED WHEN DIMENSION ST WIRE FOR PLASTIC BULDING PIPE BEND TEE REDUCER of the alteration.”
6" EACH SIDE oD* + 24— EXISTING SURFACE A" EXCEEDS 6 FEET. WATER WATER MAN CURB WALL SIZE 90 45 | 22-1/2"|11-1/4| PLUG SIZE | AREA
MAIN — TR
NEW PAVEMENT AT TIME OF WATER 2. A METER VAULT MAY BE REQUIRED FOR A DOMESTIC SERVICE, WHEN THE WATER SERVICE LENGTH, A WATER . 4 -6 4 2.5 1.5 L 3 |87 x4 2 PIPE WITH SOLID_ — — PIPEWITH SOLID s ~\
SECTION f PIPE INSTALLATION AS MEASURED FROM THE STREET RIGHT—OF—WAY LINE TO THE BUILDING WALL, EXCEEDS 100 FEET. SERVICE PIPE _ |4 T oIPE SLEEVE 8 7 4 2 1 5 |8 x 6| 25 : N >
WHEN THE WATER SERVICE LENGTH EXCEEDS 100 FEET, THE WATER BUREAU WILL REVIEW THRUST (SEE DETAIL " TR FROM )
BOOR SEE NOTE 2 AND SEAL 12 14.5 8 4 2 105 12" x 87 55 flow =~ | ¢
FINAL FULL DEPTH NP EACH NEW WATER SERVICE PLAN TO DETERMINE IF THE METER SHOULD EITHER BE PLACED; $900-2) SEE NOTE - METER Dt
SAW CUT EACH SIDE ™ = |7 f ADDITIONAL INSIDE OF THE HEATED BUILDING; IN A METER VAULT OUTSIDE OF THE BUILDING NEAR THE —— 5905 WATER—] 12" MINIMUM AL .
= - EXCAVATION RIGHT—OF—WAY LINE OR IN A HEATED ABOVE GROUND ENCLOSURE NEAR THE RIGHT—OF—WAY  LINE. | METER VAULT, IF 6 e CLASS K e
INITIAL FULL DEPTH - 65” l&—— AND BACKFILL X REQUIRED BY | ™ THRUST BLOCKS (TYPICAL) CONCRETE =3
SAW CUT EACH SIDE ~ IN EARTH AREA 3. ALL JOINTS ON NEW WATER SERVICE PIPE, FITTINGS AND VALVES SHALL BE MECHANICALLY ' TRACER WIRE FOR WATER BUREAU =<—__|.]  gyuioING THRUST BLOCK 77
TAPPING PLASTIC WATER ] (TYPICAL) AIR GAP FUNNEL -
ABOVE ROCK RESTRAINED. CONCRETE  THRUST BLOCKS ARE ALSO REQUIRED AT FITTINGS PER DETAIL DRAWINGS SLEEVE SERVICE. (SEE CURB VALVE ;| INTERIOR SteNoTES)
SELECT GRANULAR S900-4, S900-5, S900-9 AND S900-10. OR DETAIL S901-9) (SEE NOTE 1) ;
BACKFILL (WATER) . ROCK © NEW "
TEE
WARNING TAPE FOR ALL OPEN [ o EA - éE RI,BACKFLOW PREVENTION DEVICE IS REQUIRED ON ALL DOMESTIC WATER SERVICES 1% AND g A
CUT INSTALLATIONS OF WATEl o = : ?SRE’E'%'TNEES),'
MAIN AND WATER SERVICE PIPE g:b w 5. NEW WATER SERVICE SHALL BE PRESSURE TESTED FROM GUARD VALVE TO WITHIN 5 FEET OF PLAN =
. -0 % EXTERIOR BUILDING WALL. PRESSURE TESTING SHALL BE PERFORMED IN ACCORDANCE WITH EARING
;E/A}STEIE afTiRFOMiI — SPECIFICATION  S900—3.05. PIPE, FITTING AND  VALVE JOINTS ON PORTION OF SERVICE NOT UNDISTURBED F TACE 7 T
ST (ATER MAIN . 9 SUBJECT TO PRESSURE TEST SHALL BE LEAK TESTED AT NORMAL OPERATING PRESSURE. MINMOM EARTH (TYPICAL) (TYPICAL) TYPICAL INSECT SCREEN — e
PIPE : 6. WHEN THE LENGTH OF THE NEW WATER SERVICE EXCEEDS 50 FEET, WATER SERVICE SHALL BE PAVEMENT cuRey [<3 > ’lg,@iﬂgﬁl‘ _ REFER TO AT TEE AT BEND ELEVATION BUILDING FLOOR 2
SAND BEDDING_____- " ) ' DISINFECTED USING THE CONTINUOUS FEED METHOD IN ACCORDANCE WITH SPECIFICATION /SURFACE B\ -] WATER \ _ &
AND BACKFILL ' ) S900—-3.06. FOR WATER SERVICES LESS THAN 50 FEET, ALL WATER SERVICE PIPE, FITTINGS AND , S| METER oN ; N CRETC I T (2]
VALVES SHALL BE SPRAY OR SWAB DISINFECTED WITH 1%—5% CHLORINE  SOLUTION. VALVE( ; T x “!  DETALS . . . é
POLYETHYLENE WRAP FOR NEW ; 4 [ BOX (TYP. i $970-5 "
DUCTILE IRON WATER MAIN AND— |:‘: f o 6" MINIMUM 7. ON PLASTIC WATER SERVICES, WHEN DIMENSION "A” IS 6 FEET OR LESS AND THE CURB VALVE IS SEE DETAIL 4.5 FEET MIN. DOMESTIC < L%l  THROUGH \éRmsMEngLS%R
WATER SERVICE PIPE NOT REQUIRED, EXTEND TRACER WIRE ALONG SERVICE TO RIGHT—OF—WAY LINE AND INSTALL S900—12 WATER | |50 FEET MIN. HOLLY o "1 $970-8 AND ELEVATION
BOTTOM LIMIT OF TRACER WIRE TERMINATION BOX AT RIGHT—OF—WAY. SERVICE TAP : 5y a1  BACKFLOW
EXCAVATION (v . PREVENTER NOTES:
TRENCH EXCAVATION » TRACER | ™ ~'SEE NOTE 2 DETAILS '
127 EACH SIDE 8. ONE MAGNESIUM ANODE IS TO BE INSTALLED ON EACH PIECE OF NEW DUCTILE IRON WATER . S WIRE == AND DETAL S971-2 AND 1. THE BACKFLOW PREVENTER SHALL NOT BE SUBJECT TO FLOODING.
SERVICE PIPE BETWEEN THE WATER MAIN AND RIGHT—OF—WAY LINE. SEE DETAIL S966—2. USE 17 i ) Az TR 2s971-3
NEW WATER MAIN OR POUND ANODE ON 4 INCH AND 6 INCH PIPE, 32 POUND ANODE ON 8 INCH AND 10 INCH PIPE L REQUIRED BY . 2. BYPASS PIPING SHALL NOT BE INSTALLED AROUND BACKFLOW
WATER SERVICE PIPE OD* = OUTSIDE DIAMETER AND 48 POUND ANODE ON 12 INCH PIPE. WATER BUREAU - PREVENTER.
OF PIPE IN INCHES .
1. LIMITS SHOWN ARE MAXIMUM ALLOWED AND MINIMUM CURB VALVE
REQUIRED FOR EXCAVATION AND BACKFILL. giGHAT‘"_LOEE@m‘E LR';%NTgAgERI:ga\ﬂfgr)F’I"\F;EEOTJI_:'.'F\EYSLE’L'\ED E\I/\IAEI:_XgSMII-E(I\)I‘CI';ATED WITHIN THE STREET GUARD VALVE (OPEN (OPEN RIGHT) USE A NOTES: AT TEE, CROSS AND PLUG 3. NO TAPS, HOSE BIBBS, DRAIN VALVES OR OTHER SIMILAR FITTINGS
. RIGHT) USE RESILIENT RESILIENT SEAT — SHALL BE INSTALLED UPSTREAM OF BACKFLOW PREVENTER.
2. _UPPER LIMIT FOR TRENCH EXCAVATION IS TOP OF SEAT VAPEING VALVE WITH (SEE NOTE & AND  GATE VALVE DOMESTIC. WATER MAIN PISE LANGER THAN 12 INCUES DIMENSIONS:
EXISTING SURFACE AT TIME OF TRENCH EXCAVATION. ‘CiN'FNg#A'B“E %{#EEOR TSEE'NT%TASLFL,/@&'L“ LCI’;IT’ZTIT(’;ES'NG iLﬁng SAENRE\’A&’?L‘T’E'E WIHTXESEVS\;E}% %R/E TACPING SLEEVE OR DETAIL S966—1) : 4. AIR GAP FUNNEL DIAMETER MUST BE AT LEAST TWO TIMES THE o ~lo|lw|l+|m| -
, ACTUAL DIAMETER OF THE RPZ RELIEF VALVE OPENING AND NOT A" =30" MINIMUM FOR ABOVE GRADE \_ J
MAY NEED TO BE CUT INTO THE EXISTING  WATER MAIN VALVE WITH TEE 2. THRUST BLOCK IS TO BE POURED AGAINST INSTALLATIONS OR 60" MINIMUM FOR
3. UPPER LIMIT FOR ROCK EXCAVATION IS TOP : ELEVATION UNDISTURBED EARTH. WIDTH OF THRUST BLOCK SHOULD LESS THAN 3 INCHES DIAMETER. BELOW GRADE INSTALLATIONS.
SURFACE OF ROCK. 11 PROPOSE([;)IN[')\E\,\/IIC/;T;%I\IIES V‘VI'CC))RIHE APPROVED PLANS REQUIRE WATER BUREAU AUTHORIZATION BEFORE BE APPROXIMATELY TWICE HEIGHT. 5. FLOOR DRAIN MUST BE SIZED TO ACCOMMODATE CATASTROPHIC " — 2% MINIMUM OR TWO TIMES THE @ WL - )
4. UPPER LIMIT FOR SELECT GRANULAR BACKFILL ' 3. THRUST BLOCK IS TO BE INSTALLED AT ALL BENDS, DISCHARGE FROM RPZ DEVICE BASED ON SITE PRESSURE AND ALL RPZ DICHARGE OPENING 3]
(WATER) IS BOTTOM OF TEMPORARY PAVEMENT, IF USED, PLUGS, TEES, AND TAPPING SLEEVE AND VALVE AT REDUCER OTHER ABOVE DRAIN FLOW RATES PER APPLICABLE CODES. ALL [ s
OTHERWISE TOP OF SURFACE. CONNECTIONS. DRAINAGE SYSTEMS SHOULD BE DESIGNED TO PREVENT INTERIOR -
CITY OF ROCHESTER CITY OF ROCHESTER NOTE: CITY OF ROCHESTER CITY OF ROCHESTER rooPNe CITY OF ROCHESTER [ T Rg
5. TEMPORARY OR PERMANENT BLOCKS OR ANY OTHER FOR NEW WATER SERVICE NOTES. SEE DETAIL 4. FACTORY CAST OFFSETS ARE TO BE TREATED AS (2) 6. FOR ALTERNATIVE AIR GAP DRAIN LINE CONFIGURATIONS . SEE U I8
TYPE OF PIPE SUPPORT IS NOT TO BE USED DURING NEW WATER SERVICE S970-5 ; NEW WATER SERVICE 45 DEGREE BENDS. : - REDUCED PRESSURE ZONE S N
PIPE INSTALLATION. WATER TRENCH HORIZONTAL DWG. 5971-3. e < o
PAVEMENT 4 INCH AND LARGER 4 INCH AND LARGER 5. FOR REDUCERS, THRUST BLOCK IS TO BE KEYED THRUST BLOCK S BACKFLOW PREVENTER AND APPURTENANCES SHALL BE CERTIFIED (RPZ) BACKFLOW w85
6. MINIMUM DEPTH OF COVER FOR WATER PIPE FROM ON EXISTING ON EXISTING INTO WALLS AND BOTTOM OF TRENCH. " TONSF/ANS! 61 PREVENTION DEVICE ( ) < W
TOP OF PROPOSED GRADE IS 4.50 FEET FOR DOMESTIC REHABILITATION DOMESTIC SYSTEM ' 2)% INCH AND LARGER g 8L
WATER PIPE, AND 5 FEET FOR HOLLY WATER PIPE, WATER MAIN — NOTES WATER MAIN 6.  MECHANICAL RESTRAINT IS REQUIRED IN ADDITION TO & PIPE AND APPURTENANCES ARE TO BE ADEQUATELY RESTRAINED 2 2 2%
UNLESS OTHERWISE NOTED ON PLANS OR AS DIRECTED ISSUED NON—=STANDARD ISSUED ISSUED THRUST BLOCK, SEE DETAIL S900-7. ISSUED ' a * [issuep o
BY PROJECT MANAGER. 1-13-06 - 8-11-11|[NON—STANDARD 8-8-11|NON—STANDARD 1-13-06[NON—STANDARD BRACED AND SUPPORTED. ALL WORK SHALL BE IN CONFORMANCE 6—21-11INON=STANDARD A <z<
REVISED  41_57-19/DWG.NO.S900—-2 REVISED DWG.N0O.S970-5 REVISED DWG.NO.S970—4 7. WOOD BLOCKING IS NOT PERMITTED. REVISED  g_7_13/DWG.NO.S900—4 WITH APPLICABLE FEDERAL, STATE AND LOCAL PLUMBING CODES.  |REVISED DWG.NO.S971-2 3
v .
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O =
25 L o
0 0 %
Z S&
O
Z
- _ J
EoE | BEND | MINUN voLOME MINIMUM DIMENSIONS (IN FEET) MINIMUM RESTRAINED LENGTH FOR WATER MAIN PIPE ADJACENT TO FITTINGS
(INCHES) CONCRETE AlBlclolelFlclan (IN FEET) (BASED ON INTERNAL PRESSURE OF 150 PSI) (SEE NOTE 1) STEP 1 STEP 2
1M-1/4 0.25 CY 1.0|25|1.0|15|05(1.0|25(05 PIPE | MINIMUM CAP | ADAPTER ,n
SIZE 90" 45" |22-1/2'|11-1/4 |REDUCER| TEE 4%
USE COPPER TUBING o [2271/2 0.50 CY 1.0[25[1.0[1.5]1.0[20[25[15 (INCHES) e / / PLUG Q T SLEEVE N\ |
FROM CURB STOP TO 45° 0.95 CY 1.0[25[1.0[30[1.5[20[25[1.5
OPEN END OF PIPE L 16 7 2 29 16 56 !
90" 1.30 CY 1.0125(20]35|1.5|2.0]|25(15 4” — 6" LHS 49 24 12 6 _ _ _ CLEAN PIPE SURFACE AT I |
EXISTING. SURFACE 170 3 -1/ 0.45 CY 10| 27[10]15|10]|15|27]1.0 LLS 16 6 3 2 -— | =1 - WELD LOCATION TO BRIGHT T WIRE I CORPER OABTER
; METAL USING MECHANICAL
INSTALLATION 8" 22-1/2 0.90 CY 1.012.7(1.0(25]|1.0|2.0(27(1.5 L 20 9 4 2 31 33 74 GRINDER SLEEVE IF WIRE IS #12 AWG OR & J
45° 1.65 CY 1.0[27[15(35[1.5[20[30[1.5 8" LHS 64 31 15 8 ——— | ——— [ —— SMALLER —SEE NOTE 3
CURB STOP 90" 2.35 CY 1.5[2.7(3.0[40[20[3.0[3.0]|25 LLS 20 8 4 2 | == =Z ( N
SAMPLING TAP 11-1/4 1.05 CY 1.0|13.0|1.5(25(1.5]|2.0(3.0]|1.5 L 28 12 6 3 56 64 105 STEP 3 HANDLE <
22-1/2 2.00 CY 1.0[3.0[15[40|20[20(30[1.5 " | ——— | == I A ac
12" / 12 LAS 91 44 21 " GRAPHITE COVER <C
;‘/I/;;LERI-OS%RE\/KEJEE 45 3.70 CY 1.513.0(3.0(50]|20]|3.0]3.5](25 LLS 28 11 5 3 - - —_— STARTING POWDER (ol 5
90" 5.20 CY 1.5|3.0(5.0(55|25|35|4.0(3.0 @® L = HORIZONTAL LENGTH ——[)— GRAPHITE MOLD
FOR SAMPLING TAP X
i = VERTAL ok e LenoT WS AR METAL POWDER L
(2)#6 REBARS BEND = >/ HOLD MOLD FIRMLY WITH OPENING AWAY  s7“%9 = I =
WATER FROM OPERATOR — IGNITE STARTING POWDER. \ WIRE o o —
N N PIPE
T Tt MAIN (I} =
; ; |<—L—>|/<\L METAL DISC O £ 3,8 H
TR 8 - UNDISTURBED —/ L z o4%¥®
: . EARTH S~/ us —+ O 3 z=<% T
. x (YPICAL) ADAPTER — S 29z 7]
-] - VERTICAL BEND SLEEVE . 8 28> 2
"] 5 \S——1— #6 REBARS SIEP 4 BITUMASTIC STER 5 ' z 5%& ==
o PR N (%] —
... s . f®— CIASS K CONCRETE HORIZONTAL BEND WELD . COATING \_ v 2 g4 <
CORPORATION STOP — THRUST BLOCK | . <88 —
SEE DETAIL R913—1 VALVE CAP T — B o L
G OR ©» < <
ke— L — PLUG 1 . @ (]
UPPER VERTICAL BEND CAP OR PLUG TEST WELD INTEGRITY (SEE NOTE COAT ALL EXPOSED METAL AT WELD << §
WATER #4) REMOVE SLAG FROM AREA WITH ONE COAT OF BRUSH APPLIED — w
NOTES: UNDISTURBED BEND CONNECTION AND BITUMASTIC PROTECTIVE COATING wn o
EARTH MAIN I 18" = le— 18" — THOROUGHLY CLEAN WELD AREA s =
1. LOCATION OF SAMPLING TAPS ARE SUBJECT TO PRIOR L ; (TYPICAL) RESTRAIN ALL JOINTS THAT ARE S
APPROVAL BY CITY AND MONROE COUNTY DEPARTMENT OF < . T WITHIN 18 FEET MINIMUM OF VALVE <
PUBLIC HEALTH. v I Ll VALVE le— L —] REDUCER [
N LASS K CONCRETE
THRUST BLOGK RESTRAIN ALL JOINTS -
2. IF SAMPLING TAP IS LOCATED IN PAVED AREA, SAMPLING e NOTES: REDUCER IN RUN DIRECTION NOTES: <C =
TAP IS TO BE KEPT BELOW GROUND EXCEPT WHEN IN USE. je—5 je—cC 1. SPECIAL DESIGN IS REQUIRED FOR FITTINGS ON THAT ARE WITHIN 5 FEET , =
DOMESTIC WATER MAIN PIPE LARGER THAN 12 INCHES MINIMUM OF TEE 1. FOLLOW MANUFACTURER'S PROCEDURES AND — z o
AT SAME LOCATION AS NEW WATER SERVICE. DIFFERENCE TEE s 3§ 2
: 2. USE APPROPRIATE WELD MOLDS AND WELD METALS 3 S Z =
4. IF SAMPLING TAP IS NOT TO BE USED AS NEW WATER FOR SPECIFIC SIZE AND MATERIAL OF PIPE THAT WIRE IS
2. CONCRETE THRUST BLOCK IS TO BE USED IN ADDITION
SERVICE, UPON NOTIFICATION OF ACCEPTABLE SAMPLE CITY OF ROCHESTER CITY OF ROCHESTER TO MECHANICAL RESTRAINT DEVICES, SEE DETAILS CITY OF ROCHESTER BEING ATTACHED TO. CITY OF ROCHESTER \. J
RESULTS, CORPORATION STOP IS TO BE REMOVED AND S900—4 AND S900-5.
SEPUGED W1 A GTASS PLUG OF COTFORATON SToP VERTICAL WATER MAIN PIPE 3, U THERUTE WELONG 12 Ao wRES oR PRkt usoeR )
IS TO BE CLOSED, WATER SERVICE PIPE DISCONNECTED : 3 ALL PLASTIC AND POLYETHYLENE WRAPPED DUCTILE .
FROM CORPORATION AND BRASS CAP INSTALLED ON DISINFECTION THRUST BLOCK IRON DOMESTIC WATER MAIN PIPE AND FITTING JOINTS RESTRAINT COPPER SLEEVE PRIOR TO THERMITE WELDING AND crRiMP | THERMITE WELD DETAILS JL. SWEDROCK
OUTLET OF CORPORATION STOP. SAMPLING TAP SPECIAL DESIGN IS REQUIRED FOR FITTINGS ON DOMESTIC SYSTEM WITHIN L—LHS—LLS DIMENSIONS MUST BE RESTRAINED DOMESTIC SYSTEM SLEEVE ON WIRE. PROJECT ENGINEER
DOMESTIC WATER MAIN PIPE LARGER THAN 12 INCHES. USING APPROVED MECHANICAL RESTRAINT DEVICE.
5. MAXIMUM DISTANCE BETWEEN SAMPLING TAPS ON NEW SSUED 4. TEST WELD INTEGRITY BY STRIKING WELD WITH A <UD RR. SPURR
WATER MAIN INSTALLATION IS 1,000 FEET. ISSUED  4_13_08| NON—STANDARD 2. MECHANICAL RESTRAINT IS REQUIRED IN ADDITION TO [ISSUED 4 43 06| NON=STANDARD 4. ASSUMPTION: SP SOILS, 4.50 FEET COVER, AND TYPE 5-8-08|NON—STANDARD HAMMER AFTER WELD HAS COOLED. AVOID STRIKING WIRE. 10-17-08{NON—STANDARD DRAWN BY
REVISED ,_;q_15 DWG.NO.S900—6 THRUST BLOCK, SEE DETAIL S900-7. REVISED  g_;_gol DWG.NO.S900—5 4 LAYING CONDITION. 9—-1-09|DWG.NO.S900-7 REVISED 12—28-10|DWG.NO.S966—2 Vi, SCHLAGETER
SCALE DATE ISSUED
N.T.S. DECEMBER 07, 2021
PROJECT NO.
DRAWING NO.
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WOVEN WIRE FENCE SYMBOL
(MIN. 14 1/2 GAUGE
, W/ MAX. 6” MESH 5=

4. WIDTH — TWELVE (12) FOOT MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT

POINTS WHERE INGRESS OR EGRESS OCCURS. TWENTY—FOUR (24) FOOT IF SINGLE
ENTRANCE TO SITE.

. FILTER CLOTH — WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING

OF STONE.

. SURFACE WATER — ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CON-—

STRUCTION ENTRANCES SHALL BE PIPED ACROSS THE ENTRANCE. IF PIPING IS
IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL BE PERMITTED.

. MAINTENANCE — THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL

PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS—OF—-WAY, ALL
SEDIMENT SPILLED, DROPPED, WASHED OR TRACTED ONTO PUBLIC RIGHTS—OF—-WAY
MUST BE REMOVED IMMEDIATELY.

. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH

STONE AND WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH

RAIN.

C PLYWOOD
= ~=——10 FEET MINIMUM——={ 48" x 24"
b (sxg _ _ / PAINTED WHITE)
g | CONCRETE BLACK LETTERS
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T [ 1 F———— wooD POST
~ 36" 4" x4 x8
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g [ [ — =
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[ ] [ ]

= [ w) CONCRETE WASHOUT
2 . o | SIGN DETAIL
g (OR EQUIVALENT)

9 [ ] [ ]
=
Ny e of e /o e o | e o - «— 2"

o ‘

& 10 ML PLASTIC LNNG— . 012" DIA.

TYPE "ABOVE GRADE" 8 STEEL WIRE
NS WITH STRAW BALES
STAPLES STRAW BALE
(2 PER BALE) BINDING WRE STAPLE DETAIL
10 MIL PLASTIC LINING
WOOD OR METAL NOTES:
STAKES (2 PER NATIVE MATERIAL 1 ACTUAL LAYOUT DETERMINED IN THE FIELD.
BALE) ~ (OPTIONAL) [ 2 THE CONCRETE WASHOUT SIGN SHALL BE INSTALLED
= WTHING 30’ OF THE TEMPORARY CONCRETE WASHOUT
FACILIY.
3. WASHOUT STATION SHOULD BE CLEANED WHEN CONCRETE
w ACCUMULATES TO 80% OF THE STORAGE VOLUME.
" CONCRETE WASHOUT DETAIL
NTS
SYMBOL
! 50°MIN. | EXISTING
PAVEMENT
s =]
5"MIN. 7
N N\
EXISTING /  FILTER / 2/ MOUNTABLE BERM
GROUND CLOTH PROFILE (OPTIONAL)
50°MIN. N
10°MIN.
EXISTING
GROUND 1
. 12'M|N;'3 EXISTING
124N ~77| PAVEMENT
PLAN VIEW L O'MIN.
1. STONE SIZE — USE 2" STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.
2. LENGTH — NOT LESS THAN 50 FEET (EXCEPT ON A SINGLE RESIDENCE LOT WHERE
A 30 FOOT MINIMUM LENGTH WOULD APPLY).
3. THICKNESS — NOT LESS THAN SIX (6) INCHES.

NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION

U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE STABILIZED

NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE ENTRANCE

CONSTRUCTION

, /\ 36” MIN. LENGTH FENCE

POSTS DRIVEN MIN. 16"
INTO GROUND.

HEIGHT OF FILTER

L

i = 16" MIN.
v ”
. 8" MIN.
36" MIN. FENCE POST ——
WOVEN WIRE FENCE (MIN. 14 nilk
1/2 GAUGE W/ MAX. 6” MESH
SPACING) WITH FILTER CLOTH 20”MIN.
FLOW
— | QNDISTURBED GROUND
COMPACTED SOIL 1
EMBED FILTER CLOTH 16"MIN.
A MIN. OF 6" IN GROUND. v
47 e
SECTION VIEW

CONSTRUCTION SPECIFICATIONS

1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES

OR STAPLES. POSTS SHALL BE STEEL EITHER "T” OR "U” TYPE OR HARDWOOD.

2. FILTER CLOTH TO BE TO BE FASTENED SECURELY TO WOVEN WIRE

FENCE WITH TIES SPACED EVERY 24" AT TOP AND MID SECTION.
FENCE SHALL BE WOVEN WIRE, 12 1/2 GAUGE, 6" MAXIMUM MESH OPENING.

3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE OVER-

LAPPED BY SIX INCHES AND FOLDED. FILTER CLOTH SHALL BE EITHER FILTER X,
MIRAFI 100X, STABILINKA T140N, OR APPROVED EQUIVALENT.

4. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT.
5. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN

"BULGES” DEVELOP IN THE SILT FENCE.

U.S. DEPARTMENT OF AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE SILT FENCE

NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE

&BME Associates

COPYRIGHT © 2021
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— —— FRAME
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CONSTRUCTION SPECIFICATIONS

1. FILTER FABRIC SHALL HAVE AN EOS OF 40—85. BURLAP MAY
BE USED FOR SHORT TERM APPLICATIONS.

2. CUT _FABRIC FROM A CONTINUOUS ROLL TO ELIMINATE JOINTS. IF
JOINTS ARE NEEDED THEY WILL BE OVERLAPPED TO THE NEXT STAKE.

3. STAKE MATERIALS WILL BE STANDARD 2" x 4" WOOD OR EQUIVALENT.
METAL WITH A MINIMUM LENGTH OF 3 FEET.

4. SPACE STAKES EVENLY AROUND INLET 3 FEET APART AND DRIVE A
MINIMUM 18 INCHES DEEP. SPANS GREATER THAN 3 FEET MAY BE BRIDGED
WITH THE USE OF WIRE MESH BEHIND THE FILTER FABRIC FOR SUPPORT.

5. FABRIC SHALL BE EMBEDDED 1 FOOT MINIMUM BELOW GROUND AND
BACKFILLED. IT SHALL BE SECURELY FASTENED TO THE STAKES AND FRAME.

6. A 2" x 4” WOOD FRAME SHALL BE COMPLETED AROUND THE CREST
OF THE FABRIC FOR OVER FLOW STABILITY.

MAXIMUN DRAINAGE AREA 1 ACRE

U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE FILTER FABRIC
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION DROP INLET
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE PROTECTION

NOT APPROVED

This plan has not received final
approval of all reviewing agencies.
This plan is subject to revisions
until all approvals are obtained and
should not be used for construction
purposes.
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Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land
surveyor shall affix to the item his seal
and the notation "altered by" followed
by his signature and the date of such
alteration, and a specific description
of the dlteration.”
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g PROPOSED LAYOUT CONCEPTUAL ELEVATIONS T “INVERT ABOVE BASE OF CHAMBER u Drawing Alteration
3 STORMTECH MC-3500 CHAMBERS _[MAXIMUM ALLOWABLE GRADE (TOP OF PAVEMENT/UNPAVEDY: 250 PART TYPE LavouT DESCRIPTION NVERT| MAXFLOW £ The following is an excerpt from the
o STORMTECH MC-3500 END CAPS [MINIMUM ALLOWABLE GRADE (UNPAVED WITH TRAFFIC): PREF, 72" BOTTOM CORED END CAP, PARTH M [EPP12B / TYP OF ALL 12" BOTTOM CONNECTION: g 2
3 PROJECT INFORMATION 12__[STONE ABOVE (in) MINIMUM ALLOWABLE GRADE (UNPAVED NO TRAFFIC): ‘o] e ABRIGATED END CAP 2 o BgTTgM (ngRED END gAP' PARTg: MggggglEPPMBC i TYF?OF ALL 24" gOT(T)OMCO CTIONS | 1.35 '(3 <|# New York State Education Law Article
[an] . ™ 9 STONE BELOW (in) MINIMUM ALLOWABLE GRADE (TOP OF RIGID CONCRETE PAVEMENT): .00|PREFABRICATED END CAP . - 2.06" ] MR 145 Section 7209 and applies to this
ENGINEERED PRODUCT SiteASSIST 40__[STONE VOID MINIMUM ALLOWABLE GRADE (BASE OF FLEXIBLE PAVEMENT): 0 CONNECTIONS AND ISOLATOR FLUS ROWS 3l5(s PP
. 3 - ) Z .
= MANAGER FOR STORMTECH i VOTUME [CF)[TOP OF STORE: 50| LAMP C__|INSTALL FLAMP ON 24" ACCESS PIPE / PART# MC350024RAVP (TYP 2 PLACES)] : 3 > z|8|2 drawing:
2 (PERIMETER STONE INCLUDED) OP OF MC-3500 CHAMBER: 4.50[MANIFOLD D [12" x 12 BOTTOM MANIFOLD. ADS N-12 1.35 ¥ Z2(2|9]8 It is a violation of this law for an
INSTRUCTIONS, 4361 < 2 2|9 y
> iy sl . (COVER STONE INCLUDED) 4 IS OLATOR ROW PLUS INVERT: 0°92|CONCRETE STRUCTURE E__|OCS (DESIGN BY ENGINEER / PROVIDED BY OTHERS) 40CFSOUT | o &|E|%|E erson. unless he is acting under the
o ADS SALES REP INSTALLATION APP (BASE STONE INCLUDED) [12" x 12" BOTTOM MANIFOLD INVERT: 86| CONCRETE STRUCTURE F__|(DESIGN BY ENGINEER / PROVIDED BY OTHERS) < Bl56l5|2 person, n g un
I ) ™ . 1350 _|SYSTEM AREA (SF) 2"BOTTOM CONNECTION INVERT: .86|UNDERDRAI G__[6"ADS N-12 DUAL WALL PERFORATED HDPE UNDERDRAIN = @ s direction of a licensed professional
Ny PROJECT NO. Advanced Drainage Systems, Inc. 150.2_|SYSTEM PERIMETER (1) BOTTOM OF MC-3500 CHAMBER: 0.75 n 35 5 engineer or land surveyor to alter any
~ UNDERDRAIN INVERT: 0.00] > 2 z item in any way. If an item bearing the
= [BOTTOM OF STONE: .00] Z g Y- !
S = £ seal of an engineer or land surveyor is
R 3:1 # (g altered, the altering engineer or land
= | é 2 surveyor shall affix to the item his seal
) .. . » ”
@ 45.35 Wizl and the notation “altered by" followed
£ 39.58' SI%|s by his signature and the date of such
s ROCHESTE R’ NY INV= 19" ] alteration, and a specific description
IS & of the alteration,
a 522.3 g "
( MC-3500 STORMTECH CHAMBER SPECIFICATIONS IMPORTANT - NOTES FOR THE BIDDING AND INSTALLATION OF MC-3500 CHAMBER SYSTEM HDPE . gy
oz
Ny CHAMBERS SHALL BE STORMTECH MC-3500 1. STORMTECH MC-3500 CHAMBERS SHALL NOT BE INSTALLED UNTIL THE MANUFACTURER'S REPRESENTATIVE HAS COMPLETED A ’/DZ — /) = = = = g Y= C— _‘ Q|a2
~ ~3500. PRE-CONSTRUCTION MEETING WITH THE INSTALLERS. &|ag r N
g x|kg
.- CHAMBERS SHALL BE ARCH-SHAPED AND SHALL BE MANUFACTURED FROM VIRGIN, IMPACT-MODIFIED POLYPROPYLENE 2. STORMTECH MC-3500 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE WITH THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION GUIDE". ‘ AleE E
& COPOLYMERS. SEE TYPICAL STORM Leg
3. CHAMBERS ARE NOT TO BE BACKFILLED WITH A DOZER OR AN EXCAVATOR SITUATED OVER THE CHAMBERS. INLET MANHOLE N £g
CHAMBERS SHALL MEET THE REQUIREMENTS OF ASTM F2418-16a, "STANDARD SPECIFICATION FOR POLYPROPYLENE (PP) STORMTECH RECOMMENDS 3 BACKFILL METHODS: ‘ ’ _INV=5213 to
CORRUGATED WALL STORMWATER COLLECTION CHAMBERS" CHAMBER CLASSIFICATION 45x76 DESIGNATION SS. o STONESHOOTER LOCATED OFF THE CHAMBER BED. DETAIL &=
«  BACKFILL AS ROWS ARE BUILT USING AN EXCAVATOR ON THE FOUNDATION STONE OR SUBGRADE. D O O - B
CHAMBER ROWS SHALL PROVIDE CONTINUOUS, UNOBSTRUCTED INTERNAL SPACE WITH NO INTERNAL SUPPORTS THAT WOULD «  BACKFILL FROM OUTSIDE THE EXCAVATION USING A LONG BOOM HOE OR EXCAVATOR. 523.3 D-1 |2 <<
IMPEDE FLOW OR LIMIT ACCESS FOR INSPECTION. — 5|43 e
4. THE FOUNDATION STONE SHALL BE LEVELED AND COMPACTED PRIOR TO PLACING CHAMBERS. 1 g
THE STRUCTURAL DESIGN OF THE CHAMBERS, THE STRUCTURAL BACKFILL, AND THE INSTALLATION REQUIREMENTS SHALL ENSURE | | 2l
THAT THE LOAD FACTORS SPECIFIED IN THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS, SECTION 12.12, ARE MET FOR: 1) 5. JOINTS BETWEEN CHAMBERS SHALL BE PROPERLY SEATED PRIOR TO PLACING STONE. o|&3
LONG-DURATION DEAD LOADS AND 2) SHORT-DURATION LIVE LOADS, BASED ON THE AASHTO DESIGN TRUCK WITH CONSIDERATION o
FOR IMPACT AND MULTIPLE VEHICLE PRESENCES. 8. MAINTAIN MINIMUM - 6 (150 mm) SPACING BETWEEN THE CHAMBER ROWS. D v | HIES
<Ll
" H Ofca
CHAMBERS SHALL BE DESIGNED, TESTED AND ALLOWABLE LOAD CONFIGURATIONS DETERMINED IN ACCORDANCE WITH ASTM F2787, 7. INLET AND OUTLET MANIFOLDS MUST BE INSERTED A MINIMUM OF 12" (300 mm) INTO CHAMBER END CAPS. / — . 523.1 g3
"STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS" f 3 iz
LOAD CONFIGURATIONS SHALL INGLUDE: 1) INSTANTANEOUS (<1 MIN) AASHTO DESIGN TRUCK LIVE LOAD ON MINIMUM COVER 2) 8. gn\éE;iDMENT STONE SURROUNDING CHAMBERS MUST BE A CLEAN, CRUSHED, ANGULAR STONE MEETING THE AASHTO M43 DESIGNATION OF #3 E Ll M = |55
MAXIMUM PERMANENT (75-YR) COVER LOAD AND 3) ALLOWABLE COVER WITH PARKED (1-WEEK) AASHTO DESIGN TRUCK. : s— T\ ___—A E 8|32
. STONE MUST BE PLACED ON THE TOP CENTER OF THE CHAMBER TO ANCHOR THE CHAMBERS IN PLACE AND PRESERVE ROW SPACING. —T N ’ J 5|88
REQUIREMENTS FOR HANDLING AND INSTALLATION: o s s CEDO opc ° © © ANCHO! c s C s OW SPAC ¢ - LS o|Es
T g
. ;LT)AA(A:/;III:ITC;ALI\LIKT;:E WIDTH OF CHAMBERS DURING SHIPPING AND HANDLING, CHAMBERS SHALL HAVE INTEGRAL, INTERLOCKING 10.  THE CONTRACTOR MUST REPORT ANY DISCREPANCIES WITH CHAMBER FOUNDATION MATERIALS BEARING CAPACITIES TO THE SITE DESIGN INV.= — A- g s|a8
: ENGINEER. ‘ ’ D & ® Zlgs
«  TOENSURE A SECURE JOINT DURING INSTALLATION AND BACKFILL, THE HEIGHT OF THE CHAMBER JOINT SHALL NOT BE LESS 526.3 = b4
THAN 3". 1. ADS RECOMMENDS THE USE OF "FLEXSTORM CATCH IT" INSERTS DURING CONSTRUCTION FOR ALL INLETS TO PROTECT THE SUBSURFACE O e 3|3
«  TO ENSURE THE INTEGRITY OF THE ARCH SHAPE DURING INSTALLATION, a) THE ARCH STIFFNESS CONSTANT AS DEFINED IN STORMWATER MANAGEMENT SYSTEM FROM CONSTRUCTION SITE RUNOFF. 1 2” | | 0 & =i
SECTION 6.2.8 OF ASTM F2418 SHALL BE GREATER THAN OR EQUAL TO 500 LBS/IN/IN. AND b) TO RESIST CHAMBER DEFORMATION = 5 =iz [%)
DURING INSTALLATION AT ELEVATED TEMPERATURES (ABOVE 73° F / 23° C), CHAMBERS SHALL BE PRODUCED FROM NOTES FOR CONSTRUCTION EQUIPMENT HDPE @ g|ef %
REFLECTIVE GOLD OR YELLOW COLORS. | | gL gl 2
83
1. STORMTECH MC-3500 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE WITH THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION GUIDE". = 5 dfes
ONLY CHAMBERS THAT ARE APPROVED BY THE SITE DESIGN ENGINEER WILL BE ALLOWED. UPON REQUEST BY THE SITE DESIGN 0 E 3|32 a
ENGINEER OR OWNER, THE CHAMBER MANUFACTURER SHALL SUBMIT A STRUCTURAL EVALUATION FOR APPROVAL BEFORE 2. THE USE OF EQUIPMENT OVER MC-3500 CHAMBERS IS LIMITED: | w T 8153 4
DELIVERING CHAMBERS TO THE PROJECT SITE AS FOLLOWS: «  NO EQUIPMENT IS ALLOWED ON BARE CHAMBERS. »mo |
o THE STRUCTURAL EVALUATION SHALL BE SEALED BY A REGISTERED PROFESSIONAL ENGINEER. «  NO RUBBER TIRED LOADER, DUMP TRUCK, OR EXCAVATORS ARE ALLOWED UNTIL PROPER FILL DEPTHS ARE REACHED IN ACCORDANCE gy
o THE STRUCTURAL EVALUATION SHALL DEMONSTRATE THAT THE SAFETY FACTORS ARE GREATER THAN OR EQUAL TO 1.95 FOR WITH THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION GUIDE". ‘ ’ sE
DEAD LOAD AND 1.75 FOR LIVE LOAD, THE MINIMUM REQUIRED BY ASTM F2787 AND BY SECTIONS 3 AND 12.12 OF THE AASHTO «  WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT CAN BE FOUND IN THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION GUIDE". o |&%
LRFD BRIDGE DESIGN SPECIFICATIONS FOR THERMOPLASTIC PIPE. Se 4
«  THE TEST DERIVED CREEP MODULUS AS SPECIFIED IN ASTM F2418 SHALL BE USED FOR PERMANENT DEAD LOAD DESIGN 3. FULL 36" (900 mm) OF STABILIZED COVER MATERIALS OVER THE CHAMBERS IS REQUIRED FOR DUMP TRUCK TRAVEL OR DUMPING. ‘ _ | INV=523.1 a9 gs
EXCEPT THAT IT SHALL BE THE 75-YEAR MODULUS USED FOR DESIGN. I b g Z2 £z
USE OF A DOZER TO PUSH EMBEDMENT STONE BETWEEN THE ROWS OF CHAMBERS MAY CAUSE DAMAGE TO CHAMBERS AND IS NOT AN ACCEPTABLE EPa o
CHAMBERS AND END CAPS SHALL BE PRODUCED AT AN ISO 9001 CERTIFIED MANUFACTURING FACILITY. BACKFILL METHOD. ANY CHAMBERS DAMAGED BY USING THE "DUMP AND PUSH" METHOD ARE NOT COVERED UNDER THE STORMTECH STANDARD | | 0% 2%
WARRANTY. eS8 85
< 5G
CONTACT STORMTECH AT 1-888-892-2694 WITH ANY QUESTIONS ON INSTALLATION REQUIREMENTS OR WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT. L JI 838 | ot |28
e 7 SI< E$4
N
ge
N IsoLATOR ROW PLUS g
k (SEE DETAIL) I £
2
NOTES 4
. IFOLD SIZE TO BE DETERMINED BY SITE DESIGN ENGINEER. SEE TECH NOTE #6.32 FOR MANIFOLD SIZING GUIDANCE. g3
NO WOVEN GEOTEXTILE & oy RUE TO THE ADAPTATION OF THIS CHAMBER SYSTEM TO SPECIFIC SITE AND DESIGN CONSTRAINTS, IT MAY BE NECESSARY TO CUT AND COUPLE ADDITIONAL PIPE TO STANDARD MANIFOLD | 8
. oLl |52
" THE SITE DESIGN ENGINEER MUST REVIEW ELEVATIONS AND IF NECESSARY ADJUST GRADING TO ENSURE THE CHAMBER COVER REQUIREMENTS ARE MET. = 28 Nloe|w |+ (M) N -
£ eren IS CHAMBER SYSTEM WAS DESIGNED WITHOUT SITE-SPECIFIC INFORMATION ON SOIL CONDITIONS OR BEARING CAPACITY. THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR E¥ k
I
BED LIMITS THE SUTABILITY OF THE SOIL AND PROVIDING THE BEARING CAPACITY OF THE INSITU SOILS. THE BASE STONE DEPTH MAY BE INCREASED OR DECREASED ONCE THIS INFORMATION IS SHEET
PROVIDED.
€201 ADS, INC. . NOT FOR CONSTRUCTION: THIS LAYOUT IS FOR DIMENSIONAL PURPOSES ONLY TO PROVE CONCEPT & THE REQUIRED STORAGE VOLUME CAN BE ACHIEVED ON SITE. 2 OF 5 r \
%)
VL =
. - 2
H INSTALL FLAMP ON 24" (600 mm) ACCESS PIPE OPTIONAL INSPECTION PORT H =
ACCEPTABLE FILL MATERIALS: STORMTECH MC-3500 CHAMBER SYSTEMS 5 PART #: MC350024RAMP g E g
= <|F COVER PIPE CONNECTION TO END CAP WITH ADS 5 <[t T ™
SHTO MATERIAL 8 N GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE MC-3500 CHAMBER ht S2|e U ~3
AA = | = ~|c ;
MATERIAL LOCATION DESCRIPTION COMPACTION / DENSITY REQUIREMENT = 218z MC-3500 END CAP =R o ~ &
CLASSIFICATIONS 8 HEEE 8 S > S
. o P ; E] STORMTECH HIGHLY RECOMMENDS Z12|z2 ~
FINAL FILL: FILL MATERIAL FOR LAYER 'D' STARTS FROM THE TOP OF THE 'C . EARIEAE 7777, 7 77717 o £/3|9|e [E— f
b |LAYERTO THE BOTTOM OF FLEXIBLE PAVEMENT OR UNPAVED FINISHED ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR PER ENGINEER'S PLANS. A D P O S Pnio- PAVED < L5632 P Iy LS TREAN B2 LSS S NN SN S ST, < ElSl5|z a3 D5
GRADE ABOVE. NOTE THAT PAVEMENT SUBBASE MAY BE PART OF THE D' CHECK PLANS FOR PAVEMENT SUBGRADE REQUIREMENTS. = Q2 3 sl GGG g9 8 o Qo
LAYER PREPARATION REQUIREMENTS. b 5 2 e iy i o I 2 < o8
L 1 2] < 8 S
AASHTO M145' <>( ¢ £ 5 Bo o <>( 3 g &3) % Q
. o GRANULAR WELL-GRADED SOIL/AGGREGATE MIXTURES, <35% FINES OR A1, A2-4, A3 BEGIN COMPACTIONS AFTER 24" (600 mm) OF MATERIAL OVER 2 SRR oD ) E-
INITIAL FILL: FILL MATERIAL FOR LAYER 'C' STARTS FROM THE TOP OF THE PROCESSED AGGREGATE. THE CHAMBERS IS REACHED. COMPACT ADDITIONAL LAYERS IN 5 «|3 SRSl ISk e 5 |3 a T
EMBEDMENT STONE (‘B LAYER) TO 24" (600 mm) ABOVE THE TOP OF THE - A g Ay B0 s el D Sy g ow
C |CHAMBER. NOTE THAT PAVEMENT SUBBASE MAY BE A PART OF THE 'C' OR 12" (300 mm) MAX LIFTS TO A MIN. 95% PROCTOR DENSITY FOR < 5le < £l zZ
CAvER MOST PAVEMENT SUBBASE MATERIALS CAN BE USED IN LIEU OF THIS WELL GRADED MATERIAL AND 95% RELATIVE DENSITY FOR 2| @z (/) <
: AYER. AASHTO M43" PROCESSED AGGREGATE MATERIALS. wi3|E CATCH BASIN gz 3
3,357, 4,467, 5,56, 57, 6, 67, 68, 7, 78, 8, 89, 9, 10 S € S| E|2
g g
EMBEDMENT STONE: FILL SURROUNDING THE CHAMBERS FROM THE SHTO M43' d MANHOLE E m ® o
: AASHTO M43 z S
B |FOUNDATION STONE (A’ LAYER) TO THE 'C’ LAYER ABOVE. CLEAN, CRUSHED, ANGULAR STONE 3.4 NO COMPACTION REQUIRED. 2 5 Q ~ 3
E £ 0 I
FOUNDATION STONE: FILL BELOW CHAMBERS FROM THE SUBGRADE UP TO AASHTO M43" 3|gs 8|28 o < 3
: 23 olas O|&z - w
A |THE FOOT (BOTTOM) OF THE GHAMBER., CLEAN, CRUSHED, ANGULAR STONE 54 PLATE COMPACT OR ROLL TO ACHIEVE A FLAT SURFACE. £|st | &|¢ : w X
ald a
z|23 |43 Z
ooy v T T VW AR e ofse
PLEASE NOTE: 2158 SUMP DEPTH TBD BY ; Bl58 D>¢ i 9 =
1. THE LISTED AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: "CLEAN, CRUSHED, ANGULAR NO. 4 (AASHTO M43) STONE". oles SITE DESIGN ENGINEER o|eg o
2. STORMTECH COMPACTION REQUIREMENTS ARE MET FOR ‘A’ LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 9" (230 mm) (MAX) LIFTS USING TWO FULL COVERAGES WITH A VIBRATORY COMPACTOR. LE (24" [600 mm] MIN RECOMMENDED) / W - w0
3. WHERE INFILTRATION SURFACES MAY BE COMPROMISED BY COMPACTION, FOR STANDARD DESIGN LOAD CONDITIONS, A FLAT SURFACE MAY BE ACHIEVED BY RAKING OR DRAGGING WITHOUT COMPACTION EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR c2 [ . 22 w [ORTTINS
£z 24" (600 mm) HDPE ACCESS PIPE REQUIRED USE £z a=
COMPACTION REQUIREMENTS. Eg f | FACTORY PRE-CORED END CAP ONE LAYER OF ADSPLUS175 WOVEN GEOTEXTILE BETWEEN Eg ° = a
4. ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED GRADE. MOST PAVEMENT SUBBASE SOILS CAN BE USED TO REPLACE THE MATERIAL REQUIREMENTS OF LAYER 'C' OR ‘D' AT THE SITE DESIGN ENGINEER'S DISCRETION. 45 PART # MC3500IEPP245C OR MC3500IEPP24BW FOUNDATION STONE AND CHAMBERS 2|2 x4
X|E3 8.25'(2.51 m) MIN WIDE CONTINUOUS FABRIC WITHOUT SEAMS I|&3 g o o %
Oz O|lxd '_ o
i g -
2|y MC-3500 ISOLATOR ROW PLUS DETAIL 2|2y e 3 &
x| gz NTS &|&3 o) - =
alss 3 Z <
w| &g w| &3 < S
ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL PAVEMENT LAYER (DESIGNED =SB El5e 5
AROUND CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYE% BY SITE DESIGN ENGINEER) 0|88 IEE S
w= wH
g2 B2
e ddaguuisi ! s|%k INSPECTION & MAINTENANCE z e 4
I My AR R s AT R e Y, AR S BomTOn OF FLEXIELE PAVEMENT. FOR UNPAM RN ) , oz za k
DADADIIINGY HSUHSNINHIESSNNINNNDRSNONY (NN wernii et o e micvin s, 1 - o5 8|51 GTEP 1) INSPECT ISOLATOR RO PLUS FOR SEOIENT 822
PER]M(EII—EEERN%T%N‘;E) SN SV H/}:// I3 ZEVNGNGS I GS I SIS S HNPS I NS N S C SIS 34 5 INCREASE COVER TO 24 (600 ram). . 3 173! ‘ (450 mm) MIN* MAX 9 E’§ A. INSPECTION PORTS (IF PRESENT) @ @é
12° (300 mm) MIN S|58 A1, REMOVE/OPEN LID ON NYLOPLAST INLINE DRAIN Slak ( \
| ® x5 A2.  REMOVE AND CLEAN FLEXSTORM FILTER IF INSTALLED ® Zlis
% ‘ f K- 2158 A3.  USING A FLASHLIGHT AND STADIA ROD, MEASURE DEPTH OF SEDIMENT AND RECORD ON MAINTENANCE LOG K A
EXCAVATION WALL O £ |53 A4, LOWER A CAMERA INTO ISOLATOR ROW PLUS FOR VISUAL INSPECTION OF SEDIMENT LEVELS (OPTIONAL) O £ 2|33
(CAN BE SLOPED OR VERTICAL) 45" 0 & =|5i AS5.  IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3. O & =il
(1140 mm) ® E €2 B. ALLISOLATOR PLUS ROWS = 3 E g2
& = & 3|¢E B.1. REMOVE COVER FROM STRUCTURE AT UPSTREAM END OF ISOLATOR ROW PLUS @ g|ef
I; €. gl B.2.  USING A FLASHLIGHT, INSPECT DOWN THE ISOLATOR ROW PLUS THROUGH OUTLET PIPE €. gl i,
= 2 ass i) MIRRORS ON POLES OR CAMERAS MAY BE USED TO AVOID A CONFINED SPACE ENTRY = 3 dfes ,.‘1
— 0 E $[32 i) FOLLOW OSHA REGULATIONS FOR CONFINED SPACE ENTRY IF ENTERING MANHOLE 0t %32 2R Shal /00
- & 288 B.3. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3. w 8 8|23 (W T AN
| DEPTH OF STONE TO BE DETERMINED »n o "~ N o 3 r'.,’ o e A
6" (150 mm) MIN BY SITE DESIGN ENGINEER 9" (230 mm) MIN 2 STEP2)  CLEAN OUT ISOLATOR ROW PLUS USING THE JETVAC PROCESS gy W7 wes
MC-3500 o l~— 12" (300 mm) MIN = A. AFIXED CULVERT CLEANING NOZZLE WITH REAR FACING SPREAD OF 45" (1.1 m) OR MORE IS PREFERRED H: DNt
END AP SUBGRADE SOILS (150 mm) MIN £x B. APPLY MULTIPLE PASSES OF JETVAC UNTIL BACKFLUSH WATER IS CLEAN . £2 1{*' 7 v
(SEE NOTE 3) g g &b C. VACUUM STRUCTURE SUMP AS REQUIRED Sg &y D)
i3 3 23
2% o STEP3)  REPLACE ALL COVERS, GRATES, FILTERS, AND LIDS; RECORD OBSERVATIONS AND ACTIONS. 2% &g
. P 50 EP3d o
: s
m § QE 3E STEP4)  INSPECT AND CLEAN BASINS AND MANHOLES UPSTREAM OF THE STORMTECH SYSTEM. g 2 E 3
o8 E
1. CHAMBERS SHALL MEET THE REQUIREMENTS OF ASTM F2418-16a, "STANDARD SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED WALL STORMWATER COLLECTION CHAMBERS" CHAMBER CLASSIFICATION E g © 42 444 58
: : 2
45x76 DESIGNATION SS. g38 oz NOTES §38 Eé ‘
2. MC-3500 CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787 "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS". SE2 4 _— QX £g \
& §
3. THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR ASSESSING THE BEARING RESISTANCE (ALLOWABLE BEARING CAPACITY) OF THE SUBGRADE SOILS AND THE DEPTH OF FOUNDATION STONE WITH CONSIDERATION g2 1. INSPECT EVERY 6 MONTHS DURING THE FIRST YEAR OF OPERATION. ADJUST THE INSPECTION INTERVAL BASED ON PREVIOUS 45
FOR THE RANGE OF EXPECTED SOIL MOISTURE CONDITIONS. fu OBSERVATIONS OF SEDIMENT ACCUMULATION AND HIGH WATER ELEVATIONS. g ( \
i
. P T T HORIZONTALLY TO T V. W, BOTH VEl L PED EXCAVATION WALLS. 25 25
4. PERIMETER STONE MUST BE EXTENDED HORIZONTALLY TO THE EXCAVATION WALL FOR BO RTICAL AND SLOPED EXCAVATION WALLS 2 2. CONDUCT JETTING AND VACTORING ANNUALLY OR WHEN INSPECTION SHOWS THAT MAINTENANCE IS NECESSARY. i
5. REQUIREMENTS FOR HANDLING AND INSTALLATION: ek g5 N
=@ =0
e TOMAINTAIN THE WIDTH OF CHAMBERS DURING SHIPPING AND HANDLING, CHAMBERS SHALL HAVE INTEGRAL, INTERLOCKING STACKING LUGS. % gg % 32 o
e TOENSURE A SECURE JOINT DURING INSTALLATION AND BACKFILL, THE HEIGHT OF THE CHAMBER JOINT SHALL NOT BE LESS THAN 3. 25 28
e TOENSURE THE INTEGRITY OF THE ARCH SHAPE DURING INSTALLATION, a) THE ARCH STIFFNESS CONSTANT AS DEFINED IN SECTION 6.2.8 OF ASTM F2418 SHALL BE GREATER THAN OR EQUAL TO 500 LBS/IN/IN. - Ee pm EE < =
AND b) TO RESIST CHAMBER DEFORMATION DURING INSTALLATION AT ELEVATED TEMPERATURES (ABOVE 73° F / 23° C), CHAMBERS SHALL BE PRODUCED FROM REFLECTIVE GOLD OR YELLOW COLORS. S 4 OF 5 o &
3 OF 5 (%)
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UNDERDRAIN DETAIL MC-3500 TECHNICAL SPECIFICATION L =
3
SCrAMBERS STORMTECH NTS = 2 o = —_
CHAMBER VALLEY 86.0" (2184 mm) 3) gla o
/ STORMTECH END CAP STIFFENING RIB CREST INSTALLED w 3l51= () P e L
> z N
> wl|é .
CREST WEB © zZ\x|g %2, £ oy (I}
/ \ |~ OUTLET MANIFOLD r = 3 =
_— S STIFFENING RIB LOWER JOINT R AL oogE L 8 ===
g = X
? CORRUGATION < HEH2s - S Lo N
b & 3 [ 3 5= <
| 2] g X -
! S © 2 . (=] o 2
FOUNDATION STONE < © § '_ % < ﬂ: ‘_.__. e '
L BENEATH CHAMBERS H nE %) 3 5 8 N —
e —— T Foor 2 | i = s,y <C
= ——e= = Oz n o
STORMWATER CHAMBER SYSTEM I I o8 . =88 =
L el é o @« (|
ADS GEOSYNTHETICS 601T DUAL WALL UPPER JOINT CORRUGATION Slald <C <
NON-WOVEN GEOTEXTILE PERFORATED A all\Va E4 4] O
HDPE BUILD ROW IN THIS DIRECTION @> 5 L
L L UNDERDRAIN g, 8
_ A AYAYAYA 90.0" (2286 mm) 2|28 <
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